




































































































































































































































































































































operation. FCU becomes Available and the MTU becomes Ready as soon as the blockette 

transfer has been completed. Transfer Blockette, MTU to Computer is normally used to ob­

tain the data subsequent to the completion of a Read or a Search operation. 

A Transfer Blockette, MTU -to-Computer instruction to the MTU and a Transfer Data In in­

struction to FCU comprise the External Function command which initiates this operation. 

The following procedure is recommended for a Transfer Blockette, MTU-to-Computer oper­

ation: 

1) FCU is known to be Available 

2) Initiate 24-word input buffer (without monitor, 73 instruction) 

3) Send External Function command (13 instruction) 

4) Do not attempt any other tape system operation until interrupt is received from FCU 

5) When status-report interrupt occurs, store the report (17 instruction) and analyze 

it as described in Part Two, Subsection 3.B. 

I. TRANSFER BLOCKETTE, COMPUTER TO MTU 

In the Transfer Blockette, Computer-to-MTU operation, the information in the computer out­

put buffer list is transmitted, through FCU, to the MTU buffer memory. No tape movement 

is involved in this operation. FCU becomes Available and the MTU becomes Ready as soon 

as the blockette transfer has been completed. This operation has limited utility except in the 

area of maintenance programming. 

A Transfer Blockette, Computer-to-MTU instruction to the MTU and a Transfer Data Out 

instruction to FCU comprise the External Function command which initiates this operation. 

The following procedure is recommended for a Transfer Blockette, MTU-to-Computer op­

eration: 

1) FCU is known to be Available 

2) Initiate 24-word output buffer (74 instruction) 

3) Send External Function command (13 instruction) 

4) Do not attempt any other tape system operation until interrupt is received from FCU 

5) When status-report interrupt occurs, store report (17 instruction) and analyze it as 

described in Part TWO, Subsection 3.B. 
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J. WIND FORWARD 

In the Wind Forward operation, tape movement begins in the forward direction and continues 

until End of Tape is detected. FeU becomes Available immediately after it relays the in­

struction to the MTU, but the MTU does not become Ready until the tape movement has stopped. 

A Wind Forward instruction to the MTU comprises the External Function command which 

initiates this operation. No data-transfer instruction is sent to FeU. Wind Forward should 

not be attempted if the MTU is already at End"of Tape since this will cause the MTU to re­

main Not Ready. 

The following procedure is recommended for a Wind Forward operation: 

1) FeU is known to be Available 

2) Send External Function command (13 instruction) 

3) Do not attempt any other tape system operation until interrupt is received from FeU 

4) When status-report interrupt occurs, store report (17 instruction) and analyze it as 

described in Part Two, Subsection 3.B. 

K. WIND FORWARD WITH INTERLOCK 

This operation is the same as Wind Forward except that, when the tape has stopped, an inter­

lock is set which prevents further use of the MTU until it is cleared manually at the MTU 

panel. 

L. REWIND 

In the Rewind operation, tape movement begins in the backward direction and continues until 

Beginning of Tape is detected. FeU becomes Available immediately after it relays the in­

struction to the MTU, but the MTU does not become Ready until the tape movement has stop­

ped. During a Rewind, each blockette of data is read to check the parity and character count. 

If an error is detected, the MTU ERROR light is turned on, operation is suspended, and the 

MTU remains Not Ready. 

A Rewind instruction to the MTU comprises the External Function command which initiates 

this operation. No data-transfer instruction is sent to FeU. Rewind should not be attempted 

if the MTU is already at Beginning of Tapesince this will cause the MTU to remain Not Ready. 

The following procedure is recommended for a Rewind operation: 
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1) Feu is known to be Available 

2) Send External Function command (13 instruction) 

3) Do not attempt any other tape system operation until interrupt is received from FCU 

4) When status-report interrupt occurs, store report (17 instruction) and analyze it as 

described in Part Two, Subsection 3.B. 

M. REWIND WITH INTERLOCK 

This operation is the same as Rewind except that, when the tape has stopped, an interlock is 

set which prevents further use of the MTU until it is cleared manually at the MTU panel. 

N. DUMMY COMMAND 

It is possible to send a dummy (do-nothing) command addressed to a specific MTU. This is 

accomplished by an External Function command which contains only the desired MTU address 

bit, with zeros in the remainder of the word. This command will result in a status -report 

interrupt in the normal manner, but the MTU will perform no operation. The dummy com­

mand is useful in that it permits the computer to determine whether or not a terminal condi­

tion is present in a particular MTU without actually performing an operation if no terminal 

condition is present. 

6. OPERATION TIMES 

The following apprOximated average operation times are given as an aid to efficient pro­

gramming: (All times are in milliseconds.) 

Write one blockette 35 

Read (and Transfer In) one blockette 40 

Transfer one blockette (in or out) 8 

During Search, Wind, and Rewind operations, the tape move$ at a $peed of 75 inches per 

second. 

The time during which FCU is not Available (from receipt of External Function command to 

acknowledgement of status -report interrupt) depends upon whether or not a data-transfer se­

quence is performed. If no data transfer takes place, this interval is less than one milli­

second. If data transfer does take place, the interval can vary between five and ten milli­

seconds (approximately). 
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7. TAPE REVERSAL DELAY 

The computer program must include a 500-millisecond delay between successive operations 

which will result in a reversal of tape direction (i.e., Search Forward followed by Read Back­

ward) . This delay is measured from the time that the MTU becomes Ready after the first 

operation until the time the computer issues the second command. 

If this delay is not included, there is danger of improper operation of the tape handler servo. 

If the MTU has been modified to eliminate this problem, the programmed delay is not required. 
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FUNCTIONAL SPECIFICATIONS 

FOR 

PERIPHERAL EQUIPMENT DUPLEX OPERATION 

1. BASIC INFORMATION 

By utilizing computer duplex operation, a peripheral equipment can be physically connected 

to two computers and can operate with either computer as directed by a series of duplexing 

control signals. These duplexing control signals permit only one of the two computers to have 

control over the peripheral equipment at any given time. 

Peripheral equipment employing computer duplexing contains logic circuitry which enables it 

to interpret duplexing control signals. Duplexing control codes are contained in the lower three 

bits of an External Function word: Bit 0, Request Control; Bit 1, Release Remote; and Bit 2, 

Release Local. These codes, in conjunction with the Control Acknowledge Interrupt which is 

generated by the peripheral equipment, are the only codes required for performance of the 

computer duplexing function. Computer programs, by enabling the transmission of External 

Function codes and by evaluating external interrupts, determine which of the computers' con­

trol and data lines are fully enabled for communication with the peripheral equipment. Exter­

nal Function lines and the lower three bits of the output data channels of both computers are 

always enabled in normal operation. The method used for performing computer duplexing al­

lows a peripheral equipment to be in one of three conditions at any given time. By deSignating 

the, two computers in a complex as originating (or local) computer and other (or remote) 

computer, the peripheral eqUipment can be described by one of the three following conditions: 

1) Under control of originating computer 

2) Under control of other computer 

3) Under control of neither computer. 
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2. EXTERNAL FUNCTION CODES FOR DUPLEXING 

Duplex circuitry of a peripheral equipment interprets three of the External Function commands 

which are sent to it. These three External Function codes use bit-position coding as shown in 

Figure D11-1. The following descriptions illustrate the actions that take place when the "duplex 

control" External Function codes are received by a peripheral equipment. All definitions of 

input and output lines are with respect to the computer. (Input means input to the computer, 

and output means output from the computer.) 

)29 ... NOT USED • 3 2 1 Ol 
NOTE: Only one of the bits (0,1,2) may be set in the Request Control I 

External Function word. Execution of more Release Remote I than one duplex function at a given time is not 
permitted. Release Local I 

Figure D11-t. External Function Word Used for Duplex Operation 

A. REQUEST CONTROL (XXXXXXXXX1S) 

The Request Control External Function code is sent by a computer at the time it desires control 

of the peripheral equipment. One of the following situations will exist at this time: 

1) Originating computer in control - The Request Control External Function code is ig­

nored; therefore, originating computer retains control and normal data communica­

tions may continue. 

2) Other computer in control - Duplex circuitry of the peripheral equipment stores the 

Request Control External Function code until other computer releases control and the 

equipment reaches a logical termination point. When other computer does release 

control and the equipment reaches a logical termination point, a Control Acknowledge 

Interrupt is sent to originating computer. Normal data communications may be es­

tablished as soon as the Control Acknowledge Interrupt is received and interpreted by 

originating computer. 

3) Neither computer in control - The peripheral equipment responds with a Control Ac­

knowledge Interrupt; originating computer may then establish normal data communi­

cations. If the peripheral equipment receives Request Control codes from both com­

puters Simultaneously when neither computer is in control, only one will receive con­

trol; the second computer's Request Control code will be stored. 
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When the Request Control External Function command is actually executed in the duplex cir­

cuitry of the peripheral equipment, the following are accomplished: 

1) The following lines between originating computer and the peripheral equipment are 

enabled: 

a) Input and Output Data Request lines 

b) Interrupt line 

c) All 30 Output Data lines 

d) Input and Output Acknowledge lines. 

2) A Control Acknowledge Tnterrupt is transmitted to originqting computer 

3) The following lines between other computer and the peripheral equipment are prevent­

ed from being enabled: 

a) Input and Output Data Request lines 

b) Interrupt line 

c) Upper 27 Output Data lines 

d) Input and Output Acmowledge lines. 

4) When items 1) through 3) have been accomplished, storage of the Request Control code 

is terminated. 

B. RELEASE LOCAL (XXXXXXXXX4S) 

The Release Local External Function code is sent by a computer when the control of the peri­

pheral equipment used is to be released. The Release Local External Function code is not 

stored in the peripheral equipment but is performed upon receipt by the peripheral equipment. 

One of the following situations will exist at the time the Release Local External Function code 

is sent by the computer: 

1) Originating computer in control - If the peripheral equipment has completed perform­

ance of the last External Function code sent, it reverts to the neutral state and is not 

controlled by either computer. If the peripheral equipment is still performing the 

last External Function command, the Release LocalExternal Function code is ignored. 

2) Other computer in control - The peripheral equipment ignores the Release Local 

code. 
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3) Neither computer in control - The peripheral equipment ignores the Release Local 

External Function code. 

When executed, the Release Local External Function code accomplishes the following in the 

peripheral equipment: 

1) The following lines between originating computer and the peripheral equipment are 

disabled: 

a) Input and Output Data Request Lines 

b) Interrupt line 

c) Upper 27 Output Data lines 

d) Input and Output Aclmowledge lines .. 

2) It provides an enable that allows the Request Control signal from the other computer 

to enable the following lines between other computer and the peripheral equipment: 

a) Input and Output Data Request lines 

b) Interrupt line 

c) All 30 Output Data lines 

d) Input and Output Aclmowledge lines. 

C. RELEASE REMOTE (XXXXXXXXX2a) 

This External Function code is sent by a computer to free the peripheral equipment from con­

trol of other computer. The Release Remote External Function command is performed upon 

receipt by the peripheral equipment and is not stored in the peripheral equipment. 

The Release Remote External Function code is not the normal method of placing a peripheral 

equipment in a neutral state. When transmitted by the noncontrolling computer, it is immedi­

ately acted upon and could possibly leave the computer that formerly controlled the peripheral 

equipment with active buffers but not effectively connected to the equipment. The Release Re­

mote External Function code, therefore, has severe restrictions placed on its use. Its use 

must be restricted to the unusual situation where the controlling computer is malfunctioning 

and is incapable of releasing control of the peripheral equipment. The use of Release Remote 

will be defined by the System Executive Control Program. 

One of the following situations will exist at the time the Release Remote External Function 

command is sent by the computer: 
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1) Originating computer in control - The peripheral equipment ignores the Release Re­

mote External Function code. 

2) Other computer in control - The peripheral equipment ceases all communication with 

other computer immediately upon receipt of the Release Remote code, and the peri-

pheral eqUipment is placed in a neutral state. Originating computer must have sent 

a Request Control code previous to the Release Remote code and must receive the 

Control Acknowledge Interrupt in order to gain control. 

3) Neither computer in control - The peripheral equipment ignores the Release Remote 

External Function code. 

The Release Remote External Function code accomplishes the following in the peripheral equip­

ment: 

1) The following lines between other computer and the peripheral equipment are disabled: 

a) Input and Output Data Request lines 

b) Interrupt line 

c) Upper 27 Output Data lines 

d) Input and Output Acknowledge lines. 

2) It provides an enable that allows the Request Control signal from originating com­

puter to enable the following lines between originating computer and the peripheral 

eqUipment: 

a) Input and Output Data Request lines 

b) Interrupt line 

c) All 30 Output Data lines 

d) Input and Output Acknowledge lines. 

3. CONTROL ACKNOWLEOOE INTERRUPT 

The Control Acknowledge Interrupt is sent to a computer which has requested control of a du~ 

plexed peripheral equipment to indicate that the requesting computer is in control. The inter­

rupt is not sent until the equipment has reached a logical termination pOint and other computer 
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has released control as a direct result of a Release Local or Release Remote. 

The Control Acknowledge code which is sent with the interrupt consists of the 30-bit data word 

with one bit set to one. * After receiving the interrupt, the computer must acknowledge having 

received control by executing a STORE C
n instruction which generates an Input Acknowledge 

to the peripheral equipment. This Input Acknowledge clears the peripheral equipment inter­

rupt line. 

Receipt of a Control Acknowledge Interrupt by a computer does not by itself establish com­

munications with a peripheral equipment. It does, however, acknowledge functional control of 

the equipment by the computer. The computer must transmit additional External Function 

codes as required by the particular equipment in order to establish data communications. 

The duplexing logic does not include provision for informing the computers of the transmis­

sion or performance of the Release Local and Release Remote External Function codes. 

4. NONDUPLEXING EXTERNAL FUNCTION CODES (XXXxXXXXXOS) 

Nonduplexing External Function codes are those required by the peripheral equipment to es­

tablish data communications with a computer after the computer has gained control of the peri­

pheral equipment. These External Function codes are not recognized by the peripheral equip­

ment unless originating computer has first obtained control of the equipment by following the 

correct sequence of duplexing External Function codes and Control Acknowledge code evalu­

ation. 

Nonduplexing External Function codes sent to a peripheral equipment containing the duplex fea­

ture must always contain zeros in bit-positions 0, 1, and 2. If any of these lower three bits 

are set to one, the External Function word is interpreted as a "duplex-control" word and the 

upper 27 bits are completely ignored. 

The Master Clear is not a duplexing External Function code. A programmed Master Clear 

does not affect the duplexing status of peripheral equipment. The MASTER CLEAR switch on 

the peripheral-equipment cabinet does clear the duplex circuitry, however. 

5. PROGRAMMING RULES 

1) Only the following duplexing External Function codes will be used: 

* Which bit is used depends on the particular peripheral equipment. 
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Request Control 

Release Remote 

Release Local 

(XXXXXXXXXla) 
(XXXXXXXXX2a) 
(XXXXXXXXX4a) 

2) The Interrupt-Evaluation routine for the Control Acknowledge code will include a 

STORE C
n instruction to transmit an Input Acknowledge signal to the peripheral equip­

ment. 

3) The External Function code Release Remote will be used only when the computer con­

trolling a peripheral equipment is incapable of releasing control and only after the 

computer desiring control has sent aRequest Control External Function code for which 

no Control Acknowledge Interrupt has been received. The use of Release Remote will 

be defined by the System Executive Control Program. 

4) The Release Local External Function code will not be sent by a computer until it rec­

ognizes that the last External Function code it sent has terminated. 

5) The Request Control External Function code will not be sent by a computer if it al­

ready has control of the peripheral equipment. 

6. TYPICAL DUPLEX OPERATION 

Figure Dll-2 illustrates the normal manner in which the duplexing External Function codes are 

utilized. This same procedure is used in initial start-up assuming that the peripheral equip­

ment has been placed in a neutral condition in preparation for initial start-up. 
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TRANSMIT 
Request Control External 
Function Code 

No Has Control Acknowledge Is There a Malfunction* 
I-----------..t 

Interrupt Been Received of Other Computer 

Yes 

Jump to Interrupt -
Evaluation Routine 
store Cn 
Evaluate Interrupt 

Perform Desired Opera­
tions with Peripheral 
Equipment 

TRANSMIT 
Release Local External 
Function Code 

*See Section 5, "Programm1ng Rules" . 

Yes 

TRANSMIT 
Release Remote External 
Function Code 

L..-_Y_e_s---( Is a Control Acknowledge 
Interrupt Received 

Figure D11-2. Computer Utilization of Duplexing External Function Code 
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SECTION E 

UTILITY ROUTINES 



INTRA-COMPANY COMMUNICATION 

~~ John Kourajian 
TO:St. Paul CITY a DATE: St. Paul - July 24, 1961 

DEPARTMENT: 

CARBONS: SUBJECT: Service Test Utility Package 

SERVICE TEST UTILITY PACKAGE 

A. BASIC INFORMATION 

The Service Test Utility Package (STUP) is a special modification of the 
NTDS Utility System. Desirable features of the Utility System and of the Paper 
Tape Control Program for use with Flexowriter and of Paper Tape Control Program 
for use with Teletype have been combined with other specific requests to fonn 
one complete package. Paper-tape and magnetic tape formats processed by STUP, 
as well as the Utility System, are consistent with those generated by the NTDS 
CS-1 Compiler. For description of formats see Programmers Guide, Section E1 
NTDS Utility Section. The final packafe contains the following routines: 

A. Paper-tape operations 

1. Bioctal, Flex, and TWX dumps, all with zero suppression 
2. Bioctal checkread with either Flex or TWX code punched tape 

output of discrepancies 
3. Bioctal, Flex, TWX, and Relative-bioctal loads 
4. Duplicate paper tape of any fonnat 

B. Magtape operations 

1. Octal dump 
2. Octal and Relative loads 
3. Octal checkread with either Flex or TWX code punched tape output 

of discrepancies 
4. Rewind magtape and postioning capabilities 
5. Special Write-STUF routine to permit bootstrapping into memory 
6. Duplicate magtape 

c. Miscellaneous operations 

1. Fault condition display 
2. External interrupt control 
3. Inspect and Change 
4. Store Q 
5. Clear memory 
6. Memory Search (pooch) with either Flex or TWX code punched tape 

output of "finds" 
7. List area on on-line Teletype 
8. Suppress and reinstate monitoring-printouts 
9. Suppress and reinstate System Monitoring Panel display 



STUP occupies core memory addresses 00140 to 0)000. Addresses 0)000 
to 04000 are reserved for programs which make linkage with STUP. The 
entire area, 00140 - 03777, is written on magtape by a special write routine 
which permits it to be easily bootstrapped into memory. 

STUP is separated into two sections, a Mi~imum package and the remainder 
of the package which attaches to the Minimum pa.ckage. The Minimum package 
contains the following routines. 

1. Bioctal, flex, and T~X lORds from paper tape 
2. Octal load from magtnpe 
3. Fault condition display 
4. External interrupt control 
5. Suppress and reinstate moni toring-printouts and Sj'·t;P display 

If desired the programmer may load into memory only the Minimum package. 

Two separate STUP exist; one for use with File Computer Tape Units and the 
other for use with Service Test Tape Units. The two packages differ only 
in that they reference different tape units; the operations performed, formats, 
and the method of initiating commands of each package are identica.l. 



B. OPERATION DEFINITIONS 

I. PAPER-TAPE OPERATIONS 

1. ABSOLUTE-BIOGTAL DUMP WITH ~ERO SUPPRESSION OPTION 

Absolute-bioctal format on punched paper tape is 1) leader, 2) 

76 code, 3) initial address, 4) final address, 5) contents of included 

memo~ addresses, and 6) check sum. 

If the zero suppression feature is selected the dump routine first 

scans the specified memo~ area and divides it into zero and nonzero 

segments. The nonzero segments are then dumped in a series of bioctal 

dump formats on one tape, separated by short leader (four frames of 

00 codes). The entire series i8 loadable as if in one operation. 

2. ABSOLUTE-FLEX DUMP WITH ZERO SUPPRESSION OPTION 

Absolute-flex formBt on punched paper tape is 1) leader, 2) 

beginning codes, 3) each address and each content of the included 

memory addresses, 4) end codes, and 5) checksum. 

All zero cells are ignored if the zero suppression feature is 

selected. The tape produced may be listed on the F1exowriter. 

3. ABSOLUTE-TWX DUMP WITH ZERO SUPPRESSION OPTION 

Absolute-TWX format on punched paper tape is 1) leader, 2) 

beginning codes 3) each address and each content of the included 

memory addresses, 4) end codes, and 5) check~ums. 

All zero cells are ignored if the zero suppression feature is 

selected. The tape produced may be listed on the Teletype. 

4. ABSOLUTE BIOCTAL CHECK READ 

This routine checks an absolute-bioctal punched tape with 

associated core-memory cells to assure good bioctal dumps. If 

the check read detects a discrepancy, the A register holds the word 

from tape and the Q register holes the memory word; the computer 
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stops. At this time the content of Q may be manually changed; on restarting 

the computerJ the content of Q is returned to the address from which 

it was taken and the check read continues. At the operators' option 

a punched tape output of all discrepancies may be obtained in either 

Flexowriter code or Teletype code. The format on the tape is leader, 

format code, the address of the discrepancy, the memory word, and the 

word from tape. The output tape produced is able to be listed on the 

respective equipments; it can be reloaded into the computer with the 

memory word taking precedence over the tape word. 

5. ABSOLUTE-BIOCTAL LOAD 

A bioctal program must begin with a 76 (code for bioctal tape). 

Lmmediately after the 76, the initial and final address are loaded and 

the rest of' the program is loaded without additional addresses. An 

automatic checksum computation is made. Additional programs are auto­

matically read in if they are separated by short leader (four frames 

of' 00 codes). 

6. ABSOLUT!~-FLEX LOAD 

This routine enables the computer to accept instructions from 

rlex-coded punched paper tape. The Absolute-Flex must begin with a 

45 code (carriage return), followed by a 60 code (8), followed by a 

45 code. If checksums are required, two 60 codes indicate the apFearance 

of checksums at the end of the Flex tape. The computer recogni.zes 

only the first 15 octal characters per instruct:i.on. The first five 

are the address, and the next ten Rre the instruction word. All other 

character codes incll.:dinp notes are ignored. A carriage return in­

dicRtes the end of an instruction. If an address or instruction does 

not contain the maximum number of digits, an erroneous load occurs. 



7. ABSOLUTE-TWX LOAD 

This routine enables the computer to accept instructions from 

TWX - coded punched paper tape. The Absolute-TWX must begin with 

an C2, a 10 and a 33 code (carriage return, line feed, figures) 

followed by a 14 code (8), followed by an 02 and a 10 code. If 

checksums are required, two 14 codes (88) appear. Each instruction 

of a TWX tape is preceded by a five digit address, the addresses 

need not be sequential; the next ten octal-characters comprise the 

instruction word. All other characters including notes are ignored. 

The codes 02 and 10 (carriage return, line feed) inaicate the end of 

the instruction. An end code of double period ( •• ) terminates the 

load. If there is a checksum, it follows the double periods and is 

computed automatically by the load routine. When producing a TWX 

tape at the teletype the following considerations should be adhered to: 

a) A carriage return must be followed by a "line feed" 

b) Leader must be a "letters" code (37) 

c) To stop Teletype reader two blank frames mU3t follow the double 

periods. 

8. Rt~LAT] VE-BJOCTAL LOAD 

A Relative-bioctal program must begin with a 75 (coce for Relative­

bioctal tape). The entire program is written relative to zero. A 

numeric code preceding each programmed instruction tells the computer 

how to modify the instruction for stor:=lge at a modified address. A 

control digit of 7, followed by checksum, termir:ates the load and 

initiates an automatic checksu~ computation. 

9. DUPLICA.TE PAPER TAPE~ 

This routine identically cUpliCri.tes a punched paper- tape of any 

format. The tape is read in via the High Speed Reader and buffered 

to the High Speed Punch. Core memory addresses 75000 thru 77777 are 

used as a buffer storage area. 5. 



II. }~GTAPE OPERATIONS 

OCTf.T rUMP 

A dump of a specifjed area of core memory on magnetic tape i~ 

p-jven in octB-l format only. An internAl propram check is made to 

:insure that the base address of the dump is 4000 or p;reater. An 

oct~Jl dump onto tape is preceded by a header; the operator may assign 

a name to the dump by manually entering into the A and Q registers the 

XS3 coded name. A maximum of ten characters is permitted. If no name 

is entered, the title Memory Dump is placed in the header blockette. 

The operator may select the position on t~pe, relative to existing 

records on the tape, to place the octal dump. 

Data are checksummed as transferred from core memory and the check-

sum word is written on tape. The record is automatically checkread to 

insure correct data transfer. If incorrect, the entire octal dump 

procedure is repeated. An error indication is given if the data are 

not able to be written correctly; the tape is repositioned to the 

beginning of the record. 

2. OCTAL LOAD 

This routine reads an octal program from magtape and stores it into 

its associated core rne~ory area; the addresses for the load are obtained 

from the map;tape. The Teletype prints out the name of the program and 

the base address of the load. If necessary two attempts at reading 

are made, if both attempts fail a checksum error is indicated. If 

either case,the tape is positioned at the end of the record requested. 

3. RELATIVE LOAD 

The relative program on magtape is written relative to zero. A 

numeric code associated with each instruction tells the computer how 

to modify the instruction for storage at a modified address. The 

starting address of the load is furnished at the console by the operator; 

A. 



a Teletype printout warns the operator to enter the bnse address 

if he has not done so. The Teletype prints out the name of the pro~~:ram 

and the base address of the load. If necessary two attempts at reading 

are made; if both attempts fail a checksum error is indicated. In 

either case, the tape is positioned at the end of the record requested. 

4. OCTAL CHECKREAf 

This routine checks a program of octal format on magtape with 

associated core-memory addresses. If the checkread detects a discrepancy, 

the A register holds the word from magtape and the Q register holds 

the memory wore; the computer stops. At this time the content of Q 

may be manually changed; on restarting the computer, the content of Q 

is returned to the address from which it was taken and the checkread 

continues. At the operators' option a punched paper tape of all dis­

crepancies may be obtained in either Flexowriter code or Teletype code. 

The format on the tape is the address of the discrepancy, the memory 

word, and the word from tape. The output tape produced is able to be 

listed on the respective equipments; it can be reloaded into the 

computer with the memory word taking the precedence. 

5. REWIND 

This routine rewinds the tape on the specified tape unit to the 

beginning of the block. 

6. PASS N BLOCKS 

This routine positions the magtape at the record specified by the 

operator. Either the position factor or the call number can be used 

to express the position, relative tc existinp records on the tnpe, at 

which to stop the tape. 
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7. WRITE-STUP ONTO MAGTAPE 

This routine provides the operator a means of writing STUP on magtape 

in a special format which will premit it to be bootstrapped into memory. 

Write-STUP rewinds the magtape on the specified tape unit and writes on tape 

the area 140 to 4000 as reoords 1 and 2. 

8. DUPLICATE MAGTAPE 

The Duplicate magtape routine identically duplicates from one mag­

tape onto another the number of records specified by the operator. 

Both tapes must be positioned prior to initiation of the duplicate routine. 

III. MISCELLANEOUS FUNCTIONS 

1. FAULT CONDITION DISPLAY 

The Fault routine is in memory at all times. Upon computer execution 

of a 00 or 77 instruction, computer control is automatically transferred 

to address 00000. A return jump instruction at address OCOOO directs 

control to the fault return which re-establishes the fault condition 

and the computer stops. At this time register P holds the address 

of the faulting instruction and register U holds the instruction itself. 

All other registers are unchanged. The operator may manually enter a 

valid instruction in register U and restart the computer. 

2. EXT}~RNAL INTERRUPT CONTROL 

Before execution of each command requested of the Service Test 

Utility Package, this routine stores the contents of the External In­

terrupt addresses and flushes these addresses with a monitoring 

instruction. If an interrupt occurs while a function is being performed, 

STUP does not lose control but merely stores the channel on which the 

interrupt occured, drops the interrupt lockout, and continues its 

normal function. Upon completion of the function the interrupt addresses 

are restored to their originRl state. 
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3. INSPECT AND CHANGE 

This routine causes the content of an inspection address to be 

entered in register A; register Q is cleared, and the computer stops. 

A manual change of the instruction may then be made in either register 

A or Q. On reinitiation of computer action, register Q is returned to 

the inspection address if it is nonzero, otherwise register A is returned. 

Contents of sequential addresses are processed with each performance 

of the Inspect and Change function. The inspection address may be 

changed at any time. 

4. STORE Q 

The Store Q function permits the computer operator to load a 

specified area of memory with a value which he manually enters into the 

Q register. If Q contains all zeros, the area is cleared. 

5 • CLEAR !I£MORY 

This routine clears all core storage above address 04000. 

6. MEtlDRY SEARCH (POOCH) 

The Memory Search routine permits the operator to search through 

a specified area for a memory word which contains a selected value; the 

operator manually enters at the console the value to be found and the 

mask on which to search. If delimiting addresses are not stated all 

of memory is searched. If a find occurs the computer stops; B4 is 

set to the address of the find and register Q holds the entire contents 

of that Address. At this time the content of Q may be manualJy chp.nged; 

on restarting the computer, the content of Q is returned to the address 

from which it was taken Rna the Memory Search continues. At the operators' 

option a punched paper tape output of all finds may be obtair.ed in 
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either F'lexowriter code or Teletype code. The format on the tape is 

the address of the find, the memory word, and the mask. The output tape 

produced is able to be listed on the respective equipments; it can be 

reloaded into the computer with the memory word taking precedence over 

the mask. 

7. LIST AREA 

The List Area routine procuces a printout on the on-line Teletype 

of the addresses and the contents of a selected area of memory. All 

zero cells are ignored if the zero suppression feature is selected. 

8. MONITORING - PRINTOUT SUPPRESSION 

All monitoring printouts directed to the on-line Teletype are 

suppressed by initiation of this routine. Successful completion of all 

STUP functions are shown by 4-stops. Error indications that would 

normally cause a Teletype printout are then shown by registers A and Q 
1.0 

setrall 1'8 and the computer"jumps to itself"in a loop. On initial 

loading of STUP,monitoring - printouts are not suppressed. 

9. REINSTATE MONITORING - PEINTOUT 

This routine provides a method of re-establishing monitoring -

printouts on the on-line Teletype. On intial loading of STUP mon-

itoring - printouts are not suppressed. 

10. SUPPRESS SMP DISPLAY 

In all load and dump routines within STIJP, each address as it is 

being processed is sent to the System Monitoring Panel as an external 

function word. This feature is suppressed by initiation of the Suppress 

SMP Display routine. On initial loading of STUP, SMP Ijisplay is suppressed. 
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11. REINSTATE SMP DISPLAY 

This routine provides a means of re-establishing the address display 

at the SMP console. On intial loading of STUP, SMP tis~lRy is suppressed. 
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C. LOAD PROCEDURE 

I. From paper-tape (for both ST .. tape unit package and FC tape unit package) 

1. Place STUP tape in reader 
2. Master clear computer, set A sequence 
3. Set Key 1 if desired to load only Minimum package 
4. Press Automatic Recovery switch down 

II. From FC tape unit 

1. Place magtape on tape drive 
2. Place bootstrap tape* in reader 
3. Master clear computer, set A sequence 
4. Set unit number in B7, i.e., UOOOO 
5. Set Key 1 if desired to load only Minimum package 
6. Press Automatic Recovery Switch down 

III. From ST tape unit 

1. Place magtape on tape drive 
2. Switch tape unit number to 1 
3. ~aster clear computer, set A sequence 
4. Set Key 1 if desired to load only Minimum package 
5. Press Automatic Recovery switch down** 

* The STUP bootstrap tape is read in via the wired-memory paper-tape bootstrap 
proeram. The tape contains a program to rewind the magtape, if necessary, 
and read in the Minimum package - the first record on the tape. The 
remainder of STUP, the second record on the magtape, is read in depending 
on the Key 1 setting. 

** This activates the wired-memory magnetic-tape bootstrap progrp.m which 
rewinds the magtape, if necessary, and reads in the Minimum pAckage -
the first record on the tape. The remainder of S~JP, the second record on 
the mA~tape, is read in depending on the Key 1 setting. 
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D. OPERATING INSTRUCTIONS 

I. PAPER TAPE OPERATIONS (jump to STUP .witcher is at address 00001) 

B7 Entry 

[

00002 

00012 

[

00003 

00013 

[

00004 

00014 

00010 

0001) 

00014 

[ 00000 

[ 00000 

[ 00000 

[ 00000 

[ 00055 

Function 

Absolute-bioctal dump -­

(with zero suppression) 

Absolute-flex dump - - -

(with zero suppression) 

Absolute-TWX dump - - -

(with zero suppression) 

Absolute-bioctal checkread 

(With flex-code output) 

(with TWX-code output) 

Other Parameters 

B6 _ base address] 

B5 _ last address 

6 
B - base address1 

B5 - last address 

B6 _ base addreSS] 

B5 - last address 

- - None 

Absolute-bioctal load - - - None] 

Absolute - flex load - - - None] 

Absolute- TWX load - - - None] 

Relative - bioctal load - - - B4 - base address] 

Duplicate paper tape - - None] 
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II. ~~GTAPE OPERATIONS (jump to STUP switcher is at address 00001) 

B7 Entry 

Ur,2CN* 

[ U03CN* 

r 

U0100 

U0103 

1_ U0104 

[ U0400 

[ U0500 

[ U1300 

[ 00600*** 

Eunction 

Octal dump 

Octal load 

Relative load 

Octal checkread 

(with flex-output) 

(with TWX-output) 

Rewind magtape 

Pass n blocks 

Write-STUP on magtape 

Duplicate magtape 

Other Parameters 

B6 _ base address 

B5 - last address 

B4 - position factor* 

XS3 - name in Q and A 

B6 _ position faction*] 

B6 - position factor* ] 

B4 - base address 

B6 _ position factor* 

None] 

B6 - position factor* J 

None] 

**B6 - from unit] 

**B5 - to unit 

* U is the tape unit number. CN is the call number of the program on 
tape and represents the position of the program (or record) on the 
tape. If CN is given the tape is rewound and passed forward CN-1 
records. If CN is 0 then the position factor is interrogated. The 
position factor provides for forward or backward tape movement before 
execution of a tape function. It takes the form 400XX for backward 
movement and OOOXX for forward movement. XX represents the number of 
blocks desired to pass. If both CN and the position factor are zero then 
no initial tape movement is indicated. 

** Where unit number is given in the upper 3-bits, i.e., UOOOD. 
*** Where the lower 2 digits represent the number of records to duplicate, 

i.e., 00605, indicates duplicate five records. 
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III. MISCELLANEOUS FUNCTIONS (jump to STUP switcher is at address 00001) 

B7 Entry 

[ None 

[ None 

[ 70707 

01000 

01003 

01004 

[ 01100 

01200 

[

01400 

01410 

[ 0160(' 

[ 01700 

[ 02000 

C 02100 

Function 

Fault condition display 

External interrupt control 

Clear memory 

Other Parameters 

None] 

None] 

None] 

Memory search (pooch) B6 _ base address of search 

(with flex-output) 

(wi th Tl .. IX-output) 

B5 - last address of search 

V1.1lue in A 

tilB.sk in Q 

Inspect and Change B4 _ inspection address] 

store Q B6 - base address of area 

B5 _ last address of area 

word to be stored in Q 

B6 - base address of area] 
B5 _ last address of area 

List area 

(with zero suppression) 

Monitoring-printout suppression None] 

Reinstate monitoring-printout None1 

Suppress SMP display None] 

Reinstate SMP display None1 
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E. Position of Service Test Utility Package in Core Memory 

00000 

00001 

00140 

0)000 

04000 

RJP • fault display 

JP • switcher 

Minimum 

Package 

Remainder 

of 

Package 

Reserved for 

programs which 

make linkage 

with STUP 

~ - -.. --- -

The exact location in memory of a specific routine may be obtained from 

a current allocation output for the respective packages. 
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F. Service Test Utility Package on Magnetic Tape 
_ - - -.......v 

~ - .... -

Beginning of ta~e 
Header blockette ""'I 

24-word 

Blockettes 

of 

Instructions 

End of file ~ 

Header Blockette ..... 

U-word 

Blockettes 

of 

instructions 

End of file 
, ...... 

'-""1--.. l __ . _____ .~ ..• _.~ 

File Computer Tape Unit 

Minimum 
Package 

Record 1 

Remainder 
of 

Package 
Record 2 

.~ 
Beginning of tape 

Variable 
length 
block 
of 

Instructions 

End of file 
Header blockette 

~4-word 

blockettes 

of 

instructions 

End of file 

- -Service Test Tape Unit 

Records 1 and 2 contain the instructions for core memory addresses 00140 

thru 03777. The minimum package is read into memory by the respective boot-

strap programs - for FCTU, a bootstrap program on paper-tape and for STTU, 

the wired-memory bootstrap program. 
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NTDS UTILITY SYSTEM 

1. BASIC INFORMATION 

The NTDS Utility System is a collection of programs catalogued on one magnetic tape called 

the Utility Tape. The Utility System provides computer operators with easy access to fre­

quently used programs. These programs may be: 

1) Program diagnostic routines such as TRACE ITI, CS-1 debugging packages, and 

STORAGE PRINT 

2) Computer maintenance and diagnostic routines 

3) Standard load and dump routines for paper tape and magnetic tape 

4) Duplication and verification routines for paper tape and magnetic tape 

5) Any other programs frequently used by computer operators. 

The Utility System is programmed for AN/USQ-17 and AN/USQ-20 Unit Computers and uses 

File Computer Magnetic Tape Units (4950). Because paper tape and magnetic tape formats 

are the same for AN/USQ-20 and AN/USQ-17 Unit Computers, Utility Tapes for the AN/USQ-

20 Unit Computers will be prepared by the Utility Tape Update Program on the AN/USQ-17 

Unit Computer until the program is modified to be operational on the AN/USQ-20 Unit Com­

puter. 

Two programs control the Utility Tape: 1) Utility Tape Load Program (UTLP) which brings 

various programs from the Utility Tape into the core memory and 2) Utility Tape Update 

Program (UTUP) which adds, deletes, and replaces programs on the Utility Tape. A Utility 

Tape Directory categorizes programs on the Utility Tape. This directory is built by the 

Utility Tape Update Program and is used by the Utility Tape Load Program when loading a 

program. These programs detect various errors and direct their type-out on the Flexowriter 

and also list pertinent information on the High Speed Printer. 

E1-1 



The Utility System handles all data on magnetic tapes with check-sum computation to insure 

accuracy of data transfer. 

computer operators control the Utility Tape by communicating with the Utility Tape Load 

and Utility Tape Update Programs. 

2. FORMAT DESCRIPTION 

A. UTILITY TAPE FORMAT 

Programs on Utility Tape appear in magnetic tape formats which are either relative (output 

No. 41) or absolute bioctal (output No. 40) outputs of the CS-1 Compiler. (See PX 1349, Vol. 2.) 

Each program consists of physical units of 24 words each (blockettes). (See Figure E1-1.) 

The first blockette of each program is a header blockette which contains: 

1) The program name, words 0 and 1 

2) The programmer's name, words 2 and 3 

3) The date, words 4 and 5 

4) The format code, word 10, which specifies that the program be in absolute bioctal 

or relative format 

5) The number of instructions, word 11. 

All information in the header blockette is in Excess - three code. Blockettes of instructions 

in either absolute bioctal (see Figure El-2) or relative (see Figure El-3) follow the header. 

The program is terminated by an end-of-program sentinel - a blockette which, except for 

word 10, contains Z's (code 111100). Word 10 contains the check-sum word for the program 

(see Figure E 1-1). The format for check-sum computation appears in Supplement A at the 

end of this section. 

B. UTILITY TAPE DIRECTORY 

Names of all programs on the Utility Tape appear in the Utility Tape Directory. Each pro­

gram name consists of two words in Excess-three code. Position of a program name in the 

directory corresponds to the position of that program on the Utility Tape (see Figure E 1-4). The 

first word of the directory contains the current number of programs, N, listed in the directory. 

The Utility Tape Update Program constructs the Utility Tape Directory each time it changes 

the Utility Tape. It places program names in the directory in the same order as it writes 
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o 
1 

2 
3 

4 
5 

6 
7 

10 

11 

12 

27 

Word 0 

Word 10 

Program Name 

Programmer's Name 

Date 

Other 

Format code* 

No. of instructions 

~~ 

Blockette s of 
instructions 

Check sum 

......... 

Other 
information 

*If format code is "OCTAL" format is bioctal. 
If format code is "RELA T" format is relative. 

First 
blockette on 
tape is in 
Excess -3 code. 

End-of-program 
sentinel: 

23 words of Z's 
(code 111100) 
plus check-sum word. 

Figure E1-1. Univac File Computer Magnetic Tape L4 Format 
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Word 0 

1 

2 

3 

4 

27 

No. of Words Base Address 

Word 0 Lower half specifies the address at which 
word 1 is to be stored; word 2 follows 
sequentially. 

Word 0 Upper half specifies the number of actual 
instructions in the blockette, 1 through 23. 

Figure E1-2. Bioctal Tape Format 

23 
instructions 
in octal 
code. 

them on the new Utility Tape. Names of the first two programs on the Utility Tape are CTRL 

PKGOO , which is contained in words 2 and 3, and PTAPECTL 00, which is contained in words 4 

and 5. 

C. UTILITY TAPE LOAD PROGRAM 

After receiving instructions from the computer operator, the Utility Tape Load Program, 

aided by information from the Utility Tape Directory, locates the desired program on the 

Utility Tape. It then performs necessary modifications to program instructions while the 

program is transferred from the Utility Tape into core storage. The two tape formats used 

are: 1) relative and 2) octal (absolute). Twenty-four-word blockettes are transferred into 

core storage through a buffer area. Transfer is under control of the File Computer Magnetic 

Tape Control Program. See NTDS Technical Note No. 246, Univac File Computer Magnetic 

Tape Control System Program. 
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Word 0 

1 

2 

3 

27 

3* 4 5 6 7 10 11 12 13 14 

15 16 17 20 21 22 23 24 25 26 

27 

--- -- --

*Controls the address modification of the 
instruction in word 3. 

} 
Control digits for the 
21 instructions in 
words 3 through 27 
(octal) of the blockette. 

21 instructions in 
octal code. 

Values 3 through 27 refer to the word numbers (in octal) in the blockette that contain the in­

structions to which the control digits apply. Each control digit consists of three bits whose 

range of values and meanings relative to the instruction are as follows: 

o - make no modification 

1 - modify the lower half with the initial address 

2 - modify the upper half with the initial address 

3 - modify both upper and lower halves with the initial address 

4 - perform the instruction, then continue loading 

5 - modify the lower half with (B
5
) 

6 - modify the lower half with (B6) 

7 - terminate load on the blockette 

One of these control digits actually occurs in each of the numbered locations of the block­

ette above. 

Figure E1-3. Relative Tape Format 
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Word 0 

1 

2 
3 

4 
5 

6 
7 

10 
11 

12 

2N-2 
2N-1 

2N 
2N+1 

Spare 

CTROL PKG
OO 

PTAPECTL
OO 

TAPE DUpOO 

~ 

No. of Programs, N* 

Program 1 

Program 2 

Program 3 

-- .---
~ 

Program N-1 

Program N 

*N~63 

Figure E1-4. Directory Format - Excess-Three Code 
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(1) Relative 

When the program format is relative, the computer modifies each instruction word on 

the basis of a 3-bit control digit assigned to it and then transfers the modified word to stor­

age. The first three words of each blockette contain control digits sequentially assigned to 

the remaining 21 instruction words in the blockette. Significance of control-digit values is 

shown in Figure E1-3. 

(2) Octal 

When the program format is octal, the computer stores the first instruction of the block­

ette in core storage at the address given in the lower half of the first word in the blockette. 

Remaining words are stored consecutively (see Figure E1-2). 

D. UTILITY TAPE UPDATE PROGRAM 

The Update Program (see Figure E1-5) constructs the Utility Tape from programs supplied from 

either paper tape or magnetic tape and updates the Utility Tape Directory. A set of control 

and edit routines is always placed on the Utility Tape. It also includes those frequently used 

NTDS programs desired by the individual programmer. The Update Program detects various 

errors and limitations and directs their Flexowriter type -out. Lists of error and information 

type-outs appear in Subsection 5.E. 

The Update Program writes all programs on the Utility Tape with a check sum. It uses this 

check sum as an accuracy check during later transfer of a program to a New Utility Tape. 

The check sum is also used when a program is read into the computer by the Control Package. 

Supplement A at the end of this section shows format for check-sum computation. 

1..------4 

Read 
Instruction 
Tape 

Construct 
New 
Directory 

Check 
Instruction 
Storage for 
Errors 

Write NEW 
Utility 
Tape 

Construct 
Table of 
Instructions 

Print 
Header 
Blockettes 

~------{ 1 

Figure E1-5. Block Diagram of Utility System Update Program 
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The Update Program performs the following general operations on the Utility Tape: 

1) It moves a program to a different position on the tape 

2) It replaces a program with a modification of the program 

3) It adds new programs to the tape 

4) It deletes programs from the tape. 

A set of action operations placed on an independent instruction tape, to be described later, 

prescribes the above activities. The program permits as many as 30 of these operations 

(at the programmer's option). 

Finally, the Update Program effects High Speed Printer print-out of header blockettes on 

the updated Utility Tape. Figure E1-6 illustrates performance of the Update Program. 

(1) Tape Formats 

The Update Program places programs on the Utility Tape in either of two formats (see 

Figure E1-7): 

1) CS-1 Compiler Format, Absolute Bioctal 

2) CS-1 Compiler Format, Relative. 

Magnetic tape formats of programs ,that serve as inputs to the update process are also either 

the octal or relative format of the L4 output of the CS-1 Compiler. Magnetic tape inputs 

retain the same format when transferred onto the Utility Tape; that is, relative remains rela­

tive and bioctal remains bioctal. Figures E1-1 through E1-3 give a more detailed description 

of these formats. 

Five paper tape formats also acceptable as input to the Utility Tape include: 

1) Absolute Flexcode 

2) Relative Flexcode 

3) Absolute Bioctal 

4) Relative Bioctal 

5) Upper Service Library Bioctal. 

Formats of 2) and 4) above become relative on magnetic tape; formats of 1), 3), and 5) be-

E1-8 



" / PAPER TAPE READER', I 

/ 
/ 

/ 

/ 
I 

I 
I 

I 
I 

I 
I 

I 
I 

" II COMPUTER 
' ........ ----'1· 

UTILITY 
UPDATE 
PROGRAM 

INSTRUCTION 
TAPE 

\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 
\ 

" " " "-" " " " "-

/ 
/ 

/ 
/ 

I 
/ 

I 
/ 

I 
I' 

" 

.------------

" "-" " 

OLD UTILITY TAPE 

NEW UTILITY 
TAPE 

MAGNETIC INPUT 
TAPE 

Figure El-6. Performance of Utility System Update Program 
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Program 
1 

~I 
Beginning ~ 8-: Control H ...., 

of 
Tape 

~: Package rn 
C HI 0 
III iSl 

I 

Header 
Blockette 

Program 
2 

Paper 
Tape 
Control 

23 Instructions 

Octal 

Program Program 
3 

Other 

End-of-File Codes 
(blockettes of Z's) 

Blockettes Check Sum 
of ------' (word 10) 

Instructions 

21 Instructions 

Relative 

N 

Figure EI-7. Arrangement and Format of Utility Tape 
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come absolute. Programs from paper tape are transferred to the Utility Tape under control 

of load routines contained within the Update Program itself. 

A more detailed description of paper tape formats appears in Table El-l. 

(2) Program Headers 

A header blockette must appear at the beginning of each program on magnetic tape. When 

the input is from magnetic tape, the header from the input tape serves as the program header 

on the Utility Tape. When the input is from paper tape, the header blockette consists of 

Vo and Vl operands from action operations (see Subsection 3.C, "Action Operations"). Several 

paper tapes may be combined under one program header, provided they are of the same 

basic format (relative or absolute). Setting a key on the console, as the information con-

TABLE El-l. LOAD TYPES 

Automatic 
Character Beginning End Check-Sum 

Load Type Code Code Code Computation* 

Header Flex Upshift Leader No 

Absolute (Flex) ** Flex 8 .. No 

Absolute (Flex) ** Flex 88 .. Yes 

Relative *** Flex 9 7. No 

Relative *** Flex 99 7. Yes 

Relative-Bioctal *** Octal 75 none Yes 

Absolute-Bioctal ***j Octal 76 none Yes 

*Check-Sum Words (upper and lower sums) appear immediately 
following the End Codes. 

**Five Flex codes must precede each instruction to indicate 
storage address. 

***All addresses must be relative to zero. A control digit 
which tells the computer how to modify the instruction for 
storage precedes each instruction. 

****Initial and final addresses are given following the beginning 
code. 
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tained on the paper tapes is transferred to the magnetic tape, accomplishes this combining 

operation. 

(3) Tape Unit Requirements 

The Update Program normally requires three tape units; this holds true when a NEW Utility 

Tape is built from an OLD Utility Tape and another INPUT tape. Other input combinations 

and corresponding tape unit requirements appear in Table E 1-2. 

The computer operator specifies, by means of tape unit number, tape units which are to be 

used; he places tape unit selection at the beginning of the Instruction Tape (see Subsection 3.B, 

"Allocation Operations", and Figure E1-8). 

TABLE E1-2. UTILITY UPDATING REQUIREMENTS 

OLD NEW No. of 
Input Paper Utility Utility Instruction Tape Applicable Action 
Tape Tape Tape Tape Tape Units Needed Operations 

X X X X X 3 all 

X X X X 2 ADD only 
(initial tape) 

X X X 2 DELETE and MOVE 

X X X 1 ADD only 
(initial tape) 

X X X 2 ADD only 
(initial tape) 

X X X X 2 all 

X X X X 3 all 
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A- 1206-1 

TITLE Sample Instruction Tape 
PAGE 1 of 1;:..--.. __ 

LABEL I OPERATOR I 
f'4' • HEADER TYPE 

OLD · .. NEW · .. INPUT · 
2-0 .. UPDATE · 

"'%j 3-0 .. DELETE • 
..... 
~ 4-1 .. INSERT • 
"1 
CD 6-1 • MOVE · 
I.'%j 
~ 13-0 .. ADD · 
I 

(Xl 14-0 .. MOVE · 
Z 
I-j 

I.'%j tj 
~ CI..l 
I 

() ~ 

.. · .. · 
e,.., CI..l 

I 
.. · 

~ 

() 
.. · 

0 
P- .. · ..... 
::s 

crq .. · 
"'%j 
0 .. • 
"1 

!3 • • 
Key: 

[ identifie r] .. [operator] · .. • .. • .. · .. · .. · .. • .. • 

1 

2 

3 

NTDS CS-I 
CODING FORM 

OPERANDS AND 

PROGRAMMER R. Scholz 
PLT. 5 EXT. MS 515 
DATE 8 1 60 - -

NOTES 

PTAPECTL 00 _ RELATIVE - PTAPE 

SIMp02 

RETOI - OCTAL. MTAPE 

TRACE 03 

GOOF04 
- OCTAl • PTAPE 

STRPRINT 02 

[program name] - [format] - [medium] 



3. INSTRUCTION TAPE 

An important part of the Utility Tape Update Program is the Instruction Tape. With it, the 

operator gives all pertinent directions for performing desired updating activities. Primary 

features of the Instruction Tape are: 1) the identifiers, 2) the allocation operations, and 3) the 

action operations. The reader is requested to refer to the sample Instruction Tape in Figure 

E1-8 while reading the following discussion of these features. 

A. IDENTIFIERS 

An identifier is a set of octal digits which uniquely distinguishes a program that is either 

already on or is to be added to the OLD Utility Tape. It is comprised of two parts separated 

by a point separator. The part to the left of the point is termed call number; it identifies 

the numerical position of a program (on the OLD Utility Tape) after which a number of pro­

grams are to be inserted. The part to the right of the point is termed insert number; it 

indicates the order in which programs are to be inserted between the program defined by the 

call number and the next program on the OLD Utility Tape. Each part may have no more than 

two digits. The part to the left of the point cannot be 0; it ranges from 1 to 77 (octal). The 

part to the right of the point must be 0 whenever no other digit applies. Identifiers need not 

be listed either sequentially or consecutively; the Update Program arranges them sequen­

tially and assigns consecutive values in the Directory of Routines. 

The identifier is used on the Instruction Tape only with Action Operations; it appears in the 

LABEL portion of the operation. 

Example of Identifier: 16 • 12 

The program identified is program number 12 to be inserted on the OLD Utility Tape after 

program 16 and before program 17. (All values are octal.) 

These inserted programs may come from: 1) an input tape, 2) a paper tape, or 3) another 

location on the Utility Tape itself. Insert digits apply only to INSERT and MOVE operations. 

Other identifier rules are: 

1) An identifier with two zeros to the left of the point separator is not permitted 

2) An identifier with a call number less than two is not permitted with INSERT or 

MOVE operators 

3) An identifier with a call number less than three is not permitted with the DELETE 

operator. 
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The Control Package is permanently assigned a call number of one; Paper Tape Control 

Program is assigned a call number of two. 

B. ALLOCATION OPERATIONS 

Tape unit assignments are the first operations performed by the computer operator in pre­

paring the Instruction Tape. Three tape unit assignments are employed: 

1) OLD - states which tape unit contains the OLD Utility Tape 

2) NEW - states which tape unit contains the blank tape which is to become the NEW 

Utility Tape 

3) INPUT - states which tape unit contains compiler output magnetic tapes from which 

additions to the Utility Tape are to be made. 

These tape unit assignments are called operators. Allocation operations do not require iden­

tifiers. Only one operand, V 0' accompanies an operator. This operand specifies the tape 

unit number (from 1 through 7) to which the particular tape is assigned. Allocation operations 

have the following general format (as written by the computer operator): 

w Vo 
~ [type of tape]- tape unit nUmber) 

Examples of allocation operations: 

w Vo 

a) --. NEW - 2 ) 

b) --. INPUT • 3) 

A NEW allocation operation is required each time a Utility Tape is prepared; the other two 

operations are included as they apply. Each operator may appear only once on an Instruction 

Tape. Only one magnetic tape unit is used for input during the updating process; different 

tapes, however, may be placed on the given tape unit. 

C. ACTION OPERATIONS 

(1) General Description 

Five operators prescribe the update functions required to build a NEW Utility Tape. These are: 

1) ADD 

2) DELETE 
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3) UPDATE 

4) INSERT 

5) MOVE. 

A maximum of 30 action operations may be placed on one Instruction Tape. An action opera­

tion has the following standard format: 

L W Vo VI V 2 
[identifier] ~ [type of action] • [program name] • OCTAL or RELATIVE • PT APE or MT APE 

L consists of the identifier in two parts as described in Subsection 3.A, "Identifiers." 

Only the operators MOVE and INSERT require a value other than 0 in the insert­

number portion to the right of the point separator. The remaining operators require 

either one or two O's in this location. 

W names the action operator to be used to perform the desired updating action. These 

operators are named above. 

V 0 gives the name of the program being inserted, added, deleted, replaced, or moved. 

This operand may consist of any combination of up to 10 alphanumeric characters. 

V 1 states whether the program specified by Vo is in relative (RELATIVE) or absolute 

bioctal (OCTAL) format. 

V 2 states whether the program specified by V 0 is on paper tape (PTAPE) or magnetic 

tape (MT APE). 

Vo' VI' and V
2 

operands are all required for all action operations except MOVE and DELETE. 

(2) Individual Descriptions 

(a) ADD Operation 

L W Vo VI V 2 
[identifier]~ADD. [program name]. OCTAL or RELATIVE. PTAPE or MTAPE) 
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The ADD operation places a new program from paper tape or INPUT magnetic tape after 

the last previously stored program on the OLD Utility Tape. The identifier must have a call 

number greater than the call number of the last program on the OLD Utility Tape. The Up­

date Program arranges these values sequentially and assigns them consecutive values in the 

Directory of Routines. 

Example: 

16 • 0 ~ADD • PRINTER04 • RELATIVE. MTAPE) 

(b) INSER T Operation 

L W Vo V
1 

V
2 

[identifier]-----.INSERT • [program name]. OCTAL or RELATIVE. PTAPE or MTAPE ~ 

The INSERT operation causes a program from either paper or magnetic tape to be placed 

between two programs already on the OLD Utility Tape. The identifier must have a call 

number which is less than the call number of the last program on the OLD Utility Tape. If 

more than one program is to be inserted between two programs, the programmer must pro­

vide each with a unique octal insert number to the right of the point separator. These num­

bers need not be consecutive. 

Example: 

5 • 1---. INSERT • PACKER. OCTAL • PTAPE ) 

(c) UPDATE Operation 

L W 

[identifier]--" UPDATE. [program name] • OCTAL or RELATIVE • PTAPE or MTAPE) 

The UPDATE operation replaces a program already on the OLD Utility Tape with a new 

version of the same program. The identifier must have a call number that is equal to the 

call number of the program to be replaced. The insert digits must consist of one or two zeros. 

Operands V 1 and V 2 must be present. 

Example: 

14· 0-+ UPDATE • RESE0
1

• OCTAL. MTAPE ) 
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(d) DELETE Operation 

L w 

[identifier]-----.DELETE. [program name] ) 

The DELETE operation removes a program from the OLD Utility Tape. The identifier has 

a call number that is equal to that of the program to be deleted. The insert number must 

consist of one or two zeros. A V 0 operand, which names the program as it appears on the 

OLD Utility Tape, is required. 

Example: 

3 • 0 --. DELETE • TRACE
03 

) 

(e) MOVE Operation 

L w 

[identifier] ~ MOVE • [program name] ) 

The MOVE operation transfers a program from its current position on the OLD Utility Tape 

to a new position on the NEW Utility Tape. If the program is to be placed between two pro­

grams already on the OLD Utility Tape, the programmer establishes the identifier according 

to rules for the INSERT operation. To place the program at the end of programs already on 

the OLD Utility Tape, the identifier must have a call number that is greater than the call 

number of the last program on the OLD Utility Tape. Only a Vo operand is required. 

Examples: 

1) 22 • 0 -+ MOVE • COMSOL ) 

2) 5· 3 -'MOVE • PAKIT ~ 

4. UTILITY TAPE CONTENTS 

The Utility Tape contains the following routines: 

1) A Bootstrap routine for loading the Control Package (for AN/USQ-17 Unit Computer). 

2) The Control Package consisting of a set of control, editing, and debugging routines 
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including the Utility Tape Directory. The Control Package is permanently assigned 

the first program location immediately following the Bootstrap and Directory. 

3) The Paper Tape Control Program which is permanently assigned the second pro­

gram location on the Utility Tape. 

4) The Utility Tape Update Program. 

5) Other special-use programs optionally selected by the programmer or computer 

operator. 

Routines 1), 2), 3), and 4) above are standard routines always included on the Utility Tape. 

Locations of 1), 2), and 3) are fixed. The Update Program, together with the optional special­

use programs, can be arranged in any order on the Utility Tape. Figure E1-7 illustrates ar­

rangement and format of the Utility Tape. 

A. BOOTSTRAP ROUTINE (for AN/USQ-l7 Unit Computer) 

The Bootstrap which loads the Control Package from the Utility Tape into core memory con­

sists of one 24-word blockette of instructions. The computer operator reads the Bootstrap 

itself from the Utility Tape into memory by entering a manual Bootstrap into the computer 

via the console (see Subsection 6.B, "Control Package"). 

B. CONTROL PACKAGE 

The Control Package contains the following: 

1) The Utility Tape Directory - an area of six blockettes reserved at the beginning. 

2) The Utility Tape Load Program - performs reading of programs from the Utility 

Tape into core memory. 

3) The General Tape Control Program - performs Read and Write operations on tapes 

other than the Utility Tape. 

4) Miscellaneous editing, debugging, and special-purpose routines. These are listed 

and described in subsequent text. 

The Control Package is the first program stored on the Utility Tape. From this tape, it is 

brought into the computer by means of a Bootstrap routine. The Control Package assumes 
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control of all subsequent operations and all communication with tape units. It always retains 

its position as the first program on the Utility Tape. 

The Control Package primarily controls the Utility Tape; it handles the tape during reading 

of programs from the tape. In addition, it provides for complete control of paper tape load 

and dump routines and for reading from or writing on magnetic tapes which are on tape units 

other than the one that houses the Utility Tape. 

Of the remaining routines in the Control Package, some have been extracted from the CS-1 

Utility Package. See Section E2 of this document or NTDS Technical Note No. 220, CS-1 

Utility Package (Paper Tape). The Control Package, therefore, supplants the CS-1 Utility 

Package although the latter is retained on paper tape for computer operators who wish to use· 

it. Subsection 5.C, "Control Package", describes how the computer operator initiates these 

routines once they are transferred from the Utility Tape to the computer memory. The fol­

lowing paragraphs describe the purpose of routines available in· the Control Package. 

(1) Directory 

The Utility Tape Directory is not a routine, but an area reserved for recording names and 

numbers of routines on the Utility Tape. 

(2) Utility Tape Load Program 

The Utility Tape Load Program performs modifications to program instructions while a 

program from the Utility Tape is being transferred into core storage. The two formats on 

the tape are relative and octal (absolute). See Figures E1-2 and E1-3 for examples of these 

formats. Twenty-four-word blockettes are read in through a buffer area under control of 

the File Computer Tape Control Program. 

(3) General Tape Control Program 

The General Tape Control Program directs read and write operations for tapes other than 

the Utility Tape. Blockettes of 24 words are transferred through a buffer. Transfer occurs 

via File Computer Tape Control Program. The following operations are performed: 

1) Relative Read - performance is the same as for the Utility Tape 

2) Octal Read - same as for Utility Tape 

3) Octal Dump - in an octal dump operation, the computer transfers to tape (in 

L 4 octal compiler format) information contained in an area of core storage. 
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4) Excess-Three (XS-3) from cards (for AN/USQ-17 Unit Computer) - this opera­

tion converts information transferred to magnetic tape from punched cards in 

XS -3 code to octal code. It reads information into the computer in 24-word 

blockettes via File Computer Tape Control Program. 

(4) Miscellaneous Routines 

Editing and debugging routines in the Utility System Control Package include the following: 

1) Store Q* - Permits the computer operator to manually enter a constant value 

into the Q register and then to store this value in all storage locations within 

initial and final limits specified by entries in B 6 and B 
5

, respectively. 

2) Inspect and Change* - Enables the computer operator to bring the content of 

any memory location which he specifies in B 
4 

into Q and A registers. 

3) Clear Memory - Enables the computer operator to direct the computer to clear 

all core storage above the area occupied by the Control Package and the Paper 

Tape Control Program. 

4) Dump Registers (for AN/USQ-17 Unit Computer) - Effects Flexowriter type­

out of the contents of various registers. 

5) Directory Print - Directs the Flexowriter to type a list of all programs in the 

Directory of Routines. 

C. PAPER TAPE CONTROL PROGRAM 

The Paper Tape Control Program (PTCP), which follows the Control Package on the Utility 

Tape, is a collection of load/dump routines for paper tape. As a part of the Utility System, it 

is loaded into core memory from magnetic tape; all commands to the Paper Tape Control 

Program are directed to it by the Utility System Control Package. The computer operator 

does this by entering the appropriate function code into the B register reserved for this 

purpose. Paper Tape Control Program, once loaded in memory, may be used independently 

if desired. 

The Paper Tape Control Program for the AN/USQ-17 Unit Computer is in Relative-Load 

format; hence, it can be loaded into any available area in memory. Its normal position is 

memory locations 02600 to 04000. Paper Tape Control Program for AN/USQ-20 Unit Com­

puter is in Octal-Load format and is permanently assigned memory locations 00140 to 01000. 

*For the AN/USQ -20 Unit Computer, Inspect and Change and Store Q routines are functions 
of the Paper Tape Control Program. 

E1-21 



The Paper Tape Control Program loads and dumps programs or data in the NTDS CS-l as­

sembled program-output formats. Codes punched on the paper tape are either Flex code or 

octal. Each of the formats mentioned previously is identified by a code number at the be-

ginning of the tape. Code numbers and corresponding formats appear in Table E1-1. 

D. THE UTILITY TAPE UPDATE PROGRAM 

The Utility Tape contains the Utility Tape Update Program already described in Subsection 2.D. 

E. OTHER PROGRAMS 

The programmer selects programs to include on the Utility Tape on the basis of individual 

requirements. He specifies the order of these programs to the Update Program by means of 

the Instruction Tape. 

5. METHOD OF OPERATION 

This subsection describes what actions are required by the computer operator in operating the 

NTDS Utility System and how the system performs its functions. Also described are error 

and fault type -outs with instructions pertinent to their correction, and information and status 

type -outs with subsequent instructions. 

A. INITIAL UTILI'IY TAPE 

(1) Requirements 

The first Utility Tape requires the following for its formation: 

1) An Instruction Tape 

2) A blank magnetic tape on one of the File Computer tape units 

3) The Update Program in core storage 

4) The File Computer Tape Control Program (FCTCP) at address 1600 in core 

storage 

5) Input tapes (punched paper tapes and/or magnetic tapes) containing programs to 

be placed on the Utility Tape. 

(2) The Instruction Tape 

The computer operator prepares the Instruction Tape by first stating the tape -allocation 

operations. These consist of: 1) a NEW operation with aVO operand stating the tape unit 

number on which the NEW Utility Tape will be placed and 2) an INPUT operation stating the 
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tape unit number on which an input magnetic tape is placed if such a tape exists. If none of 

the input programs are on magnetic tape, the INPUT operation is unnecessary; in that case, 

only the NEW operation appears. 

Following tape -allocation operations, the computer operator lists a series of ADD operations. 

Only ADD operations are applicable because no OLD Utility Tape exists on which alterations 

could be made. 

The computer operator specifies the order of programs on the Utility Tape by means of the 

identifier in the Label position of the operation. The computer operator assigns identifier 

values 1·0 and 2·0 to the Control Package and the Paper Tape Control Program, respec­

tively; they will always be the first two programs on the Utility Tape. The computer oper­

ator determines and assigns other programs in any location order he desires. 

(3) Building the Tape 

The following steps are used in building the tape: 

1) The computer operator first reads into the computer, presumably from paper 

tape via the CS -1 Utility Package, the programs needed to construct the Utility 

Tape. These programs are the Utility Tape Update Program and the File Com­

puter Tape Control Program. 

2) The computer operator places the NEW Utility Tape on the appropriate tape unit. 

3) The computer operator next places the Instruction Tape in the reader. He then 

initiates the Update Program which reads in the Instruction Tape and arranges 

the identifiers in sequential order. The Update Program also checks, during 

read-in, for various errors and fault conditions and enables the Flexowriter to 

type out the error. A listing of errors, together with remedial instructions 

appears in Subsection 5.E "Error and Information Outputs." If no errors occur, 

the updating process continues. 

4) The Update Program then transfers the 24-word blockette of instructions that 

make up the internal Bootstrap of the Control Package to the appropriate posi­

tion on the Utility Tape. 

5) With Key 3 set, the Update Program establishes and clears the area reserved 
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for storage of the Utility Tape Directory. The Key-3 setting is applicable 

only during construction of the first utility Tape. If Key 3 is not set, a fault 

condition will occur. 

6) The Update Program next constructs the directory from the Instruction Tape 

and transfers it to the Utility Tape. 

7) After the directory is completed, the process of writing programs onto the 

Utility Tape begins. The Update Program checks the directory to find the name 

of the first program to be transferred to the Utility Tape. It also determines 

from the Instruction Tape whether the program is on paper tape or magnetic 

tape and whether the format is relative or octal. The Flexowriter then types 

out a set of instructions to inform the operator to load either the paper tape or 

the magnetic tape that contains the deSignated program on the appropriate input 

device. 

(a) Paper Tape Loading 

The Update Program reads instructions from paper tape, assembles them into 24-word block­

ettes in the prescribed format, and stores the assembled blockettes in memory beginning at 

address 12000. When it has completed this process, the Update Program initiates the File 

Computer Tape Control Program which transfers the blockettes to the Utility Tape. 

Each paper tape program repeats the above process. Several tapes can be combined into one 

program provided they all are in the same format. Key 2 must be set for loading paper tapes. 

This suppresses placing a blockette of end-of-file codes on the magnetic tape until Key 2 is 

released. 

(b) Magne tic Tape Loading 

The computer operator puts the magnetic tape that contains the deSignated program on the 

tape unit specified for input tapes. The Update Program searches for and transfers the 

program from the input tape to core storage and then to the Utility Tape. 

(c) Directory Print-out 

After the Utility Tape is completely written, the Flexowriter types an instruction for the 

computer operator to connect the High Speed Printer. When the computer is started, the 

Update Program searches out the header blockette of each program on the Utility Tape. The 

High Speed Printer prints the contents of each header blockette as it is found. 
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B. REVISION OF A UTILITY TAPE 

Construction of a revised Utility Tape from an OLD Utility Tape is somewhat different than 

construction of the initial Utility Tape. In addition to the requirements listed for the Initial 

Tape in Subsection 5.A, a tape unit that contains the OLD Utility Tape is required. Programs 

needed to perform the actual updating can be read into the computer memory according to 

procedures described in Subsection 5.C. Revision of a Utility Tape is illustrated in Figure El-9. 

COMPUTER 
OPERATOR 

INSTRUCTION 
TAPE 

INPUT MAGNETIC 
TAPE 

CONTROL 
PACKAGE 

OLD NEW 
DIRECTORY DIRECTORY 

L..-___ ....J', L..-____ ...J 

" "-" , , , 
" ' .....------.... " ' " , , , 

INSTRUCTION 
TABLE 

OTHER 
PROGRAMS 

" , 
" 

I 
I 
I 
I 
I 
I 

----------------~ 

INPUT PAPER 
TAPE 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I -----------

Figure E 1-9. Revision of Utility Tape 
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(1) The Instruction Tape 

Allocation operators needed for updating a Utility Tape are: 

1) NEW, with the tape unit number as the V 0 operand 

2) OLD, with the tape unit number as the V 0 operand 

3) INPUT (if an input magnetic tape exists), with aVO operand giving the tape unit 

number. 

The computer operator uses any or all of the repertoire of action operations, INSERT, ADD, 

DELETE, UPDATE, and MOVE, in any combination and in any order. He may use ar.y action 

operator as often as he desires with a combined total of 30 operations permitted. These 

operations are discussed in Subsection 3. 

A sample Instruction Tape appears in Figure E1-8. Figure E1-10 shows magnetic tape up­

dating that results from the sample Instruction Tape. 

(2) Building the New Tape 

The following steps are used in building the new tape: 

1) The computer operator records the OLD and NEW Utility Tapes and the assigned 

units on the Instruction Tape. He then initiates the Update Program which reads in 

the Instruction Tape and checks for several types of errors. The Flexowriter types 

out any errors detected. The computer operator corrects these errors and then 

reinitiates the Update Program. 

2) The Update Program examines the Instruction Tape and sets indicators in a table 

(Table of Instructions). These indicators tell which programs are to be deleted from 

the tape and where insertions are to be made. 

3) The Update Program constructs the NEW Utility Tape Directory from the table 

of indicators, the OLD Utility Tape Directory, and the Table of Instructions. 

4) The Update Program transfers the blockette of internal Bootstrap instructions 

(for AN/USQ-17 Unit Computer) and the NEW updated directory (six blockettes) to 

the proper location for inclusion in the Control Package on the NEW Utility Tape. 
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5) The table of indicators and OLD Utility Tape Directory then supply the information 

to complete the writing of the NEW Utility Tape. The Update Program directs the 

transfer of the first two programs (the Control Package and Paper Tape Control 

Program) from the OLD Utility Tape to the NEW Utility Tape. It bypasses the 

internal Bootstrap (for AN/USQ-17 Unit Computer) and the directory and begins 

transfer of the Control Package to the segment immediately following the directory. 

6) Transfer of programs from the OLD Utility Tape to the NEW Utility Tape continues 

until the Update Program reaches a point where an input tape is required. The 

program directs the Flexowriter to type out instructions telling the computer 

operator which tape to load and whether it is paper tape or magnetic tape. The 

computer operator loads the requested program and the Update Program continues 

according to the paper tape or magnetic tape loading process described for the 

Initial Utility Tape. Each input tape is requested as needed. No action by the com­

puter operator is required for programs on the OLD Utility Tape; they are trans­

ferred by program control in the sequence prescribed by the internal tables until a 

program on another input tape is to be inserted or added. 

7) When the NEW Utility Tape is completely written, it is rewound. The Flexowriter 

types a request to connect the High Speed Printer. 

(3) Directory Print 

After a NEW Utility Tape has been constructed, the Update Program automatically initiates 

a complete print-out of the Directory of Routines. All information in the 24-word header 

blockette of each program on the NEW Utility Tape is printed out by the High Speed Printer. 

This is not the same as the Directory Print described on either Page E 1-21 or Page E 1-36 of 

this report. 

The computer operator connects the High Speed Printer and initiates program action. The 

program searches out the header blockettes on the tape and directs print -out of their contents 

on the High Speed Printer. Figure E1-1 shows a sample of a typical header blockette. 

C. CONTROL PACKAGE 

Once the Utility Tape is constructed, it is under control of the Control Package. Programs on 

the Utility Tape are brought into the computer under the control of programs in the Control 

Package. Since the Control Package is itself a program on the Utility Tape, a special Boot­

strap routine initiates its transfer into the computer (see Subsection 6.B). The Control Pack­

age is illustrated in Figure E1-11. 
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(1) Bootstrap Blockette (for AN/USQ-17 Unit Computer) 

The Bootstrap, which is entered manually at the console, loads a 24-word blockette of in­

structions into core -storage locations 00032 to 00061. This blockette constitutes another in­

ternal Bootstrap which completes read-in of the Control Package into locations 00062 to 

approximately 02600. This includes the current Utility Tape Directory in core-storage loca­

tions 00062 to 00261 (see Figure EI-12). 

(2) Bootstrap Tape (for AN/USQ-20 Unit Computer) 

The Bootstrap tape is read into the computer by means of the wired-memory Bootstrap for 

paper tape. This tape constitutes a tape read-in program which automatically reads the Control 

Package, the Utility Tape Directory, and the Paper Tape Control Program into memory loca­

tions 00140 to 03000 (see Figure EI-12). 

(3) The Control Word 

The computer operator uses B-register-7 entry to indicate which Control Package function is 

to be performed. Table EI-3 shows the B-register-7 entries and describes the functions of the 

Control Package. The B-register-7 entry is called the Control Word. The 15-bit Control 

Word is composed of three groups of octal digits; each group is assigned a special identifying 

function. Figure EI-13 shows the format of the Control Word and the groups of which it is 

composed. 

TABLE EI-3. CONTROL PACKAGE FUNCTIONS 

Control Word in B 
7 Function 

UOOCN Utility Tape Load 

00200 Paper Tape Control 

U03CN General Tape Control 

00400 Inspect and Change* 

00500 Directory Print 

00600 Store Q* 

70707 Clear Memory 

----- Dump Registers (for AN/USQ-17) 

Note: For a more complete description of Control Package Functions, see Subsection 
6.B. 

*For the AN/USQ-20 Unit Computer, Paper Tape Control Program performs these functions. 
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Figure El-12. Locations of Control Package and Paper Tape 
Control Program in Core Memory 
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14 13 12 11 10 09 08 07 06 05 04 03 02 01 00 

U FC CN 

Tape Unit Function Code Routine Call Number 
Number 

Figure E 1-13. Control Word Format 

U The tape unit number, bit-positions 12 through 14 of B 7, specifies the tape unit 

that contains a magnetic tape for those operations which involve magnetic tapes. 

FC -

CN -

Two operations apply: 1) Utility Tape Load Program and 2) General Tape Con­

trol. 

The function code, in bit-positions 6 through 11 of B 7, indicates which Control 

Package routine is to be initiated. Function codes and associated functions are 

shown in Table E 1-3. 

The routine call number, in bit-positions 0 through 5 of B 
7, specifies which 

program on a magnetic tape is to be transferred from a magnetic tape to com­

puter memory. 

The first three functions listed in Table E 1-3 are tape control functions; the remaining five 

perform diverse debugging and editing activities. The Utility Tape Load Program and General 

Tape Control Program are the only functions requiring a tape unit number, U, and a call 

number, CN; they are the only routines involved in transferring programs from magnetic tape 

to core memory. 

(4) Control Package Functions 

(a) General 

To execute any of the Control Package functions at the console, the computer operator enters 

the control word into B 
7 

and sets the other parameters, if necessary. The Control Package 

interprets the function, performs the prescribed operation, and stops. It is then ready to 

accept the next command. At this point, the Flexowriter types the instruction, READY. A 

complete list of error checks and type -outs for the Control Package appears in Subsection 5.E. 
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(b) Individual Function Descriptions 

Utility Tape Load 

The Utility Tape Load Program is used to direct the Utility Tape and to read into core storage 

any of the programs stored on the Utility Tape. The computer operator enters the control 

word UOOCN into B 7. 

U number of the tape unit on which the Utility Tape is stored 

00 - function code for Utility Tape Load 

CN - call number of the particular program on the Utility Tape 

Example: 30011 entered into B 7 means that program No. 11 from the Utility Tape, which 

is on tape unit No.3, is to be read into memory. 

The Control Package reads and interprets the control word and directs the Utility Tape to the 

desired program. After pOSitioning the tape at the beginning of this routine, the Utility Tape 

Load Program reads in the header blockette and checks format code (word lOS) to determine 

which type of load it is requested to perform. If the format code is RELAT, indicating a 

relative routine, the Utility Tape Load Program checks B-register 4 to see if the base address 

at which the program is to be stored has been furnished. If no base address is entered in B
4

, 

the computer stops and the program causes the Flexowriter to print, SET BASE ADDRESS IN 

B 
4

. The computer operator then enters the base address in B 4 and resumes the program. 

Exception: For the AN/USQ-17 Unit Computer, a base address for the Paper Tape Control 

Program is optional. Zeros in B4 will load this program into core storage, 

immediately after the Control Package, starting at address 02600. 

The Utility Tape Load Program sets a counter using this base address as the' starting address 

of the load. The Flexowriter prints out the name of the program and the base address. 

Example Print-out: 

TAPE TO CORE 

TRACE 03 BASE ADDR 50000 

The program then reads the next blockette from tape to begin the loading procedure. It in­

terprets each control digit (see Figure El-3) and modifies accordingly the word in the blockette 

to which it pertains. It then stores the word at the address given in the counter and advances 
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the counter by one. Successive blockettes are read in and processed until the end-of-file 

blockette is reached indicating termination of the load. The Flexowriter then types, READY. 

If the format code is OCTAL, the Utility Tape Load Program finds the address in the lower 

half of the first word of each blockette. It stores the first word at that address and the re­

maining words in successive addresses until all available words have been stored. The next 

blockette is processed in a like manner. The procedure continues until the end-of-file block­

ette is reached; the Flexowriter types READY. 

As a program is read in from the Utility Tape a check-sum word is computed. This word is 

then compared with the check-sum word which is stored for the program on the tape. If the 

two words do not compare, the Utility Tape is passed back to the beginning of the program and 

a second read operation is attempted. If the read is again unsatisfactory, an error print-out 

occurs and the computer stops. See Supplement A at the end of this section for check-sum 

format. 
Paper Tape Control 

The computer operator uses the Paper Tape Control Program to direct performance of all 

paper tape functions. If the Paper Tape Control Program is not already in core memory, 

the computer operator must bring it in from the Utility Tape. He does so by placing U0002 

in B 
7
; U is the tape unit on which the Utility Tape is placed, 00 is the function code for Utility 

Tape Control, and 02 is the program call number for the Paper Tape Control Program. To 

use the Paper Tape Control Program, the computer operator must perform the following 

operations: 

1) Place 00200 in B 
7 

2) Enter B-register parameters and/or make Key settings if needed 

3) Place the paper tape in the reader for a read operation 

4) Start the computer. 

7 On recognizing function code 02 in B as a paper tape request, the Control Package yields 

control to the Paper Tape Control Program Switcher. After the requested operation is com­

pleted, control is returned to the Control Package. 

Individual operations performed by the Paper Tape Control Program are explained in Sub­

section 5.0. 
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General Tape Control 

7 Read from General Tape - By entering control word U03CN in B ,the computer operator 

specifies that a program on magnetic tape (other than the Utility Tape) be read into core mem­

ory. The General Tape Control activates the tape unit specified by U, directs it to the program 

specified by CN, and performs the read-in. If the program on tape is in relative format, the 

base address in core storage must be set in B-register 4. If no entry is made in B
4

, the com­

puter stops and causes the Flexowriter to type, SET BASE ADDRESS IN B4. When this has 

been done, depressing the HIGH SPEED button will reinitiate action. 

The tape is not rewound after a read operation. If call number 01 is entered into B-register 

7, the record which has its beginning positioned under the read head is transferred to core 

memory; hence, consecutive records may be read into memory with minimum delay. 

Check sum computation for General Tape Control is the same as that outlined for Utility 

Tape Load except, of course, that the program is read from a tape other than the Utility Tape. 

Octal Dump onto Magnetic Tape - Dump of a specified area of core memory is given on mag­

netic tape in octal format only (see Figure El-2). The required parameters are: 

1) Control word in B 
7 

2) Base address in B6 

3) Last address in B5 

4) Key 2 set. 

An internal program check is made to insure that the B5 entry is larger than the B6 entry. 

Dump of memory onto tape is preceded by a header; the operator may assign a name to the 

dump by manually entering into the A and Q registers the XS-3 coded name. A maximum of 

10 characters is permitted. If no name is entered, the title Memory Dump is placed in the 

header blockette. 

Data are check-summed as transferred from core memory. The check-sum word is stored 

as word 10 (octal) in the end-of-file blockette which is the last blockette of the dump. 

Excess-Three from Card Load (for AN/USQ-17 Unit Computer) - Excess-three from Card 

Load is used to load Flex errata via magnetic tape. This load is detected by the header format 

of BEGIN and is terminated by an END code given on a card in the position normally occupied 

by a Label. The format is as follows: 
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BEGIN 

Instruction No.1 

Instruction No. N 

END 

card 1 

card 2 

card N+l 

card N+2 

There is no check-sum computation associated with this type of load. If more than one Flex 

program per tape is desired, it is necessary to separate the programs with an end-of-file 

blockette (24 words of Z's). The B 7 entry must contain a call number as it must for any other 

program read from tape. 

(5) Miscellaneous Control Package Functions 

(a) Inspect and Change 

The Inspect and Change function initializes essentially the same performance as the Inspect 

and Change routine in the CS-l Utility Package. Setting B4 to the address to be inspected 

causes the contents of B 
4 address to be entered into registers A and Q. Content of Q may then 

be changed manually with A serving as a visual aid. Content of Q is then returned to the ad­

dress from which it was taken. The inspection address need be entered in B 
4 

only the first 

time; thereafter, contents of sequential addresses will be brought into A and Q with each 

successive performance of the Inspect and Change function. Should the computer operator or 

programmer wish to inspect the contents of some address other than the next sequential ad­

dress, he may do so by setting the new address in B4 before returning the content of Q. 

(b) Directory Print 

The Directory Print function permits the computer operator to obtain a Flexowriter print-out 

of names and call numbers of all programs in the directory. The order of programs is the 

same in the directory as on the tape. 

Example Directory Print-out: 

ROUTINE NO. 1 

CTRL PKGOO 

ROUTINE NO.2, etc. 
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Entering the control word, 00500, into B 
7 

and initiating High Speed is all that is required to 

obtain performance of this function. This is independent of the directory print-out obtained 

in the Update Program. 

(c) store Q 

The Store Q function permits the computer operator to load an area of memory with a value 

which he manually enters into the Q register. He enters the first and last addresses of the 

area he wishes to fill in B-registers 6 and 5, respectively; he then initiates High Speed. If Q 

contains all zeros, the area is cleared. 

(d) Clear Memory 

By entering the value 70707 in B 7, the computer operator initiates a routine which enables 

the computer to clear all core storage above the area occupied by the Control Package and 

the Paper Tape Control Program. 

(e) Dump Registers (for AN/USQ-17 Unit Computer) 

Dump Registers function initiates a routine which directs Flexowriter type -out of the contents 

of registers A, Q, B1 through B 7, and CO through C 7 No entry is made in B 7. In case of a 

fault, the computer operator stops the computer with the SEQ STEP key and then clears the 

n deSignator to extinguish the FAULT light. In all cases, the B Sequence must be set on the 

console and a Return Jump (65000) to Dump Registers subroutine manually entered in the 

U register. This is a console debugging feature which enables the computer operator to 

examine various instruction parameters to determine the fault. 

D. PAPER TAPE CONTROL PROGRAM 

The Paper Tape Control Program is a collection qf load/dump routines which provides the 

computer operator with a ready means of handling paper tape operations. The routines in­

cluded are: 

1) Header print-out and punCh-out (for AN/USQ-17 Unit Computer) 

2) Relative-Flex load with or without check sum (for AN/USQ-17 Unit Computer) 

3) Absolute -Bioctal dump with check sum 

4) Relative -Bioctal load with check sum 

5) Absolute -Bioctal load with check sum 

6) Absolute -Flex load with or without check sum 

7) Absolute -Bioctal check read 
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8) Absolute-Flex dump with check sum (for AN/USQ-20 Unit Computer). 

All Paper Tape Control operations are initiated by function code 02 in B-register 7. Other 

parameters are entered into B registers, and key settings are made as determined by the 

requested operation. These are listed in Subsection 6.C. A description of each operation follows. 

(1) Header Print-out and Punch-out (for AN/USQ-17 Unit Computer) 

This routine enables the Flexowriter to print out the program header area of CS-1 Compiler 

output tapes prior to the actual program load into the computer. No header print-out, however, 

precedes the bioctal check-read operation. Relative -load operations produce a print-out of 

the base address and the last address of the load. 

A header punch-out stating limits of a dump precedes the bioctal-dump operation. Header 

print-out and punch-out are bypassed by setting Key 1. 

(2) Relative-Flex Load (for AN/USQ-17 Unit Computer) 

Relative -Flex Load is a subroutine that enables loading of a program into any designated area 

of core storage. A Flex-coded 9 or 99, preceded and followed by a Flex-coded carriage return, 

precedes the program to be loaded and identifies it as relative input. 

The entire program must be written relative to zero. A numeric code preceding each pro­

grammed instruction tells the computer how to modify the instruction for storage at a modi­

fied address. The modification code precedes the period in the line of an instruction. Code 

meanings are given in Figure E1-3. 

Before loading a relative program, the address at which storage is to begin must be entered 

manually in B4. Content of B4 enters automatically into B1 to effect program-address modi­

fication; B4 remains as the address counter. Value in B5 or B6, if code 5 or 6 is used in 

coding the tape, must be set manually for desired modification. 

The Relative-Flex Load protects core-memory addresses less than 04000. If B4 is less than 

04000 or not set at all, the Flexowriter types RESET B 4. To load a program in addresses less 

than 04000, the computer operator clears register A after print-out and starts the computer. 

Other limitations of Relative -Flex Load include: 

1) 

2) 

3) 

4 B may not be set to 77777 

Y, the lower half of an instruction, may not be 77777 if it is to be modified 

Address 77777 may not be formed in Y. 
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If the 9 or 99 identifier code is incorrect or missing, the Flexowriter types FORMAT ERROR. 

When the computer incorrectly reads or interprets the program, the Flexowriter types CHECK­

SUM ERROR. Following all error print-outs, the Relative-Flex Load stops the computer at 

the beginning of the subroutine. Table E 1-4 illustrates the format of programs using the 

Relative -Flex Load. 

1. 

*C. 

C. 

7. 

2. 

C. 

C. 

7. 

7. 

TABLE El-4. FORMAT OF PROGRAMS USING THE RELATIVE­

FLEX LOAD SUBROUTINE 

CHARACTERS EXPLANATION 

Without Check Sum 

carriage return 

9 start code, no check sum required 

carriage return 

Xl' X2, ----- X10 
first data word 

nX1' nX2' ---- nX 10 nth data word 

.. stop code 

carriage return 

With Check Sum 

carriage return 

99 start code, check sums required 

carriage return 

Xl' X2, ----- X10 first data word 

nX1' nX2' ---- nX10 nth data word 

end of data, start check-sum print-out 

carriage return 

nnnnn nnnnn upper check sum 

nnnnn nnnnn lower check sum 

stop code 

carriage return 

*"C" denotes the code for instruction modification (values 0 - 7). 
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(3) Absolute -Bioetal Dump 

To obtain a bioctal dump from a specified core -storage area, the computer operator sets 

Key 2 and places the first address in B6 and the last address in B5. Output on punched paper 

tape is: 1) leader, 2) 76 code, 3) initial address, 4) final address, 5) contents of included 

memory addresses, and 6) check sum (see Supplement B at the end of this section). 

(4) Relative-Bioetal Load 

A relative -bioctal tape may be loaded into any available area of core storage by the use of 

Relative-Bioctal Load. Program data of a relative-bioctal tape must begin with a 75 code 

followed by: 1) 10-character computer words, each preceded by a modification digit and 2) 

the check sum. Modification digits have the same significance to program contents as those 

described for relative -Flex tapes (see Supplement B). 

If a check-sum error occurs, the computer operator may replace the tape in the reader, set 

the base address in B
4

, and depress HIGH SPEED for another attempt. 

1) AN/USQ-17 Unit Computer - The Relative-Bioctal Load protects core-memory 

addresses less than 04000; if B 
4 

is less than 04000 or not set at all, the Flexowriter 
4 

types RESET B. To load a program in addresses less than 04000, the computer 

operator clears the A register after print-out and starts the computer. 

2) AN/USQ-20 Unit Computer - The Relative-Bioctal Load protects core-memory 

addresses less than 01000. 

(5) Absolute-Bioetal Load 

A Bioctal Program must begin with a 76 (code for bioctal tape). Immediately after the 76, 

the initial and final addresses of the program are loaded, and the rest of the tape is loaded 

without additional addresses in the program. Because of the delimiting addresses, the load 

will stop immediately after an automatic check sum is computed without an end code. 

(6) Absolute-Flex Load 

Absolute -Flex Load enables the computer to accept instructions from Flex-coded punched 

paper tape. The Absolute Flex must begin with a 45 code (carriage -return), followed by a 60 

code (8), followed by a 45 code. If check sums are required, two 60 codes follow toe initial 

code. The two 60 codes indicate the appearance of check sums at the end of the Flex tape. A 

format error is indicated if the first 45 code does not appear. 
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The computer recognizes only the first 15 octal characters per instruction. The first five are 

address, and the next ten are the instruction word. All other character codes including notes 

are ignored. A carriage return identifies the end of an instruction. If an address or instruc­

tion does not contain the maximum number of digits, an erroneous load occurs. 

(7) Absolute -Bioctal Check Read 

The computer is able to check an absolute -bioctal punched tape with associated core -memory 

cells by means of the Absolute-BioctalCheckRead. Objectively, the task assures good bioctal 

dumps. If the check read detects a discrepancy, the A register holds the word from the tape 

and the Q register holds the memory word; the computer stops. At this time, the computer 

operator may check to determine the cause of the discrepancy; he is able to continue the check 

read from this point. 

1) AN/USQ-17 Unit Computer - The Flexowriter prints CONFIRMED for an affirmative 

check-read operation. The check-read operation is initiated by a Key 3 setting. 

2) AN/USQ-20 Unit Computer - The check-read operation is initiated by a Key 1 setting. 

(8) Absolute-Flex Dump (for AN/USQ-20 Unit Computer) 

To obtain a Flex dump from a specified core -storage area, the computer operator sets Key 3 

and places the first address in B6 and the last address in B5. The" 88" format, with the check 

sum at the end, is the only one dumped. The output on punched paper tape is: 1) leader, 2) 

beginning codes, 3) each address and each content of the included memory addresses, 4) end 

code, and 5) check sum. 

Note: For the AN/USQ-20 Unit Computer, the Paper Tape Control Program performs 

the Inspect and Change and Store Q operations. These routines are described in 

the preceding subsection. 

E. ERROR AND INFORMATION OUTPUTS 

(1) Error Outputs 

(a) Utility Tape Update Program 

The following typewriter-error print-outs apply to the Utility Tape Update Program: 
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1) INST TAPE FORMAT ERROR 

Indicates that the Instruction Tape does not start with a carriage return. Check the 

Instruction Tape and restart. 

2) ID EXCEEDS MAX 

Indicates that an identifier has more than two characters on either side of the point 

separator, or an 8 or 9 was found in the identifier. 

3) PROG ALREADY ON TAPE 

Indicates that a program given with an ADD, INSERT, or UPDATE operator is al­

ready on the Utility Tape. This makes it impossible for the same program to appear 

more than once. 

4) PROG NAME EXCEEDS TEN CHAR 

Indicates that the name of a program as given on the Instruction Tape exceeded 10 

characters. 

5) INST TBL OVERFLOW 

Indicates that the table used to store instructions read in from the Instruction Tape is 

full. At this point, the program may be continued by depressing the HIGH SPEED 

button. This will omit the instructions which were not read in. The Instruction Tape 

may also be checked and the program restarted. The table holds 30 instructions. 

6) TAPE UNIT NOT DEFINED 

Indicates that one or more operators which define the tape units are not of the correct 

format or that the unit number specified on the Instruction Tape is zero. 

7) ILLEGAL OPERATOR 

Indicates that an operator is not one of the five acceptable. Possibly a mispelling or 

typing error has occurred. 

8) PROG NOT ON OLD UTIL TAPE 

Indicates that the program given with a MOVE operator is not listed in the directory 

of the OLD Utility Tape. Possibly a mispelling or typing error has occurred. 
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9) ID ERROR 

Indicates that the identifier given with an operator is not acceptable. May also in­

dicate that the name of the program to be deleted (V
O 

operand) given with a DELETE 

operator does not agree with the identifier given with the DELETE operator. See 

the description of operators to ascertain what is wrong with the identifier. 

10) FORMAT OR MEDIUM ERROR 

Indicates that the format of a tape (relative or octal) or the type of tape (magnetic or 

paper tape) is not given correctly on the Instruction Tape. 

11) DIRECTORY EXCEEDED 

Indicates that the maximum capacity of the directory has been exceeded. A check will 

have to be made to determine which programs should be deleted to avoid exceeding 

the directory limits (63 programs can be listed in the directory). 

12) PAPER TAPE FORMAT ERROR 

Indicates that the beginning code on a paper tape does not meet one of the accepted 

formats. Check the paper tape, replace tape in reader when difficulty is corrected, 

and start computer. 

13) PAPER TAPE CHECK-SUM ERROR 

Indicates that a paper tape did not read into the computer correctly. Replace this 

tape in the reader and depress HIGH SPEED. 

14) NAME OF PROGRAM NOT FOUND ON MAGTAPE 

Indicates that the input magnetic tape which was searched did not contain the program 

called for. Determine why the program was not found on the magnetic tape, load the 

correct tape on the unit, and proceed. 

15) DUPL ID 

Indicates that an identifier appears twice on the Instruction Tape. 

16) DUPL PROG NAME 

Indicates that the name of a program (V
O 

operand) appears twice on the Instruction 

Tape. 
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17) UNIT [No.] READING CK SUM ERROR 

Indicates that a magnetic tape program did not read into the computer correctly. The 

program was either on the OLD Utility Tape or on input magnetic tape. Check the 

tape unit for difficulties. 

18) UNIT [No.] WRITING CK SUM ERROR 

Indicates that a program cannot be written on the NEW Utility Tape correctly. Check 

the tape unit for difficulties. 

(b) Control Package 

The following type -outs apply to the Control Package: 

1) UTILITY SYSTEM - PROGRAM NOT FOUND 

Indicates that a program which is requested from the Utility Tape is not listed cor­

rectly or is not included in the directory which is retained in core memory. This 

print-out also occurs if, after the Utility Tape has been pOSitioned to the requested 

program, a valid header blockette is not found. 

2) ILLEGAL B 
7 

ENTRY 

Indicates that a discrepancy is found in the Control Word which was entered into B­

register 7. The discrepancy may be in the function-code or call-number selection. 

3) ENTER BASE ADDRESS IN B4 

Indicates that the base address was not given for a relative load; the computer comes 

to a 4-stop. 

4) CK SUM ERROR 

Indicates that (after two attempts at reading a program from magnetic tape) the pro­

gram has not been transferred to core memory correctly. This print-out also occurs 

if (after two writing attempts) a dump of memory onto magnetic tape is not correct. 

(2) In/ormation Type -Outs 

(a) Utility Tape Update Program 

The following type -outs instruct the computer operator concerning the utility Tape Update 

Program: 
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1) CORRECT ERRORS 

Correct errors on the Instruction Tape which were typed out by the Flexowriter and 

restart the updating. 

2) PLACE MAGTAPE [program name] ON TAPE UNIT 

Place the tape called for in the type -out on the tape unit designated for input tapes 

and depress HIGH SPEED. 

3) PLACE PAPER TAPE [program name] IN READER 

Place the paper tape called for in the type -out in the paper tape reader and set Key 

2. Depress HIGH SPEED to load the paper tape. 

4) SET KEY 2 

Set Key 2 while loading paper tapes. 

5) CONNECT PRINTER 

Connect the Printer to the computer in preparation for header-blockette print-out. 

When the Printer is connected, depress HIGH SPEED. 

(b) Control Package 

The following type-outs pertain to the Control Package: 

1) ROUTINE NO. nn 

(N ame of program) 

A directory print-out gives this information for each program on the Utility Tape. 

2) TAPE TO CORE 

(Name of program) BASE ADDRESS (nnnnn) 

This print-out precedes the actual transfer of the named program from the Utility 

Tape into core memory. EXAMPLE: SINX BASE ADDRESS 21050. 

3) INSPECT AND CHANGE (for AN/USQ-17 Unit Computer) 

This print-out occurs on the initiation of the Inspect and Change function. 

4) CLEAR MEMORY 

This print-out occurs on the initiation of the Clear Memory function. 
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5) STORE Q (for AN/USQ-17 Unit Computer) 

This print-out occurs on the initiation of the Store Q function. 

6) DUMP REGISTERS (for AN/USQ-17 Unit Computer) 

This print-out occurs on the initiation of the Dump Registers function. 

7) READY 

This print-out follows successful completion of each operation requested of the Con­

trol Package. 

6. OPERATING INSTRUCTIONS 

A. UTILITY TAPE UPDATE PROGRAM 

An Instruction Tape should be typed and the paper tapes and magnetic tapes to be added to the 

Utility Tape procured. Then proceed as follows: 

1) Place OLD Utility Tape on proper tape unit. 

2) Place blank tape upon which the NEW Utility Tape will be written on the proper tape 

unit. 

3) Load the Utility Tape Load Program into the computer. 

4) Load the Utility Tape Update Program into the computer with the Utility Tape Load 

Program. 

5) Place the Instruction Tape in the paper tape reader. 

6) Master Clear the computer and set the A Sequence. 

7) Place 4000 in P. 

8) Set Key 7 if it is desired to change tape unit number assignment. 

9) Set Key 3 if no OLD Utility Tape exists - all Instruction Tape operators must be ADD. 

10) Depress HIGH SPEED 

11) If 7 -STOP occurs make tape unit number changes as follows: 

B7 = OLD 

B6 = NEW 

B
5 = INPUT 
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12) If Instruction Tape errors are typed out, correct the Instruction Tape and restart 

at step 5). 

13) Place the input magnetic tapes and paper tapes in the proper input units as they are 

called for. Set Key 2 for paper tape programs. Release Key 2 when all tapes of one 

program are loaded. 

14) If a Check-Sum Error in reading occurs, the following action should be taken: 

a) Check tape unit for troubles. 

b) Depress HIGH SPEED to reread program from same tape. If it does not read 

successfully, continue with step c). 

c) Place another copy of the tape (if one exists) on the proper unit. 

d) If the tape is the Utility Tape, position it past the first block. 

e) Depress HIGH SPEED. 

f) If the program will not read in from the second tape, a maintenance man should 

be consulted. 

15) If a Check-Sum Error in writing is indicated on the NEW Utility Tape, the following 

action should be taken: 

a) Check tape unit for troubles. Do not move the tape. 

b) Depress HIGH SPEED to rewrite on the same tape. If the write is not accom­

plished successfully, continue with step c). 

c) Place a NEW tape on the proper unit and restart the updating at step 5). 

d) If programs cannot be written on the NEW Utility Tape, a maintenance man should 

be consulted. 

16) Connect the Printer when it is called for and start the computer. A complete print­

out of each header blockette is printed by the High Speed Printer. 

17) After the first directory print-out is finished and the computer has stopped, addi­

tional directory print-outs are obtained by again depressing the HIGH SPEED button. 

ADDITIONAL OPERATIONAL INSTRUCTIONS 

In event of hang-up while the new tape is being written, stop the computer with 

the OP STEP switch, clear the applicable tape unit, Master Clear the computer, 
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and set the A Sequence. 

SPEED. 

o 
Set P to the address of *Recover and depress HIGH 

B. CONTROL PACKAGE 

(1) Load Procedure 

(a) AN/USQ-17 Unit Computer 

1) Place Utility Tape on the tape drive and position to read the first block. 

2) Manually enter the following Bootstrap: 

00000 
00001 
00002 
00003 
00004 
00005 
00006 
00007 

13000 
13207 
61400 
75730 
13207 
62200 
61000 
00062 

40174 
01400 
00003 
00007 
10400 
00005 
00032 
00032 

C 7 in C
2

, C
2 

out 
read command 
delay 
set up buffer 
transfer in command 
wait on buffer 
jump to program 
buffer addresses 

3) Enter the tape-unit number in B 7 (binary position where bit-position 0 indicates unit 

1; bit-position 1 is unit 2, etc). 

4) Depress HIGH SPEED - after the first 4 -stop occurs, delay approximately two 

seconds until the tape movement ceases and again depress HIGH SPEED. 

The above procedure will read into the computer the first blockette (24 words) of instructions 

from the Control Package which is stored as the first program on the Utility Tape. These in­

structions will load the remainder of the Control Package into the lower part of core memory 

(addresses 32 to 02600). 

(b) AN/USQ-20 Unit Computer 

1) Place Utility Tape on the tape drive (need not be positioned). 

2) Place Bootstrap tape in the paper tape reader. 

3) Enter octal tape unit number in B 
7 

(normalized right). 

4) Depress AUTOMATIC RECOVERY switch. 

The wired-memory Bootstrap loads the Tape Read-In Program from the Bootstrap tape and 

transfers program control to it. This program rewinds the Utility Tape, if necessary, and 

reads the Control Package and the directory into memory locations 01000 to 03000. The pro-

*From any allocation listings obtained through compilation. 
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gram then gives program control to the Control Package which automatically loads the Paper 

Tape Control Program into memory locations 00140 to 01000. 

(2) Operating Procedure 

After the Bootstrap routine has performed its function, all communications with the tape units 

is accomplished by use of File Computer Tape Control Program which is retained within 

storage locations allotted the Control Package. To execute a given function, the control word 

is entered into B-register 7 and the other parameters, if any, are set. The Control Package 

interprets the function request, performs the prescribed operation, and stops. It is then 

ready to accept the next command; all registers used for entrance parameters are cleared 

and register P is preset. Table El-5 gives more detailed information on Control Package 

functions than Table E 1-3. 

(a) AN/USQ-17 Unit Computer 

A Jump to the Control Package switcher is placed at address 00000. To initiate an individual 

Control Package function, the computer operator Master Clears the computer, sets entrance 

parameters, and depresses HIGH SPEED. If the function pertains to paper tape, it is to be 

assumed that the Paper Tape Control Program has been read from the Utility Tape into core 

memory. 

(b) AN/USQ-20 Unit Computer 

A Jump to the Control Package switcher is placed at address 00001. To initiate an individual 

Control Package function, the computer operator Master Clears the computer, sets register P 

to 00001, sets the entrance parameters, and depresses HIGH SPEED. 

C. PAPER TAPE CONTROL PROGRAM 

(1) Load Procedure 

(a) AN/USQ-17 Unit Computer 

The computer operator loads the Paper Tape Control Program into core memory by placing 

U0002 in B 
7
; U is the tape unit on which the Utility Tape is placed, 00 is the function code for 

Utility Tape Control, and 02 is the program call number for Paper Tape Control Program. 

The computer operator may place a base address in B4. If this is not done, the program will 

be placed in core storage in its normal position following the Control Package (addresses 

02600 to 04000). 
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TABLE E1-5. CONTROL PACKAGE FUNCTIONS 

AN/USQ-17 Unit Computer 

Control Word in B 7 Function Parameters 

UOOCN Utility Tape Load 

1) Relative Load Base Address in B4 

2) Octal Load 

00200 Paper Tape Control 

1) All Relative Loads Base Address in B4 

2) Bioctal and Flex Load 

3) Bioctal Dump Key 2 Set 

First Address in B 
6 

Last Address in B5 

4) Check Read Key 3 Set 

5) Suppress Header Key 1 Set 

Print-out or Punch-out 

U03CN* General Tape Control 

1) Relative Load Base Address in B4 

2) Octal Load 

3) XS-3 From Card Read 

4) Octal Dump Tape Must Be Positioned 

Key 2 Set 

XS-3 Name in A and Q 

First Address in B 6 

Last Address in B5 

00400 Inspect and Change Inspection Address in B 4 

00500 Directory Print 

*If the call number, CN, is 01 in the General Tape Control Word, the program read in is the 
next sequential program on the specified tape unit, U. A call number is not required to ob­
tain an Octal Dump from core to tape unit U. 
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TABLE E1-5. CONTROL PACKAGE FUNCTIONS (Cont.) 

Control Word in B 7 Function Parameters 

00600 Store Q Word to be Stored in Q 

First Address in B6 

Last Address in B
5 

70707 Clear Memory 

- - - Dump Registers Sequence Step if Computer is 

Running 

Clear n Designator for Fault 

Set B Sequence 

65000 DUMP REG* in U Register 

AN/USQ-20 Unit Computer 

UOOCN Utility Tape Load 

1) Relative Load . Base Address in B 
4 

2) Octal Load 

00200 Paper Tape Control 

1) Relative -Bioctal Load Base Address in B4 

2) Bioctal and Flex Load 

3) Bioctal Dump Key 2 Set 

First Address in B 
6 

Last Address in B
5 

4) Check Read Key 1 Set 

5) Flex Dump Key 3 Set 

First Address in B6 

Last Address in B
5 

6) Store Q Word to be Stored in Q 

First Address in B6 

Last Address in B
5 

Set P to 750 

7) Inspect and Change Inspection Address in B 
4 

Set P to 760 

*From any allocation listings obtained through compilation 
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TABLE El-5. CONTROL PACKAGE FUNCTIONS (Cont.) 

Control Word in B 
7 

Function Parameters 

U03CN* General Tape Control 

1) Relative Load Base Address in B4 

2) Octal Load 

3) Octal Dump Tape Must be Positioned 

Key 2 Set 

XS-3 name in A and Q 

First Address in B6 

Last Address in B5 

00500 Directory Print 

70707 Clear Memory 

*If the call number, CN, is 01 in the General Tape Control Word, the program read in is the 
next sequential program on the specified tape unit, U. A call number is not required to ob­
tain an Octal Dump from core to tape unit U. 

(b) AN/USQ-20 Unit Computer 

The Paper Tape Control Program is automatically loaded into core memory as a part of the 

Bootstrap process. The Bootstrap program, after executing the read-in of the Control Package, 

sets up the parameters necessary to call the Paper Tape Control Program from the Utility 

Tape. A Jump to the Control Package effects the load of Paper Tape Control Program into its 

assigned memory area (addresses 00140 to 01000). 

(2) Operating Procedure 

To use the Paper Tape Control Program, the computer operator performs the following op­

erations: 

1) Places 00200 in B 7 

2) Enters B register parameters and/or makes key settings if needed (see Table El-5) 

3) Places paper tape in the reader for a read operation 

4) Starts the computer. 
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On recognizing External Function code 02 in B 7 as a pa~er tape request, the Control Package 

yields control to the Paper Tape Control Program switcher. After the requested operation is 

completed, control is returned to the Control Package. 

Exception: For the AN/USQ-20 Unit Computer ,Inspect and Change and store Q routines 

are initiated by setting register P. 

(3) Error Detection 

(a) AN/USQ-17 Unit Computer 

Errors encountered in Paper Tape Control Program are indicated by Flexowriter print-outs. 

The computer stops. 

(b) AN/USQ-20 Unit Computer 

Errors encountered in Paper Tape Control Program are indicated by registers A and Q set to 

all ones and the FAULT light on the reader console lighted. The computer jumps into a loop. 

7. BLOCK DIAGRAMS 

The Utility Tape Update Program described in Subsection 2.D is illustrated by the block dia­

gram in Figure El-14. This figure is an expansion of the Write New Utility Tape portion of 

Figure El-5. 

Figure El-15 shows the Control Package flow diagram. Miscellaneous editing and debugging 

routines which are a part of this package are shown as branches. Any of these branches may 

be selected by interpretation of a specific Control Word in B-register 7. This is described 

in Subsection 5.C. 
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Write Control 
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~------~--------~BLOCKETTES 
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Figure El-14. Utility Tape Update Program 

El-54 



Interpret 
Function Code 

Locate 
program on 
mag. tape 

Read program 
into 

core memory 

operation 

Read 

Locate pro­
gram on 

mag. tape 

(PTCP)Execute 
paper tape 

function 

Print name and 
routine no. on 
all items in 
directory 

Write Write specified 
area on mag. 

tape 

Read program 
into 

memory 

Register (forAN/USQ-17) 
Dump 

Convert all register 1---...... 

contents to Flex code 
Print out 
on Flex 

00 

02 

03 

04 

05 

06 

07 

Utility Tape Control G 
Paper Tape Control 

General Tape Control 

Inspect and Change** • 
Directory Print 

Store Q ** 

Clear Memory 

Store Q in 
range of ad­

dre$ses 
specified 

Clear all 
memory beyond 
area of Control 

Package 

Contents of inspec­
tion address to 

A&Q 

Store change 
in Q 

*Computer operator makes desired change in register Q and restarts computer. 
**For the AN/USQ-20 Unit Computer, Paper Tape Control Program performs these functions. 

FJ.gure El-15. Control Package 
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SUPPLEMENT A 

MAGNETIC TAPE OPERATIONS 

1. FORMAT FOR CHECK-SUM COMPUTATION ON MAGNETIC TAPE 

1) Header blockette not included in computation 

2) Characteristic words for both octal and relative are included in computation 

3) End -of -file blockette not included in computation 

4) Check sum the buffer area for each blockette of data or instruction words and pre­

serve count until end-of-file is reached 

a) Separate count for upper and lower parts of words 

b) The two are added together and the sum is found in word 0 + 10 of each end-of­

file blockette. 

Word 0 

Word 0 + 10 

End -of -File 
Blockette 

end-of-
file 

codes 

check -sum word 

end-of-
file 

codes 

2. READ OPERATION WITH CHECK SUM 

1) Read Forward if check-sum error occurs, then 

2) Pass Backward and 

3) Read Forward again 
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3. WRITE OPERATION WITH CHECK SUM 

1) Write Forward; then 

2) Pas s Backward and 

3) Read Forward; compute check sum but do not store data; if error occurs, then 

4) Pass Backward and 

5) Read Forward as before; if error occurs, then 

6) Pass Backward and 

7) Repeat the Write Operation one time 

4. ERROR PROCEDURE 

1) Print-out on Flexowriter 

2) Check sum as on tape to A register 

3) Check-sum word as computed to Q register 
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SUPPLE lVIENT B 

PAPER TAPE FORMAT 

1. ABSOLUTE BIOCTAL (Compiler Output) 

The format is completely bioctal (Le., each frame of paper tape carries two octal digits). 

The first frame contains a 76, the next five frames contain the initial and final address, and 

the succeeding frames contain the absolute instructions (five frames per instruction). The 

last 10 frames contain check sums for the upper half-words and lower half-words, as com­

puted from memory. Following is an example of a bioctal tape that loads from 23574 to 

31677; check sums are 7412301765 for upper half-words and 1416500321 for lower half-words. 

o 

o 0 0 
o 

o 

o 
o 0 

o 0 
o 
o 

o 0 o 0 0 
o 0 
o o 

o 0 0 

000 
o 

o 0 
o 

o 0 
o 
o 

o 0 

o 

o 

o 0 
o 0 
o 

o 
o 

o 

o 0 

o 0 

o 0 
o 

o 000 
000 
o 0 
o 0 0 
o 

000 
o 0 

Example: 

~~ } Beginning code 

;~ } Beginning address 

16 Ending address 
77 

74 } 12 
30 
17 
65 

16 

Absolute instructions 
five frames per instruction 

Upper check sum 

14 } 
50 Lower check sum 
03 
21 
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2. RELATIVE BIOCTAL (Compiler Output) 

The first frame contains a 75; the next frames contain a control digit (0 through 7) followed by 

10 octal digits of the instruction words as shown in the example below. A check sum appears 

at the end. Control Digit values are interpreted as described in Figure E1-3. 

Example: 

0 0 0 0 0 0 75 Beginning code 
CD1 = any value 0 - 7 0 1 

2 0 3 First program instruction 
4 0 5 general format showing 
6 0 7 octal-digit locations 
8 0 9 

10 0 CD - 0 
0 0 10 2 -

0 0 0 03 Program 
0 0 0 0 25 

instruction (10032 57030) 
0 0 0 0 70 

0 0 0 30 
CD

3 
0 1 
0 

0 

0 CD 1 = 1 
0 0 0 0 

} 
n-

o 0 Last instruction 
0 

(61010 02563) 0 0 0 0 
0 0 0 0 0 

CD = 7 0 0 0 0 0 n 0 0 0 
0 0 0 Check-sum word 

0 0 0 0 (41230 16655) 
0 0 0 0 0 
0 0 0 

0 

E1-60 



PROGRAMMERS' GUIDE 

Addendum 

The enclosed material entitled NTDS utility System is to 
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Guide, as Section E 1. 
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1. BASIC INFORMATION 

CS-l UT~ITY PACKAGE 
(PAPER TAPE) 

The Utility Package is a group of eight routines conveniently assembled and available on 

punched paper tape. These eight routines when loaded in the computer afford the pr-ogrammer 

and/ or operator a stored program which will load and dump subsequent programs or data. In 

addition, provisions for checking and changing address contents are included. The eight rou­

tines are 1) Type-Punch Text, 2) Relative Load, 3) Flex Load, 4) Bioctal Load, 5) Bioctal 

Dump, 6) Flex Dump, 7) Jump to Switcher, and 8) Inspect and Change. The programmer 

selects the routine applicable for loading the type of input tape he has, or chooses the type of 

output he desires by following the operation procedures (Paragraph 3., OPERATION IN­

STRUCTIONS) outlined in this section. 

2. OPERATION DEFINITIONS AND PROGRAM FORMATS 

a. LOADlNG PROCEDURE FOR THE UT~ITY PACKAGE. - The Utility Package is 

available on prepared paper tape in bioctal code. A Bootstrap Routine (see Paragraph 3) is 

entered manually into the computer to initiate the loading of the Utility Package. The loading 

process enters the Utility Package into the computer with each routine aSSigned to specific 

allocated areas in memory. A Check Sum Routine is included to ensure that the package has 

been entered properly. 

b. TYPE-PUNCH TEXT ROUTINE. - The programmer uses the Type Text or the 

Punch Text Routines when he desires or needs a message he can read during a program run. 

He initiates the routines by means of a return jump to the applicable address - 00040 for Type 

Text or 00046 for Punch Text. The message to be typed or punched follows immediately the 

return jump operation. The programmer prepares the text of the message in legitimate 6-bit 

Flexowriter codes at the rate of five characters per word. All codes, including space codes 

and carriage return codes wherever desired, must be entered. A 77 code terminates the 
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message; it follows the last coded symbol of the message. The code 00 is ignored. Following 

is an example of a Type Text Routine coded in mnemonics: 

a:* .. RJ P 4~ 

LOA D 6 
+110330220., 

ALL 0 C 
.. 30 1111031~ 

A T ION 
_ 3 0 01 1 4 0 3 O~ 

6 TAP E 
"040130152~ 

End 

"7J.., 
To ensure that the typed text begins on a new line, the programmer places a carriage return 

code (Flexcode 45) at the beginning or at the beginning and end of his coded message. The 

above would then be: 
a:*"R J P ~ 

C/R L 0 A D 
.. 4 5 11 o 3 3 0 2~ 

6 A L L 0 
.. 0 430 1 1 1 1 O~ 

C A T I 0 
.. 1 6 30 o 1 1 4 OJ" 

N 6 T A P 
.. 0 6 0 4 01 3 0 l~ 

E C/R End 
.. 2 0 4 5 7J., 

The programmer writes only the numeric Flexowriter codes. These can be found in Table 

3-7, Page 3-154, Volume I of the NTDS UC Manual, OA( ) / AN/SSQ-25. The alphabetic char­

acters show only the arrangement of the numeric codes. 

c. RELA TIVE LOAD ROUTINE. - This routine enables the computer to load a program 

into any programmer designated area of core storage. A flex-coded 9 or 99, preceded and 

followed by a flex-coded carriage return, precedes the program to be loaded and identifies it 

as relative input. Symbolically, either of the following appears before the first program 

* a: = current program address 
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instruction: 

., ., 
9 or 99 ., ., 

The entire program must be written relative to zero. A numeric code preceding each pro­

grammed instruction tells the computer how to modify the instruction for storage at a modified 

address. The modification code precedes the period in the line of an instruction. The code 

values have the following meanings relative to the instruction: 

0) Make no modification 

1) Modify the lower half with the initial address 

2) Modify the upper half with the initial address 

3) Modify the upper and lower halves with the initial address 

4) Disable the reader - perform the instruction - if control is not lost, enable the 
reader and continue loading 

5) Modify the lower half with B5 

6) Modify the lower half with B 
6 

7) Stop, or check sums following (depending on the initial code of 9 or 99): 

9. Relative format, no check sum required. 

99. Relative format, check sums required following a code 7 (end code) 

Before loading a relative program, the operator enters in B 7 manually at the console, the 

address at which the storage is to begin. The content of B 7 enters automatically into Bl to 

effect the program address modification, and into B 
4 

to establish the address counter. The 
5 6 value for B or B , if code 5 or 6 is used in coding the tape, must be set manually for the 

desired modification. 

The Relative Load Routine is aSSigned to memory locations 175-347. If B 7 is less than 350 

or not set at all, the Flexowriter will type "set B 
7

". Although this routine accepts a subse­

quent program at address 350 and higher, a setting from 350-777 inclusive destroys the other 

Utility Package Routines stored in those memory locations. Since the Relative Load Routine 

uses part of these locations, the operator should enter a value of 1000 or over. Other limita­

tions of Relative Load include: 

1) 

2) 

3) 

7 B may not be set to 77777. 

Y, the lower half of an instruction, may not be 77777 if it is to be modified. 

An address may not be formed in Y which equals 77777. 
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H the 9 or 99 identifier code is incorrect or missing, the Flexowriter types "format error." 

Incorrect reading and/or interpretation of the program by the computer causes the F1exo­
writer to type "check sum error". Following all error printouts, the routine sets the com-

puter in a "runn condition. Table E2-1 illustrates the format of programs using the Relative 

Load Routine. 

TABLE E2-1. FORMAT OF PROGRAMS USING RELATIVE LOAD ROUTINE 

CHARACTERS 

1. Without Check Sum. 

9 ., 
*C. ~, X2 , - - - - - ~O 

C. ~,nX2'----~O 

7 • 

2. With check sum. 

99 ., 
C. ~, X2 , - - - - - ~O 

C. ~,nX2'-----~O 

7. 

----------
------ --- -

7 • 

EXPLANATION 

carriage return 

start code, no check sum required 

carriage return 

first data word 

nth data word 

stop code 

carriage return 

carriage return 

start code, check sums required 

carriage return 

fir 8t data word 

nth data word 

end of data, start check sum printout 

carriage return 

upper check sum 

lower check sum 

stop code 

carriage return 

• "C" denotes the code for instruction modification (values 0-7). 
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d. FLEX LOAD ROUTINE. - This routine prepares the computer to accept instruc­

tions or programs from flex-coded punched paper tape. The program must begin in flex for­

mat with the code for a carriage return (45) followed by the code for 8 (60), followed by the 

code for carriage return (45). H check sums are required, 88 or 89, coded in flex, must 

follow the first carriage return. The 88 indicates the appearance of the computed check sums 

at the end of the flex-load tape. The code for 89 initiates provisions for storage of the com­

puted sums before the actual load takes place; in this case an automatic subtraction from the 

stored sums occurs as the instructions are loaded. In either case a loading error causes the 

Flexowriter to type out "check sum error". A program tape which does not begin with a 

carriage return (45) followed by an 8 (60) will cause the Flexowriter to type "format error". 

The computer recognizes 15 characters per instruction. The first five are the address, and 

the next ten are the instruction word. A carriage return identifies the end of an instruction. 

H an address or instruction does not contain the maximum number of digits, an erroneous 

load will occur. The partially assembled word will appear as shifted to the right of an address 

(the first five digits). This condition will not be indicated by a Flexowriter printout. 

Only 15 characters are recognized between carriage returns. The computer ignores any 

digits in excess of 15 (e.g. notes). It also ignores codes other than carriage return, numbers 

o through 7, and double periods; therefore, it is important that the programmer follow each 

instruction with a carriage return. Failure to do so will result in the subsequent instruc­

tion(s) being ignored by the computer. Until another carriage return is encountered, the in-

formation is lost. Table E2-2 illustrates the format of programs using the Flex-Load Routine. 

e. BIOCTAL LOAD ROUTINE. - A Bioctal program must begin with a 76 (code for 

Bioctal tape). Immediately after the 76 the initial and final addresses of the program are 

loaded and the rest of the tape is loaded, without additional addresses in the program. Be­

cause of the delimiting addresses, the load will stop immediately after an automatic check 

sum is completed without an end code. 

H the beginning code is misSing or in error, the Flexowriter types out "format error". A 

check sum deviation is typed out on the Flexowriter as in other routines. Following all error 

print-outs, the routine sets the computer in the run condition. 

f. BIOCTAL DUMP ROUTINE. - The Bioctal Dump Routine is initiated manually by the 

operator at the console. The operation instructions appear in paragraph 3,f, of this section. 

The output, on punched paper tape, is the 76 code followed by 1) the initial and final addresses 
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TABLE E2-2. FORMAT OF PROGRAMS USING FLEX-LOAD ROUTINE 

CHARACTERS 

1. With no check sum. ., 
8 ., 
Yl - - - - Y S 

nY - - - -nY 1 S 

2. With check sum at end. ., 
88 

Yl - - - - Y S 

nYl----nYS 

3. With check sum at beginning. 

~ 
89 

Yl - - - - YS 

nYl - - - - nY5 

EXPLANATION 

carriage return 

start code, no check sum required 

carriage return 

first data word 

last data word 

end code. 

carriage return 

start code, check sum required at 
end of load 

carriage return 

first data word 

last data word 

end code 

check sum, upper 

check sum, lower 

carriage return 

Start code, check sum required at 
beginning of load 

carriage return 

check sum, upper 

check sum, lower 

first data word 

last data word 

end code 



of the program being dumped, 2) the contents of the included memory addresses, and 3) the 

check sums. Output does not indicate each individual address in memory from which the con­

tent is dumped, other than the initial and final addresses. 

g. FLEX DUMP ROUTINE. - The computer operator initiates manually the FlexDump 

Routine at the console. Operating instructions appear in paragraph 3 of this section. The 

"88" format (with the check sum at the end) is the only one dumped. The output on punched 

paper tape includes both the addresses and the contents of the memory locations being dumped. 

h. JUMP TO SWITCHER ROUTINE. - This routine analyzes subsequent inputs and 

determines which of the three loads or two dumps is to be used, and jumps to the valid rou­

tine address. This jump is inserted in address 00000. This allows a subsequent program 

tape to be loaded or punched from a "Master Clear" without setting the P register. 

i. INSPECT AND CHANGE ROUTINE. - This routine enables a display in the Q regis­

ter of the contents of any address in memory. At that time, Q may be changed manually. The 

content of Q is returned to the address from which it was taken. Before Q is returned, the 

programmer may set B 
4 

to the next address he wishes to inspect. If no alteration of B 4 con­

tents is made, the contents of the next chronological memory location will be automatically 

placed in Q as the first inspected location is returned. Paragraph 3 following, contains con­

sole operating instructions for this procedure. 

3. OPERATION INSTRUCTIONS 

a. TO USE UTILITY PACKAGE 

1) Manually enter the following bootstrap program: 

Address 

00000 12 200 00004 
00001 63 100 00001 
00002 17 140 00000 
00003 03 000 00006 
00004 72 200 00001 
00005 14 031 00032 
00006 72 100 00000 
00007 61 000 00745 

2) Master Clear 
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3) Start reader 

a. Turn switch to "on". 

b. Press" Enable" button. 

4) Position Utility package tape on first information frame 

5) Set Bl = 00754 

6) Set CO = 00001 

7) Start 

The above steps will load the Utility Package in the lower part of memory (00032-00776). A 

jump to the switcher (61000 00724) is placed at address 00000. 

b. TYPE TEXT 

1) Return jump to 00040 

c. PUNCH TEXT 

1) Return jump to 00046 

d. FLEX OR BIOCTAL LOAD 

1) Master Clear 

2) Place tape in reader 

3) Start 

e. RELATIVE LOAD 

1) Master Clear 

2) Set beginning address in B 
7 

3) Place tape in reader 

4) Start 

f. FLEX DUMP 

1) Master Clear 

2) Set Key 3 

3) Set beginning address in B 7 

4) Set last address in B6 

5) If zero suppression is desired, set Key 1 

6) Start 
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g. 

h. 

BIOCTAL DUMP 

1) Master Clear 

2) Set Key 2 

3) Set beginning address in B 
7 

4) Set last address in B6 

5) start 

INSPECT AND CHANGE 

1) Set p to 00020 

2) Place address to be inspected in B4 

3) Start 

Contents of the address will appear in Q with the 
address in B3 

4) Make desired changes in Q 

5) Start 

Q will be restored and the contents of the next address 
will appear in Q unless a new address has been speci­
fied in B4 

4. FLOW CHARTS 

INSPTO: Inspect and Change 
TYPETX: Type Text 
PCHTX: Punch Text 
TXOUTO: Output Text 
RTCLO: Relative Load 
LmO: Flex Load 
Lm25: Bioctal Load 
CSUPO: Check Sum Utility Package 
BIOCTALDO: Bioctal Dump 
FLEXDO: Flex Dump 
SWITCHO: Switcher 
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Contents (B4) to Q, 
set address in (B3), 
advance address 
counter (:84) 

Restore Q (B3) 

(Change Q, 
if desired) 

INSPTO: Inspect and Change 



TYPE PUNCH 

Turn on flex, first 
address of text to A 

Turn on punch, first 
address of text to A 

Disable flex Disable punch 

Exit to address 
following last 
word of text 

TYPETX: 
PCHTX: 
TXOUTO: 

Yes 

Type Text 
Punch Text 
Output Text 

OUTPUT 

Store first address 
to be dumped 

Word of text to Q, 
advance text 
address 

B7 = 4 

Punch one 
flexcode 
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advance address 
counter (B4) 

A 

E2-12 

I, 5, 6 

E 

Clear CSI, Indicate 
word not a check 
sum, clear check 
sums 

Set up Initial address 
and address counter 

(B7,.BI,.B4) 

Clear digit register, 
clear control register, 
clear information and 
period indicators 

RTCLO: 

Flexowriter prints 
"Set B7" 
and computer walts 
in a run condition 

Assemble first 10 
digits past period 
retain digit 

word, set address 
counter for storing 
check sums 

Relative Load 

Flexowriter 
prints "Check 
Sum Error" 
and computer 
waits in run 
condttion 



Clear CSI and 
check sum storages; 
read a frame 

LIBO: Flex Load 

E2-13 



Advance initial 
address 

E2-14 

No 

Clear check sums 

Store word in initial 
address (add to check 
sums) 

End of load 

Compare with com­
puted check sum 

Disable reader 

LID 25: Bioctal Load 

Flexowriter prints 
"Check Sum Error" 
and computer waits 
in run condition 



Set jump to switcher 
at 00000 

Punch lower and 
upper check sums, 
punch trailer, 
disable punch 

Sum upper half words 
of utility package 

Sum lower half words 
of utility package 

No 

No 

CSUPO: Check Sum Utility Package 

Turn on punch, punch 
leader, compute 
check sums, punch 
a 76 code, punch initial 
and final addresses 

~------------~ 

Yes 

Punch contents of 
address starting with 
initial address (B7) 
in bioctal 

BIOCTALDO: Bioctal Dump 

No 

Flexowriter prints 
"Format Error" 
and computer waits 
in run condition 

Advance initial 
address (B7) 
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No 

E2-16 

Turn on punch, punch 
leader, punch 
beginning code.l 8§./, 
compute check sums 

Punch address and 
contents (a space 
divides each 5 
digits) 

Is la st digit of 
address a 7 

Punch a carriage 
return 

Yes 

Punch 

., check sum upper 
~ check sum lower 

punch trailer 
disable punch 

Punch extra carriage 
return 

FLEXDO: Flex Dump 

Yes 



No 

o 

Turn on reader and 
read leader 

Is first non-zero 
frame a 76 

Flexowriter prints 
"Format Error" and 
computer waits in 
a run condition 

SWITCH 0: Switcher 

(Bioctal Dump) 

(Flexcode Dump) 

(Bioctal Load) 

(Flexcode Load) 

(Relative Load) 
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5_ PROGRAMS WITH NOTES 

UTILITY PACKAGE -

INSPECT AND CHArm 
00032 INSPl'O JP-INSPl'l 

INSPrl STR-Q-W(B3) STORE WORD 
0034 ENT-Q-W(B4) INSPECT AND CHANGE - START 

ENT-Bj-B4 ADDRESS TO B3 
ENT-B4-BlH-l PIN ANCE ADDRESS OF WORD TO INSPECT 
JP - INSPI'O -STOP STOP 

00040 TYPE TEXT 
TYPETX JP-O EXIT - ADDRESS OF CODES 

RJP-SFLEXO 

ENT-A-L(TYPETX) rruRN ON FIEX-OUTPUT 
RJP-TXOOTO TYPE TEXT TO 77 
ENT-Cj-1OO16 DISABIE FIEX 
JP-L(TXOUT1)STOP5 TO INSTRUCTION FOllOwn«l CODES 

roUCH TEXT 
00046 PCHTX JP-O EXIT - ADDRESS OF CODES 

RJP-STPCH 
ENT-A-L(PCHTX) '!URN ON PUNCH 
RJP-TXOUTO PUNCH TEXT TO TI 

ENT-Cj-10026 DISAmE PUNCH 
JP-L(TXOUTl)STOP5 TO INSTRUCTION FOllOWING CODES 

OOTPUT TEXT 
TXOUTO JP-O EXIT 

STR-A-L(TX0UT1) 
TXOUTl ENT-Q-W(O) FIRST WORD OF CODES TO Q 

RPL-Y+I-W(TXOUT1) PJJV ANCE ADDRESS OF CODES 
ENT-B7-4 SET COUNTER 

TX0UT2 CL-A 

LSH - AQ -6 -ANOT FffiST CODE TO A 
JP-TXOUT4 IGNORE 00 
COM-A-n-YMORE 
JP-TXOUT5 77 FOUND 

TX0UT3 JP-TXOUT3-ClFUll OUTPUT CODE 
ENT-CI-A 

TXOUT4 BJP -B7 -TXOUT2 5 CODES NO 
JP-TXOUTI YES - CONTINUE 

TX0UT5 JP -TXOUT5 -ClFUll DELAY 
JP-TXOUTO 

00074 
'IURN ON (OFF ) EQUIPl.ffiNT 
TORO JP- 0 'ruRN ON READER 

SEL -CHAll-Clirn -C30UT 
EX -FCT -1- 33 
EX-FCT -1- 31 
JP-TORO 
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0011.2 
TURN ON (OFF) EQUIPMENT ( cont. ) 
STPCH JP·O START PUNCH 

SEL-CHAN·C10UT·C3OUT 
EX-FCT·1-23 
EX-FCT -I-II 
EX-FCT-l-22 
JP-STPCH 

SFLEXO JP-O ENABLE FLEX OUTPUT 
SEL-CHAN-C10UT-C3OUT 
ENr-C3-10013 
RPr·200 

SFLEXl ENr·BQ-O 
STR-C3-L(SFLEXl) 
EX-FCT-1-26 
EX-FCT-1-12 
JP-SFLEXO 

ERROR PRINT CXJT 
00158 TFEO RJP-TYPETX FORMAT ERROR 

45472 -60312 
07300-10420 
12120 -31277 

TFE1 JP-TFE1 

TCSEO RJP-TYPETX CHECK SUM ERROR 
45471-60520 
16360-42434 
07042-01212 
03125-74577 

TCSE1 JP-TCSE1 

SETB7 RJP-TYPETX SET B7 
45472-42001 
04237-25777 

SETB70 JP-SETB70 

RELATIVE LOAD 
00175 RTCLO ENT-Q-77 MASK TO Q 

CL-L(CSIO) ClEAR CHECK SUM INDICATOR 
CL-W(STOR1) CLEAR CHECK SUM STORAGE 

CL-W(STOR2) 
ENT -A -RTCL11 SWrI'CH TO TEST FOR CHECK SUM 
STR-A-L(RTCL10) 
RJP-READO FRAME TO A 
COM -MASK -33 -ANar 
RPL-Y+1·L(CSIO) SECOND 9 FOUND 

DRO STR-B7-A 
CRO ENT-BI-A 

CSIO ENT-B4-A 
SUB -A-RTCL21 +2 -l'\POS 
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00212 
RELATIVE LOAD (Cont_) 

JP·SETB7 SET B7 
RTCLl CL-L(DRO) CLEAR DIGIT STORAGE 

RTCL2 

RTCL3 

RTCL4 

UO 

VO 

RTCL5 

RTCL6 

RTCL7 

RTCLIO 
RTCLll 

RTCL12 

RTCL13 

CL-L(CRO) 
ENT·A-RTCLI 
STR·A·L(VO) 
ENT·B2·RTCL 7 

ENT·B3-0 

CLEAR CONTROL DIGIT STORAGE 
SWITCH TO RESTlfiT FOLLOHTIJG /\ CR 

SWITCH TO USE A PERIOD TO CONTROL 

CL·W(STORO) CLEAR ASSEMBLY SPACE 
RJP-READO 
ENT·B7-0 SET DIGIT TO ZERO 
ENT-Q·TI 
COM-MASK-U(RTCL1}+B7)ANOT CHECK FOR NUMBER CODE 07 
JP. RTCL 5 FOUND A NUMBER 
BSK-B7·7 

JP-RTCL4 
COM-MASK-42-ANOT 
JP-B2 
CQM-MASK-45-PJrOT 
JP-O 
JP-RTCL3 
STR-B7-L(DRO) 
JP -RTCL6 -KEYl 

BSK-B3-12 
JP-RTCL6 
ENT-B3-12 
JP-RTCL3 
ENT-A-W(STORO) 
LSH-A-3 
ENT-Q-7 
SEL-SU-L(DRO) 

STR-A-W(STORO) 
AiSET-L(VO)RTCLIO 
JP-RTCL3 
A1MQVE-I-L(DRO)L(CRO) 
ENT-B2-RTCL3 
JPeRTCL2 
JP-RTCLl 
ENT-A-L(CSIO) 

JP-RTCLl2-MERO 
EM"-Q -U (STORO ) 
RPL-Y+Q-W{STORl) 
ENT-Q-L(STORO) 
RPL -Y-+Q -W (STOR2 ) 
ENT-B3-L(CRO) 
JP-W(RTCLl3+B3 ) 
00037-RTCL15 
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STORE NUMBER 
JUMP IF LAST TEN DIGITS TO IE USED 

ASSEMBLE FmST 10 DIGITS 

WORD ASSEMBLED - RESET B3 

ASSEMBLE DIGITS 

SWITCH TO STORE WORD AFTER CR FOUND 

USE NUMBER AS CONTROL DIGIT 
SWITCH TO IGNORE SUCCEEDING PERIODS 
TO CLEAR ASSEMBLY AND COUNTER 
SWITCH 
TEST CHECK SUM INDICATOR 

NO CHECK SUM 

C~ CHECK SUM 

TO JUMP TAmE 
NO MODIFICATION 



RELATIVE LOAD (Cont_ ) 
00272 0OO52-JO MODIFY LOWER WITH Bl 

0OO74-J2 MODIFY UPPER WITH Bl 
0OO70-J3 MODIFY BOTH WITH Bl 
OO064-J4 PERFORM INSTRUCTION 
00062-JO MODIFY LOWER WITH B5 
OOO66-JO MODIFY LOWER WITH B6 
00072-;]7 STOP 

JO ENT-A-l1040 

ADD-A-L(CRO) CONTROL DIGIT DEFINES B BOX 
STR-A-U(RTCL14) 

RTCL14 0-0 
RPL-A+Y-LX(STORO) MODIFY LOWER 

RrCL15 ENT·Q·W(STORO) 
STR-Q.W(B4) STORE IN LOCATION DEFINED BY B4 
ENT-B4-1+B4 
JP·RTCLl 

J2 ENT·A·XBl 
RPL·A+Y·UX(STORO) ADD Bl TO UPPER 
JP·RTCL15 
ENT-A·XBl 
RPL-A+Y·LX(STORO) ADD Bl TO LOWER 
JP-J2 

J4 A1M0VE-l-W(STORO)W(RTCL17) SET UP INSTRUCTION 
ENT-C3-10036 DISABLE READER 

RTCL17 0-0 PERFORM INSTRUCTION 
RJP-TORO 
JP-RTCLl 

J7 RPL-Y-l-L(CSIO) DECREASE CSI BY 1 
JP-RTCL20-ANOT 
A-SET-L(CSIO) -2 CHECK SUM-SET INDICATOR TO 2 
A-sET-L(RTCL1O)-RTCL12 SWITCH TO IGNORE TEST FOR CK SUM 

JP-RTCLl 
RTCL20 ENT-C3-10036 DISABLE READER 

RPL-Y+l-LX(CSIO)ANOT ADVANCE CSI BYl 
JP-O·STOP STOP IF ZERO 
ENT-A-W(STOR1) COMPARE UPPER CHECK SUM 
SEL -Cp·W (STOR3 ) AZERO 
JP-RTCL21 
ENT-A-W(STOR2) CCMPARE LOWER CHECK SUM 

SEL-CP-W(!TOR4)AZERO 
RTCL21 JP-TCSEO CHECK SUM ERROR 

JP-O-STOP 
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00350 
FLEX LOAD 
LIoo 

LIBI 

LIB2 

LIB3 

LIB4 
LIB5 

LIB6 
LIB7 
LIBIO 

LIBll 

LIB12 

LIB13 

CL-U(STOR2) 
CL-W(STORO) 
CL-H(STOR1) 
RJP-READO 
ENT-Q-rr 

COM -MASK -33 - ANOT 
JP-LIB6 

CLEAR CHECK SUM INDICATOR 
CLEAR CHECK SUM STORAGE 
CLEAR CHECK SUM STORAGE 
READ 
MASK TO Q 

SKIP IF NOT NINE CODE 
NINE CODE 
SKIP IF EIGlrr CODE COM -MJ\SK -60 - AZERO 

JP-LIBIO 
A-sET-L(LIB20)LIBl 
JP-LIB10 
A-SET-L(LIB20)LIB21 
A""MOVE -l-W(STORO )W(STOR3) 

SET SWrrcH 

CHECK SUM, LOWER 

A ""MOVE -1-W (STORl )W (STOR4 ) CHECK SUM, UPPER 
CL-H(STORO) CLEAR CHECK SUM STORJ\GE 
CL-W(STORl) ClEAR CHECK SUM STORtlGE 
RJP-LIB2 RE/ill CHECK SUMS 
ENT-/\-W(STOR3) 
RPL - A+Y -W (STORO ) ADD LOHER CHECK SUM 
ENT - .:!o. - W (STOR4 ) 
RPL-A+Y-W(STORl) .\DD UPPER CHECK SUM 

JP-LIB2l 
JP-O 
RPL-Y+I-U(STOR2) 
ENT-B2-0 
Em-Bl-ll 
EHT-B3-STORO+B2 
ENT-Q-n 
RJP-READO 

RPr-lO-PJJ./ 
COM -1·t4SK -L (LIB23) AZERO 
JP-LIB5 
RJP-LIB24 
BJP -Bl-LIB4 
BSK-B2-1 
JP-LIB3 
JP-LIB2 

RJP-LIB2 
RJP -RE /illO 
SUB-~\·45-AZERO 
JP-LIB7 
CL·L(STOR2) 
ENT-Bl-5 
ENT·B2-12 
ENT·Q-77 

RJP-READO 
COH-MASK-45-ANOT 
JP-LIBll 
CQM-MASK-42·ANOT 
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JmfP TO TtJ:1N OFF READER 
EXIT 
SET CHECK SUM INDICATOR 
CIE.l\R B2 
SET INDEX 
STORAGE ADDRESS TO B3 
MI\SK TO Q 
READ 

IDENTIFY FlEX CODE 
READ NEXT FR/\ME, CODE NOT IDENTIFIED 
ASSEMBLE 
RE/ill REMi\'INDER OF CHECK SUM 

HE.tID LOHER CHECK SUM 
TO EXIT 

READ CHECK SUM 
RE.tID 
SKIP IF C-R-

ClEAR ADDRESS .ASSEMBLY 
SET INDEX 
SET INDEX 
MASK TO Q 

READ 
SKIP IF NOT CR 

SKIP IF NOT PERIOD CODE 



00435 
FIEX LOi\!) (Cont _ ) 

JP-LIB17 JUMP 
LIB14 RPT-IO-ADV 

LIBl5 

LIBl6 

LIBl7 

LIB20 

LIB21 

LIB22 

LIB23 

LIB24 

CQM-MASK-L(LIB23)AZERO IDENTIFY FLEXCODE 
JP-LIBl3 Nar IDENTIFmD, READ NEXT FRAME 

BJP-BI-LIB16 
BJP-B2-LIB15 
JP-LIB7 
RJP-LIB24 
ENT -A -B2 -AZERO 
JP-LIB12 
ENT-Q-U(B3) 
RPL-Y-Q-W(STORO) 

ENT-Q-L(B3) 
RPL-Y-Q-W(8TORl) 
JP-LIB7 
ENT-A-L(STOR2) 
ISH-A-3 
ADD-/\-B7 
8TR -Pl. -L (STOR2 ) 
ENT -A -Bl- f.zERO 

JP-LIBl3 
ENT-B3-L(STOR2) 
CL-W(B3) 
JP-LIB13-STOp6 
RJP-READO 
CQM-MASK-42-AZERO 
JP-LIBl}+-l 
JP-LIB2l 

ENT-C3-10036 
Er~-A-U(STOR2)1~ar 
JP-O-STQP 
ENT-A-W(STORO)AZERO 
JP-LIB22 
ENT-A-W(8TORl)AZERO 
JP-TCSEO 
JP-O-STOP 

00037-72 
00052-66 
00074-62 
00070-64 
00064-70 
00062-74 
00066-52 
00072-37 

JP-O 
ENT-Q-7 
ENT-/Il.-W(B3 ) 
LSH-A-3 
SEL-SU-B7 
STR-A-W(B3) 
JP-LIB24 
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ASSEMBLE J\DDRESS 
ASSEMBlE CONTENTS 
READ TO NEXT CR 
ASSEMBLE 
SKIP IF B2=O 
REfill rfEXT FRfIME 
UPPER HfLF CONTENTS TO Q 
SUBTRACT FROM CHECK SUM 

LOWER ILfU..F CONTENTS TO Q 
SUBrRACT FROM CHECK SUM 
RE/ill 
f'\DDRESS ASSEMBLY TO A 

ADD ONE DIGIT 

SKIP IF Bl=O 

READ NEXT FRP.ME 
ADDRESS TO B3 
CLE.1ffi J'IDDRESS 
READ CONTENTS 
READ 
SKIP IF PERIOD CODE 
tIDMP 
SWITCH 

DIS.ABIE RE tillER 
CHF.CK SUM INDICATOR TO A, SKIP A=O 

UPPER CHECK sm,1 TO A, SKIP A=O 
CHECK SUM ERROR 
LOHER CHECK smif TO A, SKIP A= 0 
JUMP TO TYPE 

FLEXCODE FOR OCTftL DIGITS 

EXIT ASSEMBLY 
MASK TO Q 
ASSEMBLY TO A 

1\DD ONE DIG IT 
STORE 
EXIT 



BIOCTAL LOAD 
00520 LIB25 RJP-LIB,l READ AND ASSEMBLE ADDRESSES 

STR·Q-L{LIB~) STORE LAST ADDRESS 
LSH-AQ-17 FIRST ADDRESS TO A 
ENT-B,-A STORE IN B, 
CL-W(STORO) CLEAR CHECK SUM STORAGES 
CL-W(STORl) 

LIB26 RJP-LIB,l READ AND ASSEMBLE ONE WORD 
STR-Q-W(B,) STORE 
ENT-Q-U(B,) UPPER HALF WORD TO Q 

RPL -Y+Q -W (STORO ) ADD TO CHECK SUM 
ENT-Q-L(B,) LOWER HALF WORD TO Q 
RPL-Y+Q-W(STOR1) ADD TO CHECK SUM 

LIB27 BSK-B,-O TEST FOR END OF LOAD 
JP-LIB26 CONTINUE 
RJP-LIB,l READ AND ASSEMBLE LOWER CHECK SUM 
SUB-Q-W(STORl)QZERO SKIP IF CHECK SUM CORRECT 
JP-TCSEO CHECK SUM ERROR 

R.1P-LIB,l READ AND ASSEMBLE UPPER CHECK SUM 
SUB-Q-W(STORO)QZERO SKIP IF CHECK SUM CORRECT 

LIB30 JP-TCSEO CHECK SUM ERROR 
ENT-C3-10036 DISABLE READER 
JP-O-STOP 

LIB31 JP-O EXIT, READ AND ASSEMBLE FIVE FRAMES 
ENT-Bl-4 SET INDEX 

LIB32 RJP-READO READ 

LSH-A-,O FRAME TO A UPPER 
LSH-AQ-6 ASSEMBLE IN Q 
BJP-Bl-LIB32 READ NEXT FRAME 
JP-LIB31 TO EXIT 

LIB3, JP-O EXIT, COMPUTE CHECK SUMS 
STR -B6 -L (STOR2) STORE LAST ADDRESS 
STR -~ -U +STOR2) STORE FIRST ADDRESS 
ENT-B -B FIRST AJ)DRESS TO BS 

CL-A 
LIB34 ADD-A-L(B5) ADD LCMER CHEOK SUMS 

BSK-Bs -B8 

JP-LW4 

STR-A-W(STOR1 ) STORE LOWER CHECK SUM 
ENT-Bs-BT RESET BS TO FIRST ADDRESS 
CL-A 

L:rn3s ADD-A-U(BS ) ADD UPPER CHECK SUM 

BSK-Bs -B8 

JP-L:rn3s 

STR-A-W(STORO) STORE UPPER CHECK SUM 
JP-LIB3, TO EXIT 
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BIOCTAL DUMP 
00575 BIOCTLDO RJP·STPCH TUrur ON PUNCH 

RJP·PCHLOO PUNCH LEA.DER 
RJP-LIB33 COMPUTE CHECK SUMS 

BIOCTLD1 JP·BIOCTLD1·ClFULL PUNCH BEGINNING CODE 

ENT·C1e76 
ENTeQ·W(STOR2) ADDRESSES TO Q 
RJP· BIOCTLD3 PUNCH 

BIOCTLD2 ENT-Q·W(B7) WORD TO Q 
RJPeBIOCTLD3 PUNCH 
BSK·B7·B6 TEST FOR END OF Dtn-1P 
JP-BIOCTLD2 CONTINUE 
ENT·Q·W(STOR1) LOWER CHECK SUM TO Q 

RJP·BIOCTLD3 PUNCH 
ENT-Q-vl(STORO) UPPER CHECK SUM TO Q 
RJP-BIOCTLD3 PUNCH 
RJP-PCHLDO PUNCH LEADER 
RJP·PCHLDO ruNCH LEADER 
ENT·C3-10026 DISABLE PUNCH 
JP-O-STOP 

BIOCTLD3 JP-O EXIT, PUNCH FIVE F'Rl-'.MES 

ENT-Bl-4 SET INDEX 
BIOCTLD4 LSH-AQ-6 
BIOCTLD5 JP-BIOCTLD5-ClFULL 

ENT-CI-A PUNCH ONE FRAME 
BJP·BI-BIOCTLD4 PUNCH FOUR MORE FRAMES 
JP-BIOCTLD3 TO EXIT 

PCHLOO JP-O EXIT PUNCH LEADER 
ENT-B1·140 140 FRAMES LEADER 

PCHLDl JP-PCHLD1·ClFULL 
ENT-CI-O 
BJP-Bl· PCmJ)l 
JP-PC1U.OO TO EXIT 

FLEXCODE llJMP 
00635 FLEXDO RJP-STPCH WRN ON ruNCH 

RJP-PCHLOO PUNCH LEADER 
ENT-Q-W(FIEXD14) lEGINNING CODE TO Q 
RJP-BIOCTLD3 PUNCH 

RJP-LIB33 COMroTE CHECK SUMS 
RJP-FIEXD12 PUNCH C_R. 

FI.EXDI ENT-BI-O ClEAR Bl 
JP-FIEXD6 -KEn 

FI.EXD2 ENT-Q-B7 ADDRESS TO Q 
LSH-Q-17 ADDRESS TO Q UPPER 
RJP-FIEXD7 PUNCH 
ENT·B1-B3 LAST DIGIT TO B1 
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0005l 
FIEXCODE DUMP (Cont.) 

ENT-B5-1 SET INDEX 
ENT·Q-W(B7) WORD TO Q 

FIEXD3 JP. FIEXD3 -ClFUll 
ENT-Cl-4 FUNCH SPACE 
RJP-FLEXD7 ruNCH HALF WORD 
BJP-B5-FLEXD3 ruNCH SECOND HALF WORD 
ENT-A-X7777O+BI-ANOT SKIP 1F ADDRESS OOES NOT END TIl 7 
RJP-FLEXD12 roNCH C_R_ 

RJP-FLEXD12 PUNCH C.R. 
FLEXD4 BSK-B7-B6 TEST FOR END OF ruMP 

JP-FLEXDl CONTINUE 
ENT -Q -W (FLEXD15) END CODE TO Q 
RJP -BIOCTLD3 ruNCH 
ENT-Q-W(STORO) UPPER CHECK SUM TO Q 
RJP-FLEXD7 PUNCH 
RJP-FLEXD7 PUNCH 

RJP-FLEXD12 PUNCH C.R. 
ENT-Q-W(STORl) LOWER CHECK SUM TO Q 
RJP-FLEXD7 PUNCH 
RJP-FLEXD7 PUNCH 
RJP-PCHLDO PUNCH lEADER 
RJP-PCHLDO roNCH LEADER 
ENT-C3-10026 DISABLE FUNCH 
JP-O-STOP 

FIEXD6 ENT-Q-W(B7) WORD TO Q 
LSH-AQ-36-AZERO WORD TO A, SKIP IF A=O 
JP-FLEXD2 JUMP TO ruNCH 
JP-FLEXD4 BY PASS ruNCH 

FLEXD7 JP-O EXIT, ruNCH FIVE FRAMES 
ENT-B2-4 SET INDEX 

FLEXDIO LSH-Q-3 
ENT-LP-7 ONE DIGIT' TO A 

ENT-B3-A ONE DIGIT' TO B3 
FLEXDll JP-FLEXDU-ClFUll 

ENT-CI-U(LIB23+B3) PUNCH ONE DIGIT' 
BJP· B2 -FLEXDIO NEXT DIGIT' 
JP·FLEXD7 TO EXIT' 

FLEXD12 JP-O EXIT', ruNCH C_R_ 
FIEXD13 JP-FLEXD13 -ClFUll 

ENT-Cl-45 

JP-FLEXD12 TO EXIT 
FLEXD14 00456-06045 JEGINNING CODE FOR FIEX llJMP 
FLEXD15 42424-50000 END CODE FOR FLEX OOMP 
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swrr:ocHER 
00724 SWITCHO JP-BIOCTLDQ-KEY2 BIOCTAL IXJMP IF KEY2 

JP-FIEXDO -KEY:? FIEX OOMP IF KEY:? 
SWITCH2 RJP-TORO 
SW~ RJP-READO 

JP-SWITCHJ. -AZERO 

ENT-Q-TI 
COM -MASK e 76-ANOT 
JP-LIB25 BIOCTAL LOAD 
COM -MASK -45 -AZERO 
JP-TFEO 
RJP-READO 
COM -MASK -60 -ANOT 
JP-LIBO FlEX LOAD 

CQM-MASK-;;-AZERO 
JP-TFEO 
JP-RTCLO RELATIVE LOAD 

STORlO 0-0 

C<:m'U'lE CHECK SUMS ON UTILITY PACKAGE 
00745 CSUPO CL-A 

RPr -SWITCHJ. +6 -PJN 
ADD-A-U(INSPrO ) 
SUB-A-W(CSUP2)AZERO TEST UPPER CRECK SUM 

JP-TCSEO 
CL-A 
RPl' -SWITCHJ.+6 -PJJV 
ADD-A-L(INSPI'O ) 
SUB-A-W(CSUP;)AZERO TEST LOWER CHECK SUM 
JP-r:ocSEO 
ENT-A-W(CSUP1)SKIP 

CSUPl JP-SWITCHO 

STR-A-W(O) 
JP-O-STOP 

READO JP-O READ A FRAME TO A 
READl JP-RE.AD1·ClEMPI'Y 

STR-CI-A 
JPeREADO .. 
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AN/USQ-20 WIRED BOOTSTRAP PROGRAM 

The AN/USQ-20 Unit Computer contains a l6-word auxiliary memory in addition to the large 

main memory. This auxiliary memory is semipermanently wired and operates in a nondes­

tructive read-out mode. It is used to contain a bootstrap (program-load) routine to facilitate 

rapid read-in of all-purpose utility routines. 

Instructions listed in Table E3-1 are wired into the semipermanent wired-core memory of the 

AN/USQ-20 Unit Computers. 

This wired bootstrap reads in a paper-tape bootstrap of bioctal format (beginning code of 76) 

containing 136 octal instructions; the instructions are stored in main memory Addresses 

00140 through 00275. Load information, beginning and last addresses, and the two words of 

check-sum found at the beginning and end of the tape are stored at Addresses 00136, 00137, 

00276, and 00277. On completion of the load, program control is given to Address 00140. 

The bootstrap tape requires no positioning in the reader and is read into the computer in the 

forward direction; only 6-level tape is acceptable. To initiate the bootstrap routine at the con­

sole, the operator master clears the computer and sets the AUTOMATIC RECOVERY switch 

to the DOWN position. 

If the AUTOMATIC RECOVERY switch is in the UP position when a computer fault occurs, the 

Wired-memory mode is set and the instruction at Address 00000 of wired memory is executed. 

This automatically causes read-in of the bioctal bootstrap tape which has previously been 

placed in the reader. 

The tape that is read into the AN/USQ-20 Unit Computer by the Wired-memory bootstrap con­

tains instructions to perform the following functions: 

1) Bioctalload with automatic check-sum computation. 

2) Incorrect format detection. 

3) Check sum the load of the bootstrap tape. 
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TABLE E3-1. WIRED BOOTSTRAP INSTRUCTIONS 

00000 12100 00000 CL_B1 
Set counter, fault address 

00001 12200 40040 ENT-B 
2 

-40040 Initialize, reader code 

00002 13j30 00001 Ex Fct-C
j
-W(01) Enable reader 

00003 10000 00000 CL-Q Clear assembly word. 

00004 73j30 00017 IN-C
j
-W(17) Buffer 1 frame 

00005 62jOO 00005 JP-05- C
j 

ACTIVEIN Wait on frame 

00006 05000 00006 LSH-Q-6 Normalize 

00007 26430 00136 ADD-Q-W(136)QZero Form word, test 76 

00010 11401 00000 
1 

ENT-A-B -AZero 76 code found 

00011 72200 00004 
2 

BJP-B -04 Test frame index 

00012 14031 00136 
1 

STR-Q-W(136+B ) Store word 

00013 12200 00004 
2 

ENT-B -4 Set frame index 

00014 71100 00141 
1 

BSK-B -141 Test word index 

00015 61000 00003 Jp-03 Repeat 

00016 61000 00140 Jp-140 To check cksum 

00017 00136 00136 00136-00136 Buffer address 

4) Store Switcher Jump and Fault Jump. 

The wired-memory bootstrap loads the bootstrap tape and jumps to Address 00140. Address 

00140 gives program control to the internal check-sum routine which compares the computed 

check-sum words with the two words loaded from the tape. This routine disables the reader, 

clears the wired-memory mode, and drops the interrupt lockout. It places a Jump-to-Address 

00000 at the fault entrance address, Address 00000, and places jump to the switcher at Address 

00001. Address 00001 retains program control with a key-stop option (Key 7). If the check­

sum computation is incorrect, the FAULT light on the punch tape unit is lighted and registers 

A and Q are set to all ones and/or the computer will "hang-up" (see Figure E3-1). 
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The bioctal load routine entered on the bootstrap tape reads any bioctal tape and stores it in 

a specified memory area. If desired, any other program in bioctal format can be physically 

contained on this same tape, separated by leader; by not exercising the key-stop option, this 

program is loaded in memory with the one operation. 

00000 

Automatic Bootstrap 

00017 

Assigned Memory 

00140 

Bioctal Load 

Routine with 

Automatic 

Check-Sum 

Computation 

00235 

Switcher 

Error Indication 

Routine 

Internal 

Check-Sum Routine 

00276 

Check-Sum Words 

00300 

Figure E3-1. Memory Locations Used by Automatic Bootstrap 
and Bootstrap Tape Programs 
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PAPER-TAPE CONTROL PROGRAM 

FOR AN/USQ-20 COMPUTER 

1. BASIC INFORMATION 

The Paper-Tape Control Program (PTCP) described herein becomes an integral part of the 

NTDS Utility System for AN/USQ-20 Computers; it may, however, be used independently as a 

paper-tape utility routine * . 

As defined in Section E3, "AN/USQ-20 Wired Bootstrap Program", activation of the Wired 

Bootstrap Program first causes read-in of a bootstrap tape. The tape bootstrap routine then 

causes a subsequent read-in of the PTCP tape which is in bioctal format. 

Including the Bioctal Load routine of the bootstrap tape, the PTC P p'~rforms the following op-

erations: 

1) Bioctal Load 

2) Bioctal Dump 

3) Bioctal Check-Read 

4) Relative-Bioctal Load 

5) Flex Load 

6) Flex Dump 

7) Store Q 

8) Inspect And Change 

The CS-1 Compiler produces output formats consistent with those required for handling by the 

PTCP. For a detailed description of these formats see NTDS Technical Note No. 220, CS-l 

Utility Package, or NTDS Technical Note No. 243, NTDS Utility System. 

The switcher of the PTCP supersedes the switcher of the bootstrap program; therefore, the 

switcher of the PTCP routes a request to the appropriate routine for any of the operations list­

ed. The jump-to-the-switcher at Address 00001 remains valid; hence, the program is initiated 

*The PTCP performs the same paper-tape control functions for the AN/USQ-20 as the 

CS-1 Utility Package performs for the AN/USQ-17. 
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by setting the P register to either 00001 or 00235. 

2. OPERATIONS DEFINITIONS AND PROGRAM FORMATS 

A. BIOCTAL LOAD 

A Bioctal program must begin with a 76 (code for Bioctal tape). Immediately after the 76, 

initial and final addresses of the program are loaded, and the rest of the tape is loaded with­

out additional addresses in the program. Because of the delimiting addresses, the load will 

stop immediately after an automatic check sum is completed without an end code. 

B. BIOCTAL DUMP 

The Bioctal Dump routine is initiated manually by the operator at the console. The output, 

on perforated paper tape, is the 76 code followed by 1) initial and final addresses of the 

program being dumped, 2) contents of the included memory addresses, and 3) check sums. 

Output does not indicate each individual memory address from which the content is dumped 

(other than the initial and final addresses). 

C. BIOCTAL CHECK-READ 

The Bioctal Check-Read routine enables the computer to check an absolute bioctal perforated 

tape against its associated core-memory cells. Objectively, the task assures good bioctal 

dumps. If the Check-Read detects a discrepancy, the A register holds the tape word, the Q 

register holds the memory word, and the computer stops. The address of the discrepancy 

appears in the B 
4 

register. The operator may then check to determine the cause of the dis­

crepancy; he is able to continue the Check-Read from that point. 

D. RELATIVE-BIOCTAL LOAD 

A Relative-Bioctal program must begin with a 75 (code for relative-bioctal tape). The en­

tire program must be written relative to zero. A numeric code preceding each programmed 

instruction tells the computer how to modify the instruction for storage at a modified address. 

A control digit of 7, followed by a check sum, terminates the load and initiates an automatic 

check-sum computation. 

E. FLEX LOAD 

A Flex program must begin with a 45 code (carriage return), followed by a 60 code (8), 

followed by a 45 code. If check sums are required, two 60 codes appear between the 45 codes. 

Each instruction of a flex tape is preceded by a 5-digit address, the addresses need not be 
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sequential. The next 10 octal characters comprise the instruction word. All other character 

codes including the notes are ignored. A return indicates the end of the instruction. An end 

code of double period ( .. ), followed by check sum, terminates the load and initiates an auto­

matic check-sum computation. 

F. FLEX DUMP 

The computer operator initiates manually the Flex Dump routine at the console. The "88" 

format (with the check sum at the end) is the only one dumped. The output on perforated 

paper tape includes both the addresses and the contents of the memory locations being dumped. 

G. STORE Q 

The Store-Q function permits the computer operator to load an area of memory with a value 

which he manually enters into the Q register. The first and last addresses of the area which 

is to be filled are specified in the B registers. If Q = 0, the area is cleared. 

H. INSPECT AND CHANGE 

The Inspect and Change routine causes the contents of a specified address to be entered into 

registers A and Q. ContentofQmay then be changed manually; content of A serves as a visual 

aid. Content of Q is then returned to the address from which it was taken. The inspection 

address need be entered only the first time; thereafter, contents of sequential addresses will 

be brought into registers A and Q with each successive performance of the Inspect and Change 

function. Should the operator wish to inspect the contents of some address other than the next 

sequential address, he may do so by setting the new address before returning contents of Q. 

3. OPERATING INSTRUCTIONS 

1) To load Paper-Tape Control,Program 

a) Place tape in reader (need not be positioned) 

b) Master clear the computer 

c) Depress AUTOMATIC RECOVERY switch 

2) Error Detection 

a) Format error - Q and A are set to all ones 

FAULT light on punch-tape unit is lighted 

Computer hangs up 
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b) Check-sum error - same as for format error 

3) Flex, Bioctal, or Relative-Bioctal Load 

a) Place tape in reader 

b) Master clear the computer 

c) Set B4 to base address for Relative-Bioctal Load 

d) Set P to 1 and start 

4) Bioctal Dump 

a) Master clear the computer 

b) Set Key 2 

c) Set beginning address in B6 

d) Set last address in B
5 

e) Set P to 1 and start 

5) Bioctal Check-Read 

a) Master clear the computer 

b) Set Key 1 

c) Set P to 1 and start 

6) Flex Dump 

a) Master clear the computer 

b) Set Key 3 

c) Set beginning address in B6 

d) Set last address in B5 

e) Set P to 1 and start 

7) Store Q 

a) Master clear the computer 

b) Set data to be stored in Q 
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c) 
6 

Set B to base address of storage area 

d) 5 Set B to last address of storage area 

e) Set P to 750 and start 

8) Inspect and Change 

a) Master clear the computer 

b) Set inspection address in B4 

c) Set P to 760 and Start 

Contents of the address will appear in registers A and Q; the address will 
. B3 appear In . 

d) Make desired change in Q. 

e) Start 
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TELETYPE PAPER-TAPE CONTROL PROGRAM 

FOR AN/USQ-20 COMPUTER 

1. BASIC INFORMATION 

The Teletype Paper-Tape Control Program (PTCP-TWX) described herein becomes an in­

tegral part of the NTDS Utility System for the AN/USQ-20 computers. It may, however, be 

used independently as a paper-tape utility routine. 

As defined in Section E3, "AN/USQ-20 Wired Bootstrap Program", activation of the wired 

bootstrap first causes read-in of a bootstrap tape. The tape bootstrap routine then causes a 

subsequent read-in of the PTCP tape which is in bioctal format. 

Including the bioctal load routine of the bootstrap tape, the PTCP -TWX performs the following 

ope rations: 

1) Bioctal Load 

2) Bioctal Dump 

3) Bioctal Check-read 

4) Relative -bioctal Load 

5) Teletype Load 

6) Teletype Dump 

7) Store Q 

8) Inspect and Change 

With the exception of Teletype format on paper tape, the CS-1 Compiler produces output 

formats which are consistent with those necessary for handling by the PTCP. For a detailed 

description of these formats see Section E2, "CS-1 Utility Package," or Section E1, "NTDS 

Utility System". The Teletype format on paper tape is anologous to the Flex format which is 

described in the above sections. Teletype code, of course, is used in place of the Flexowriter 

code. In addition, the following requirements must be adhered to when producing a paper 

tape on the Teletype: 
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1) A carriage return must be followed by a "line feed" 

2) Leader must be a "letters" code (37). 

The switcher of the PTCP supersedes the switcher of the bootstrap program; therefore, the 

switcher of the PTCP routes a request for any of the functions listed above to the appropriate 

routine. The jump-to-the-switcher at address 00001 remains valid; hence, the program is 

initiated by setting the P register to either 00001 or 00235. 

2. OPERATION DEFINITIONS AND PROGRAM FORMATS 

A. BIOCTAL LOAD 

A Bioctal program must begin with a 76 (code for Bioctal tape). Immediately after the 76, 

the initial and final addresses of the program are loaded and the rest of the tape is loaded 

without additional addresses in the program. Because of the delimiting addresses, the load 

will stop immediately after an automatic check sum is completed without an end code. 

B. BIOCTAL DUMP 

The Bioctal dump routine is initiated manually by the operator at the console. The output, 

on punched paper tape, is the 76 code followed by: 1) the initial and final addresses of the 

program being dumped, 2) the contents of the included memory addresses, and 3) the check 

sums. Output codes do not indicate each individual address in memory from which the con­

tent is dumped, other than the initial and final addresses. 

C. BIOCTAL CHECK-READ 

The Bioctal Check-read routine enables the computer to check an absolute bioctal punched 

tape against its associated core memory cells. Objectively, the task assures good bioctal 

dumps. If the check-read detects a discrepancy, the A register holds the tape word, the Q 

register holds the memory word, and the computer stops. The address of the discrepancy 

appears in the B 
4 

register. At this time, the operator may check to determine the cause of 

the discrepancy; he is able to continue the check-read from this point by depressing the 

HIGH SPEED switch. 

D. RELATIVE-BIOCTAL LOAD 

A Relative-bioctal program must begin with a 75 (code for relative-bioctal tape). The entire 

program must be written relative to zero. A numeric code preceding each programmed in­

struction tells the computer how to modify the instruction for storage at a modified address. 
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A control digit of 7, followed by check sum, terminates the load and initiates an automatic 

check-sum computation. 

E. TELETYPE LOAD 

A Teletype program must begin with a 02, a 10, and a 33 code (carriage return, line feed, 

and figures) followed by a 14 code (8) followed by a 02 and a 10 code. If check sums are re­

quired, two 14 codes (88) appear. Each instruction of a Teletype tape is preceded by a 5 -digit 

address, the addresses need not be sequential. The next 10 octal characters comprise the 

instruction word. All other character codes including the notes are ignored. The codes 02 

and 10 (carriage return and line feed) indicate the end of the instruction. An end code of 

double period ( .. ) terminates the load. If there is a check sum, it follows the double periods 

and is computed automatically by the load routine. The TWX load may be loaded via the high­

speed reader or by the Teletype reader. Adjustments for tape width are made at the respec­

tive readers. When producing a Teletype tape on the Teletype, the following considerations 

should be adhered to: 

1) A carriage return must be followed by a line feed 

2) Leader must be a letters code (37) 

3) To stop Teletype reader, two blank frames must follow the double periods. 

See Figure 1 for example of Teletype format on paper tape. 

F. TELETYPE DUMP 

The computer operator manually initiates the Teletype Dump routine at the console. The" 88" 

format (with the check sum at the end) is the only one dumped. The output on punched paper 

tape includes both the addresses and the contents of the memory locations being dumped. The 

TWX dump may be via the high-speed punch or via the Teletype. 

G. STORE Q 

The Store Q function permits the computer operator to load an area of memory with a value 

which he manually enters into the Q register. The first and last addresses of the area which 

is to be filled are specified in the B registers. If Q = 0, the area is cleared. 

H. INSPECT AND CHANGE 

The Inspect and Change routine causes the contents of a specified address to be entered into 

registers A and Q. The contents of Q may then be changed manually, with A serving as a 
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NOTE: 

SEVEN-LEVEL COMPUTER CODE 

FIVE-LEVEL 

TELETYPE CODE 

r-

0 0 • 0 0 0 LEADER, 

0 0 • 0 0 0 (TELETYPE 

0 0 • 0 0 0 CODE 37) 

• 0 CARRIAGE RETURN 

0 • LINE FEED BEGINNING 

0 0 • 0 0 TELETYPE CODE 33 CODES 

0 • 0 8 

0 • 0 8-IF CHECKSUM PRESENT 

• 0 CARRIAGE RETURN 

LINE FEED 

t 
ADDRESSES, CONTENTS 
AND NOTES IF 
DESIRED 

l 
0 CARRIAGE RETURN 

0 • LINE FEED 

• 0 0 0 PERIOD } STOP 

• 0 0 0 PERIOD CODE 

f 
UPPER CHECKSUM 

LOWER CHECKSUM 

i 
TWO 

• BLANK 
I 
I • FRAMES 
I 
I 0 0 • 0 0 0 
I TRAILER 
I 0 0 • 0 0 0 L_ 

A TELETYPE CARRIAGE RETURN MUST BE FOLLOWED BY A LINE FEED, A SINGLE 

BEGINNING CODE OF 8 INDICATES NO CHECKSUM WHILE AN 88 CODE REQUIRES 

CHECKSUM WORDS TO BE PRESENT. SEE TECHNICAL NOTE NO. 238, FUNCTIONAL 

SPECIFICATIONS FOR THE SERVICE TEST TELETYPE ADAPTER. 

Figure E5-1. Teletype Format on Paper Tape 
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visual aid, Q is then returned to the address from which it was taken. The inspection ad­

dresses will be brought into A and Q with each successive performance of the Inspect and 

Change function. Should the operator wish to inspect the contents of some address other than 

the next sequential address, he may do so be setting the new address before returning Q. 

3. OPERATING INSTRUCTIONS 

1) To load Paper Tape Control - TWX Program 

a) Place tape in reader (need not be positioned) 

b) Master clear the computer 

c) Depress AUTOMATIC RECOVERY switch 

2) Error Detection 

a) Format error - Q and A are set to all ones 

FAULT light on punch-tape unit is lighted 

Computer hangs up 

b) Check-sum error - same as for format error. 

3) TWX, Bioctal or Relative -bioctal Load 

a) Via the high-speed reader 

1 Place tape in reader 

~ Master clear the computer 

3 Set B4 for base address of relative-bioctalload 

-.i. Set P to 1 and start 

b) TWX via the Teletype reader (for tapes of Teletype format only) 

1... Place tape in reader on special leader (37 codes) 

2 Position switch on reader to RUN 

3 Master clear the computer 

4 Set Key 1 and 3 

5 Set P to 1 and start 

(Computer hangs up to permit execution of step.2.. 

6 Depress the SEND button on the Teletype 
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4) 

5) 

6) 

Bioctal Dump 

a) Master clear the computer 

b) Set Key 2 

c) Set beginning address in B 6 

d) Set last address in B5 

e) Set P to 1 and start 

Bioctal Check-read 

a) Master clear the computer 

b) Set Key 1 

c) Set P to 1 and start 

TWX Dump 

a) Master clear the computer 

b) Set Key 3 to dump on high-speed punch or set Key 2 and Key 3 to dump on Tele­

type 

c) Set beginning address in B6 

d) Set last address in B
5 

e) Set P to 1 and start 

7) Store Q 

a) Master clear the computer 

b) 

c) 

Set data to be stored in Q 

6 Set B to base address of storage area 

d) 5 
Set B to last address of storage area 

e) Set P to 750 and start 

8) Inspect and Change 

a) Master clear the computer 

b) Set inspection address in B4 
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c) Set P to 760 and start 

Contents of the address will appear in A and Q registers; the address will 
. B3 appear In . 

d) Make desired change in Q 

e) Start 
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PROGRAMMERS' GUIDE 

Addendum 

~1/06 

The enclosed material entitled Teletype Paper- Tape Control Pro­

gram for AN jUSQ-20 Computer is to be inserted into RRU docu­

ment PX 1493, Programmers' Guide, as Section E5. 
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MACHINE CODE CHART 
(Applicable to the AN/USQ-17 Computers Only) 

o I SHIFT Q RIGHT ........................ ·SHIFT (a) RIGHT BV (V) 
02 SHIFT A RI GHT ......................... SHIFT (A) RI GHT BV (V) 
03 SHIFT Aa RIGHT ........................ SHIFT (Aa) RI GHT BV (V) 

04 COMPARE ..... ························ SENSE (j) (A)i = (A~ * 
05 SHIFT a LEFT .......................... SHIFT (a) LEFT BV (V) 
06 SHIFT A LEFT .......................... SHIFT (A) LEFT BV (V) 
07 SHIFTAa LEFT ..................... ··· .SHIFT(Aa) LEFT BV (V) 
10 ENTER a ............................. ·(V)-+a 
I I ENTER ACCUMULATOR ................. ·(V)-+A 

I 2 ENTER B REGiSTER···················· ·(v) -+ (B)j 
I 3 ENTER C REGiSTER ..................... (V)~(Clj 
I 4 STORE a ............................. .< Q)-+ V 
15 STORE ACCUMULATOR .................. (A)-. V 
I 6 STORE B REGI STER .................... .( B)j + V 
I 7 STORE C REGI STER ..................... ( C)j + V 
20 ADD .................................. (A) + (V)-+A 
21 SUBTRACT ............................. (A) - (V)~A 
22 MULTIPLV .............................. {Q)(V)-+AQ 
23 DiViDE ................................ (Aa)/ (V)-+a,R ....... Af 
24 ADD REPLACE ......................... (A) + (V)+ V SA 
25 SUBTRACT REPLACE .................... (A) - (V) + V SA 
26 a ADD ...... -.......................... (a) + (V)+ a. {A)i =(A)f 
27 aSUBTRACT ........................... {a) - (V)-+Q. (A)j=(A)f 
30 LOAD A ADD a .......................... (V) + (a)~ A 
31 LOAD A SUBTRACT a .................... (V) - (Q)-+A 
32 ADD a AND STORE ...................... (A) + (a) -+ V SA 

33 SUBTRACT a AND STORE ..............•. (A) - (a) + V SA 
34 REPLACE ADD a ........................ (V) + (a) .... V SA 
35 REPLACE SUBTRACT Q .................. (V) - (a)-+ V SA 
36 REPLACE ADD ONE ................ : ..... (V) + I -+ V SA 
37 REPLACE SUBTRACT ONE ................ (V) - I -+ ~ S A 
40 ENTER LOGICAL PRODUCT ................ L(V)(a) -+- A 
4 I ADD LOGICAL PRODUCT .................. L (V )(a) + (A)" A 
42 SUBTRACT LOGICAL PRODUCT ............ (A)-L{vHa)-+ A 
43 MASKED COMPARISON .............••.... {A)-L{Y}{a),SENSE (j).{Al+L{V){a). {A)j • (A)f 
44 REPLACE LOGICAL PRODUCT ............. L(V)(Q)+ V S A 
45 REPLACE ADD LOGICAL PRODUCT ........ L(V){Q)+(A)+VSA 
46 REPLACE SUBTRACT LOGICAL PRODUCT ... (A)-L(V){Q)-+-VSA 
47 STORE LOGICA L PRODUCT ............. L(A)(Q) -+V. (A)j = (A)f 
50 SELECTIVE SET ...................•.... SET (A)n FOR (V)n = I 
5 I SELECTIVE COMPLEMENT ..........•.... COMPLEMENT (A)n FOR (V)n ·1 
52 SELECTIVE CLEAR .................... CLEAR (A)n FOR (V)n = I 
53 SUBSTITUTE ........................... (V )n-+ (A )n FOR (Q)n = I 
54 REPLACE SELECTIVE SET .............•. SET(A)n FOR (V)n =I,-+VSA 
55 REPLACE SELECTIVE COMPLEMENT ...... COMPLEMENT (A)n FOR (V)n = 1,+ V SA 
56 REPLACE SELECTIVE CLEAR ........... CLEAR (A)n FOR (V)n ·I, .... VSA 
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57 REPLACE SUBSTITUTE ................... (Y ~ -+(A)" FOR (0)" = I, -+ Y 
60 ARITHMETI C JUMP. ..................... j = O. NO JUMP; J ~ O. JUMP * 
6 I MANUAL JUMP. ......................... JUMP * 
62 INPUT JUMP. ........................... (C)j FULL JUMP TO ADDRESS (Y) 
63 OUTPUT JUMP. ......................... (C)j EMPTY JUMP TO ADDRESS (Y) 
64 ARITHMETIC RETURN JUMP .............. j =0 NO JUMP; j ~ 0 JUMP TOY + I, P -+ Y * 
65 MANUAL RETURN JUMP .................. RETURN JUMP, STOP IF KEY SET * 
66 tNPUT RETURN JUMP .....•.............. (C)j FULL RETURN JUMP TO ADDRESS (Y) 
67 OUTPUT RETURN JUMP. .................. (C)j EMPTY RETURN JUMP TO ADDRESS (Y) 

70 INITIATE REPEAT, ...................... EXECUTE Nl (Y) TIMES * 
71 INDEX SKI~ ............................ (B)j = (Y) SKIP NI, CLEAR Bj; (B) j ~ (Y) ADV Bj, RNI 
72 INDEX JUMP. ........................... (B)j = 0 READNI i (B)j~O(B)j-I,JUMPTOADDRESS (Y) 
73 (TO BE REVISED) 
74 (TO BE REVISED) 
75 INITIATE INPUT BUFFER ................. k = 3, (Y ).0000jik~3'(Y)L"'(0000j}L,SET(d) TO 4 

76 INITIATE OUTPUT BUFFER ............... k = 3,(Y).0000j;k~3'(Y)L+ (OOOOj )L' SET (d) TO 6. 

J DESIGNATORS FOR. COMMANDS 
j 04 60 61 64 65 70 

OINO SKIP NO JUMP JUMP NO JUMP RET JUMP NOTE I 

I SKIP JUMP JUMP KEY I RET JUMP JUMP KEY I 
.. 

2 
2 SKIP (y) S (0) JUMP 0 POS JUMP KEY2 JUMP 0 POS JUMP KEY 2 

.. 
3 

~ SKIP (Y) > (0) JUMP 0 NEG JUMP KEY 3 JUMP 0 NEG JUMP KEY 3 
II 4 

4 SKIP (O) ~ (Y}AND(Y»(A) JUMP A- 0 JUMP. STOP JUMP A= 0 JUMP, STOP NOTE I 

5 SKIP (Q) < (Y) OR(Y)S (A) JUMP A~ 0 JUMP. STOP KEY 5 JUMP A ~ 0 JUMP, STOP KEY 5 
--n 

2 
Ei SKIP (Y) s (A) JUMP A POS JUMP. STOP KEY 6 JUMPA POS JUMP. STOP KEY6 ~ 
1 SKIP (Y) > (A) JUMP A NEG JUMP, STOP KEY 7 JUMP A NEG JUMP, STOP KEY 7 

II 
4 

NOTE I: REPEATED INSTR UNMODIFIED 

NOTE 2:ADV EXC ADDRESS EACH EXC 

NOTE 3: BACK EXC ADDRESS EACH EXC 

NOTE 4: ADD (B)b EACH EXC 

DESIGNATORS 
j k 

READ STORE 
REPLACE 

READ STORE 
0 NO SKIP (U )L~X 1I O~Xu (X)~ 0 NOT USED 
I SKIP (Z)L~XL' O~ Xu_ illL~ YL (Z)L~ XL (X)L~YL_ 
2 ISKIP a POS I( Z)U~XL' O~Xu_ ~L~YU (Zl..~ Xl: (X)l:~YU-
3 SKIP 0 NEG I(z)~x i(x) ~Y (Z)'~ x (X)~Y 

4 SKIP A = 0 (U)c~XL,illI4 ~Xu (X) ~A NOT USED 
.5 SKIPA ~ 0 (Z). ~ XU(Z )'4:> XII (X)c-?YL (Z). ~Xl' (Z )14:> Xu (X)L~ YL-
6 SKIPA POS (Z).~ XLm~X-'L (X)'~ Yu (Z)u~Xl'(Z)29> X" (X)L~ YII 
7 SKIP A NEG (A) ~X (X)'~ Y NOT USED 

Fl-2 



SECTION F2 

MACHINE CODE CHART 

(for AN/USQ-20 COMPUTERS) 



NTDS 
AN/USQ-20 

01 Right SHift. Q •••••••••• Shift (a) Right by Y 
02 Right SH itt • A •••••••••• Shift (A) Right by Y 
03 Right SHift. AO ••••••••• Shift (AO) Right by Y 
04* COMpare • A,·O,·AO •••••• Sense (j); (Ali = (A)f 
05 left SH ift • O ••••••••••• Shift (a) left by Y 
06 left SHift. A •••••••••• Shift (A) Left by Y 
07 left SHift. AO •••••••••• Shift (AO) Left by Y 
10 ENTer. a • • • • • • • • • • • • •• Y -+ a 
II ENTer. A 0 0 •• 0 ••• o. • • •• Y -. A . 
12 ENTer. Bn • •• • • • • • • • • •• Y ~ BJ 

..co.. 

13" EXternal - FunCTion. Cn •••••• j¢o or 1,(Y)-+CJ.j=O or I, See Note. 
14 SToRe· a ••••••• 0 0 ••••• (a) -+Y; k=O,O'-+O 
15 SToRe. A •••••••••••••• (A).~Y; k=4,A'-+A 
16 SToRe. Bn ••••••••••••• (B)J~ Y 
17" SToRe. C~ ••••••••••••• (C)j~ Y 
20 ADD. A. • • • • • • • • • • • • • • (A) + Y -.. A 
21 SUBtract. A •••••••••••• (A) - Y ~ A 
22 MUltiply ••••••••••••••• (a) Y -+ AO 
23* DIVide •••••••••••••••• (AO) I Y -.. O. R ~Af 
24 RePlace • A + Y •••••••••• (A) +(Y) ---+ Y 81 A 
25 RePlace • A -Yo ••••••••• (A) -(Y)---+ Y 81 A 

UNIT 

26: ADD • a .: ••••••••••••• (a) ~ Y ---+0. (A).i:(Alt} j interpretation 
27 SUBtract a ••••••••••• (a) Y -+O.(A) 1- (A)f reversed for ASO 
30 ENTer • Y + O. • • • • • • • • •• Y +(0) -+ A 
31 ENTer. Y - O. • • • • • • •• •• Y -(a) -+ A 
32 SToRe. A + Q ••••••••••• (A) +(0) -.. Y a A 
33 SToRe. A-a ••••••••••• (A)-(O)-+ Y a A 
34 RePlace. Y+O •••••••••• (V) +(0)-+ Y a A 
35 RePlace. Y-O •••••••••• (Y) -(a) -+ Y a A 
36 RePlace. Y+ I •••••••••• (y) + I ...... VaA 
37 RePlace. Y -I •••••••••• (Y) - I ~ Y a A 
40* ENTer • lP** •••••••••• L[Y(0)]-+A;j=2,even parity;j=3,odd parity 
41 ADD. lP •••••••••••••• L[YlO)]+(A)~A 
42 SUBtract. lP ••••••••••• (A) - LfYlO)] ...... A 
43 COMpare • MASK ••••••••• (A) - L YlO)jSENSE ij),(A)+L[V(O)]i (A)j=(A)f 
44* RePlace • lP ••••••••••• L(Y)(O)-+Y SAi j=2,even parityd=3,ocId parity 
45 RePlace • A +LP ••••••••• L(Y)(O) + (A) -+ yaA 
45 RePlace • A -LPo • 0 00 0 • 0 • (A)-l(Y)(O) .... YaA 
47 SToRe • lP 0 0 0 0 0 • 0 0 •• 0 0 L(A)(O) ...... Yi (A)i = (A)f 
50 SELective • SET o. 0 0 0 0 0 0 SET (A)n FOR Y n = I 
51 SELective • Cp* * • 0 • • • •• COM PLEM ENT (A)n FOR Y n = I 
52 SELective • CL** ••• 0 • o. CLEAR (A)n FOR Y n =1 
53 SELective • S U * * . . 0 • • •• Y n .... {A)n FOR (Q In = I 

COMPUTER 
1<~ ~ 1~di<m4 

54 Replace SElective • SET 0 0 0 • 0 SET (Aln FOR (Y)n = I, -+ Y a A 
55 Replace SE lective • CPo • • • 0 • COM PLEMENT (A)n FOR (Y)n = I, -+ Y a A 
56 Replace SElective • CL. • • • • 0 CLEAR (A)n FOR (Y)n = I, ---+ Y a A 
57 Replace SElective • SUo 0 00 0 0 {Y)n ---+ (Aln FOR (O)n = I, -. Y 
60 JumP (arithmetic) 0 •• 0 0 0 0 • }Jump to Y if j-c~nditio.n is satisfied. 
61 Jum P (manua J) ••••• 0 0 0 • 0 (see JP a RJP. 1 - Designators) 
62" JumP (if .Cn has ACTIVE Jump to Yif ci input } 

INput buffer) • o ••••• 0 buffer active ~ lsee JP 81 RJ P 
63'" JumP (if. Cn has ACTIVE Jump to Y if cj output j - Designators) 

OUTput buffer) ••••• 0 0 buffer active 
64 Return JumP (arithmetic).o o. }JumptOY+1 and P+I~YLif jcondition is 
65 Return JumP (manual). • 0 0 0 0 satisfied (see JP a RJP j - Designators) 
66'" TERMinate • Cn • INPUT. 0 0 ••• Terminate input buffer on channel j 
67'" TERMinate. Cn • OUTPUT •••• Terminate output buffer on channel j 
70* RePeaT •.••••••••••••••• Ex~cute N I Y times .. 
71 BSK ip • Bn .............. (B)l =Y, skip NI and clear {B)l I (B)l ¢ Y, 

Advance Bi and read N I 
72 BJump. B~ •.••••••.•••• (Blj =0, read NI ; (B)j ¢ 0, (B)j-l and 

jump to address Y 

73'" INput. Cn (without monitor mode). Buffer IN on cj. k = 3, (Y). (OOIOO + j) ; 
k = I, {Y)':+ {OOlOO+ i)u 

..co.. k =0, Y -+ (OOIOO+J\. 
74" OUTput. Cn(without monitor mode). Buffer OUT on Cl

i k = 3, (y) ... (00120+j); 

E = I, (YlL'" (00120+ I)l; 
... k =0, Y ...... (00120+j )l' 

75'" INput. Cn (with.MONITOR mode). Buffer IN on Cl with mono 
k = 3, (Yl -+ (00100 + jl ; 
k = I, {Y)l-+(OOIOO+j)Li 
k =0, Y ~ (OOIOO+j)L' 

J!' mono inter. at 00040+j 
76" OUTput.Cn(with.MONITOR model. Buffer OUT on Cl with mono 

k = 3, (Y) -"(00120 + j>; 
E = I, (Y)L -+(00120 + I)L ; 
k =0, Y ~{OOI20+j)L' 
mono inter. at 00060 + j 

NO - OPeration •• • • • • • ••••••• 

Com P lement - A or - a • • • • • • • • .} 
CLear-A,-O,-Bn,or Y. • n 
Remove Interrupt lockout • CS-I Mo 0 - codes 

Remove Interrupt Lockout and JumP-Y •• 
TEST-CO or -CI • • • • • • • • • • • 

**lP - Logical Product CP - Complement SU - Substitute CL -Clear !} Special j 81 k Designators (see opposite side of card 1 Y - The operand; Y or (Y) 

NOTE: Skip NJ if other Computer (on channel 0 or I 1 has input buffer active. Exec'Jte twice. 



NTDS 
AN/USQ-20 

JP & RJP 

UNIT COMPUTER 
7<eft~ 01 1~~ 

j -DESIGNATORS 
J-DESIGNATORS 

(4 bits) 

JP RJP JP RJP 

j 60 64 61 65 

0 (No Jump)* (Uncond. Jump) 

I (Uncond. Jump)* KEY I 

2 o POS KEY 2 

3 o NEG KEY 3 

4 A ZERO STOP 

5 A NOT Zero STOP ~ 

6 A POS STOP 6 

7 A NEG STOP 7 

'-' 62 l' 63 j J 

O-ISs Cn ACTIVE IN Cn ACTIVE OUT 

j Occu pies 4 bit positions and represents Cn where n may be 0 -158 
The instruction word assumes the format: 

f j t b y 

'-"t 

k-DESIGNATORS 
(2 bits) 

A 
EX-FeT STR·Cn JP IN. cn , OUT. cn 

k 13 17 62 63 73 75 7476 

0 
, 
not used' 

, 
not used' , blank' 'blank' 

I 
, 
not used' 

, 
not used' L L 

*60 Clears interrupt 8 bootstrap modes. 2 
, 
not used' 

, 
not used' U 

, 
not used' 

3 W W W W 

* j -DESIGNATORS 
COM. A ,.0, eAO DIV ADDeO ,SUBeO ENTeLP, RPLeLP RPT 

j 04 23 26 27 40 44 70 

0 (no skip) (no skip) ( no skip) (no skip) (no mod.)l V of NE = V 

I (unconditional skip) SKIP SKIP SKIP ADV IV of NE =V+l 

2 Y LESS : Y ~ (0) NO Over Flow A POS EVEN parity BACK ly of NE=Y-I 

3 Y MORE : Y > (0) Over Flow A NEG ODD parity ADDB : Y of NE = Y + 8b -
4 YIN :(O)~ Y and Y >(A) A ZERO o ZERO A ZERO Rpl.lnc. : Y of N E = V [ + 86] -
5 Y OUT :(0)< Y or Y ~(A) A NOT Zero o NOT Zero A NOT Zero ADVR ~ Y of NE = V + I [+ 86] 

6 Y LESS : Y ~ (A) A POS o POS A POS BACK R : V of NE =Y-I [+86 ] 

7 Y MORE: Y > (A) A NEG o NEG A NEG ADDBR :Vof NE=V+Bb[+86 ] 

../ 86 Increment if HI is RPL class; increments V address for the store portion of the replace. 
HE - Next execution 

NORMAL 
j-DESIG. 

(Not applicable on 
* or") 

j Skip Code 

0 (no skip) 

I SKIP 

2 o POS 

3 o NEG 

4 A ZERO 

5 A NOT Zero 
6 A POS 

7 A NEG 

k 

0 
I 

2 

3 

4 

5 

6 

7 

NORMAL 
k-DESIGNATORS 

READ STORE REPLACE 

Code Origin Code Dest. Code Origin 

'blank' UL 0 Q 
, 
not used' -

L ML L ML L ML 

U Mu U Mu U Mu 
W M W M W M 

X XUL A A 'not used' -
LX XML CPL Cpl ML LX XML 

UX XMu CPU Cpl Mu UX XMu 

A A CPW Cpl M 
I 
not used' -

Dest. 

-
ML 

Mu 

M 

-
ML 

Mu 

-

LEGEND 
M - Memory word (30 bits) 

ML- Lower holf memory word 

Mu- Upper half memory word 

X - Sign bit extended 

Cpl- Complement 

A - A-register 

o - O-register 

U - U-register 

../ 

../ 

../ 

../ 



SECTION F3 

EXCESS-THREE CODE 

FOR THE HIGH-SPEED PRINTER 



EXCESS-THREE CODE FOR THE HIGH-SPEED PRINTER 

CODE CODE 
CHARACTER PARITY ZONE BODY COMP CHARACTER PARITY ZONE BODY COMP 

BIT DIGIT BIT DIGIT 

(IGNORE) 1 00 0000 5 (IGNORE) a 10 0000 N 
(IGNORE) a 00 0001 6 (IGNORE) 1 10 0001 0 

- a 00 0010 (FF II) 1 10 0010 P 
a 1 00 0011 ) a 10 0011 
1 a 00 0100 J f 10 0100 
2 1 00 0101 K a 10 0101 
3 1 00 0110 L a 10 0110 
4 a 00 0111 M 1 10 0111 
5 a 00 1000 N 1 10 1000 
6 1 00 1001 0 a 10 1001 
7 1 00 1010 P a 10 1010 
8 a 00 1011 Q 1 10 1011 
9 1 00 1100 R 0 10 1100 , 0 00 1101 $ 1 10 1101 
& a 00 1110 * 1 10 1110 
( 1 00 1111 (FF III) 0 10 1111 M 

(ML) 0 01 0000 E (STOP) 1 11 0000 V 
, 1 01 0001 (BP) a 11 0001 W . 1 01 0010 0 11 0010 
; a 01 0011 + 1 11 0011 
A 1 01 0100 / u 11 0100 
B 0 01 0101 S 1 11 0101 
C 0 01 0110 T 1 11 0110 
D 1 01 0111 U 0 11 0111 
E 1 01 1000 V 0 11 1000 
F a 01 1001 W 1 11 1001 
G 0 01 1010 X 1 11 1010 
H 1 01 1011 Y a 11 1011 
I 0 01 1100 Z 1 11 1100 
# 1 01 1101 % 0 11 1101 

(IGNORE) 1 01 1110 C (FF IV) 0 11 1110 T 
(FF I) 0 01 1111 D UNUSED 1 11 1111 

NOTE: Non-printable symbols are indicated in the CHARACTER column by parentheses. 
The alternate symbols which will be printed in the Computer Digit mode of op­
eration are listed in the COMP DIGIT column. 



SECTION F4 

FLEXOWRITER CODE CHART 



FLEXOWRITER CODE CHART 

The upper case, UC, or lower case, LC, character is typed according to the position of 
the type bar s. 

Type Letter Type Letter Perform Type-
UC LC Octal UC LC Octal writer Operation Octal 

A a 30 I 1 52 Space 04 
B b 23 2 2 74 Shift up 47 
C c 16 3 3 70 Shift down 57 
D d 22 4 4 64 Back space 61 
E e 20 5 5 62 Car. return 45 
F f 26 6 6 66 Tabulator 51 
G g 13 7 7 72 Color shift 02 
H h 05 8 8 60 Code delete 77* 
I i 14 9 9 33 Stop 43* 
J j 32 0 0 37 
K k 36 
L 1 11 
M m 07 
N n 06 Type Symbol 
0 0 03 UC LC Octal 
P P 15 (Superscript (Hyphen or 56 
Q 35 - -q 

Minus) Minus) 
R r 12 
S s 24 (Multiply) (Equals) 44 T t 01 . = 

U u 34 / (Virgule) (Plus) 54 V 17 + v 
W w 31 ( (Open Parens) (Comma) 46 
X x 27 

, 
y y 25 ) (Close Parens) (Period) 42 
Z z 21 . 

(Underline) I (Absolute) 50 -

NOTE: Codes not used are: 00, 10, 40, 41, 53, 55, 63, 65, 67, 71, 73, 75, 76. 
*Codes 43 and 77 are considered illegal codes in operations with the computer. 



SECTION F5 

EQUIPMENT FUNCTION WORD CHARTS 

FOR AN/USQ-17 COMPUTERS 



EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO ITSA 

I 14 13 12 11 10 09 08 07 06 05 04 03 02 01 00 

Master 
Clear 

Special Status 
Request 

MTU ADDRESS 

6 5 4 3 2 ,,7 
'V" 

Unit Number 

ITSA INSTRUCTION 

'-- Transfer Data Out 

'---- Transfer Data In 

MTU INSTRUCTION 

DeB A Control Lines 

o 1 1 0 Write 

000 1 Read Forward 

100 1 Read Backward 

o 0 1 0 Search Forward Equal 

1 0 1 0 Search Backward Equal 

001 1 Search Forward Equal or Greater Than 

101 1 Search Backward Equal or Less Than 

1 1 1 1 Transfer Blockette to Computer 

100 0 Transfer Blockette to MTU 

o 1 0 0 Wind Forward 

o 101 Wind Forward with Interlock 

1 100 Rewind 

110 1 Rewind with Interlock 

F5-1 



EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO POTTER TAPE UNIT 

14 13 12 11 10 09 08 07 06 05 04 03 02 01 00 

X X X Not Used 

Output 
TAPE INSTRUCTION Funct. 

Channel 
0 0 0 No Function Desig-

nation 
0 0 1 Write 

0 1 0 Wind Forward 

0 1 1 Wind Backward 

1 0 0 Read Forward (Normal 
Threshold) 

1 0 1 Read Backward (Normal 
Threshold) 

1 1 0 Read Forward (Low 
Threshold) 

1 1 1 Read Forward (High 
Threshold) 

STATUS REQUEST SELECTION 

0 Status Not Requested 

1 Status Requested 

TAPE UNIT SELECTION 

0 0 Unit Number 0 

0 1 Unit Number 1 

1 0 Unit Number 2 

1 1 Unit Number 3 

F5-2 



EQUIPMENT FUNCTION WORn (Status Reply) - POTTER TAPE UNIT 

TO AN/USQ-17 COMPUTER 

14 13 12 11 10 09 08 07 06 05 04 03 02 01 00 

Not Used 

TAPE INSTRUCTION 

0 0 0 Ready for Operation 

0 0 1 Winding 

0 1 0 End of Block 

0 1 1 First Block 

1 0 0 End of Tape 

1 0 1 Parity Error 

1 1 0 Reading or Writing (Busy) 

1 1 1 Out of Tape 

OPERATIONAL STATUS 

0 Tape Unit Cannot be Operated 

1 Tape Unit Ready for Operation or 
in Operation 

TAPE-UNIT SELECTION 

0 0 Unit Number 0 

0 1 Unit Number 1 

1 0 Unit Number 2 

1 1 Unit Number 3 

F5-3 



14 13 

Function 
Channel 

14 13 12 

0 0 1 

EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO 
HIGH-SPEED PRINTER VIA HIGH-SPEED PRINTER ADAPTER 

12 

11 

11 10 09 08 07 06 05 04 03 02 01 00 

Not Used 
FUNCTION CODE 

Clear Adapter and 0 1 1 0 0 1 
High-Speed Printer 
Circuits 

Clear Printer 0 1 1 1 0 0 
Memory and Enable 
Data Transfer 
Circuits 

EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO 
MONITORING TYPEWRITER 

10 09 08 07 06 05 04 03 02 01 00 

Not Used 
INSTRUCTION 

Indicates 
Function 0 0 1 Enable Input Mode 
Channel 1 

0 1 0 Enable Output Mode 

0 1 1 Start Motor 

1 0 0 Stop Motor 

1 1 0 Disable Input or Output Mode 

EQUIPMENT DESIGNATION 

0 0 1 Always 1 

F5-4 



EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO HIGH-SPEED PUNCH 

14 13 12 

0 0 1 

14 13 12 

0 0 1 

11 10 09 08 07 06 05 04 03 02 01 00 

Not Used 

Indicates 
INSTRUCTION 

Function 
0 1 0 Enable Output Mode 

Channell 

0 1 1 Start Motor 

1 0 0 Stop Motor 

1 1 0 Disable Output Mode 

EQUIPMENT DESIGNATION 

0 1 0 Always 2 

EQUIPMENT FUNCTION WORD - AN/USQ-17 COMPUTER TO 
PHOTOELECTRIC TAPE READER 

11 10 09 08 07 06 05 04 03 02 01 00 

Not Used 

INSTRUCTION 
Indicates 
Function 0 0 1 Enable Reader Mode 
Channell 

0 1 1 Start Motor 

1 0 0 Stop Motor 

1 1 0 Disable Reader Mode 

EQUIPMENT DESIGNATION 

0 1 1 Always 3 

F5-5 



SECTION F6 

EQUIPMENT FUNCTION WORD CHARTS 

FOR AN/USQ-20 COMPUTERS 



29 22 

Not Used 

EQUIPMENT FUNCTION WORD - AN/USQ-20 COMPUTER TO 
FORMAT CONTROL UNIT 

21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 oj 
Not 

Not Used I 't:l 

Used 
Q) 

0 fIl 
=:> 1 Transfer Data Out 
~ 

0 
Zo 

1 Transfer Data In 

0 
1 Special Status Lockout 

D C B A Control Lines 

0 0 0 0 No Instruction 

0 1 1 0 Write 

0 0 0 1 Read Forward 

1 0 0 1 Read Backward 

0 0 1 0 Search Forward Equal 

1 0 1 0 Search Backward Equal 

0 0 1 1 Search Forward Equal or Greater 

1 0 1 1 Search Backward Equal or Less 

1 0 0 0 Transfer Blockette, MTU to Computer 

1 1 1 1 Transfer Blockette, Computer to MTU 

0 1 0 0 Wind Forward 

0 1 0 1 Wind Forward with Interlock 

1 1 0 0 Rewind 

1 1 0 1 Rewind with Interlock 

0 0 0 0 0 0 1 MTU 1 

0 0 0 0 0 1 0 MTU 2 rn rn 
0 0 0 0 1 0 0 MTU 3 ril 

~ 

0 0 0 1 0 0 0 MTU 4 
Q 

~ 
0 0 1 0 0 0 0 MTU 5 =:> 
0 1 0 0 0 0 0 MTU 6 

~ 
~ 

1 0 0 0 0 0 0 MTU 7 

F6-1 

~ .... 
=:>~ 
UU 
~~ 
~ rn 
~ 

Z 
0 .... 
~ 
U 
=:> 
~ 
~ rn 
~ 
=:> 

~ 



29 10 

Not Used 

EQUIPMENT FUNCTION WORD - AN/USQ-20 COMPUTER TO 
MONITORING TYPEWRITER 

09 08 07 06 05 04 03 02 01 00 

Not Used 

Master Clear I 
Enable Output I 

Enable Input I 
Not Used 

Disable Output 

Disable Input I 
Input Fault I 

A one in the bit position indicates desired function 

29 10 

Not Used 

EQUIPMENT FUNCTION WORD - AN/USQ-20 COMPUTER TO 
HIGH-SPEED PUNCH 

09 08 07 06 05 04 03 02 01 00 

Not Used 

Master Clear I 
Enable Punch I 

Enable Reade r 

Not Used I 
Disable Punch I 

Disable Reader I 
Input Fault J 

F6-2 



SECTION F7 

CS-l COMPILER CODE CARD 



LABEL OPERATOR 

[label] .. SYSTEM .. COMMON-B 

• SEL-DD .. SEL-PROC .. SEL-SYS 

[label] .. SYS-DD 

• END-SYS-DD 

PROBLEM-ORIENTED PROGRAMMING OPERATIONS 

OPERANDS 

• [programmer's name] • [date] 
• (No. of B-register] • [data name] 
• [label of SYS-DD] } 
• [label of SYS-PROC, key] • [label, key - of each non-unique label] 
• [key] • [label, key - of each non-unique label] 

• [programmer's name] • [date] 

See 
CS-1 
Librarian 

[label] .. SYS-PROC • [programmer's name] • [date] 
.. LOC-DD 
.. TABLE • [name] (2). H (or V) • [words/item~ • (max. items] • [name maJ. index] (1) 
• SUB-TABLE • [name] • [initial item no.] • [max. items) • [name maj. index] (1) 
.. FIELD • [name] • FXPOS (or FXWS,MW) • [word locJ • [no. words or bit pos] • [binary point] (1) 
.. ITEM-AREA • [name] •••• 
• END-TABLE • [name] (2) 
.. VRBL • [name] • FXW (or FXH) • [binary point] (1) 
.. SWITCH • [name] • [statement label] (3) • • •• 
.. S ( ) • [statement label] (4) 
• END-SWITCH 4 • [name] 
.. END-LOC-DD 

.. PROCEDURE • [name] • INPUT(1). [formal name(s)] • OUT PUT (1) • [formal name(s)] • EXIT(l). [formal name(s)] 

.. B-REG-P • [B-reg no. (1-6)] •••• 

.. B-REG-T • [B-reg no. (1-6)] •••• 

.. INDEX • [name] ••• • 

.. SET • [data name] • TO (or EQ) • [data name, const., alg. exp.] 

.. GOTO • [statement label] 

.. GOTO • [switch name] • [switch setting] 

.. IF • [data name] • [decider] (5). [data name, const., alg. exp.] • THEN •••• 

.. IF • DATA • FOUND (or NOT FOUND) • THEN. • • • 

.. IF • DATA • VALID (or INVALID) • THEN •••• 
[label] .. VARY • [data name] • [prepositional operand] (6) 

• RESUME • [FIND or VARY label] 
.. END • [VARY label] 

[label) (7). FIND • [data name] • [decider] (5). [data name, const, alg. e~] • VARYING (1)·. [prepositional operand] (1)·,(6) 
.. RETURN • [formal statement label] (1). STOP (or STOP 5, 6, 7)(lj 
• [procedure name]. INPUT(l) • [data name, const., alg. exp.] • OUTPUT(l). [data name(s)] • EXITOO. [statement label(s)] 
.. TYPE • [data name] ••• [data name] ••• [CR) ••• [TAB} ••• THEN(l) •••• 
.. TYPE-TEXT • [text and flex commands] 
.. PUNCH • [data name] ••• [data name] ••• [CR] ••• [TAB] ••• THEN(1) •••• 
.. PUNCH-TEXT • [text and flex commands] 
.. FORM • [buffer name] • [initial char. position] • [data name] • THEN(1) •••• 
.. FORM-TEXT • [buffer name] • [initial char. position] • [text ••• ] • TBEN(1) •••• 
.. PRINT-BUF • [base addr.] • [jump condJ 
.. PRINT-TBL • [data name] ••• [data name] • THEN(1) •••• 
• PUT-ADR • [data name] • IN • [data or reg. name] • THEN(l) •••• 
.. COMMENT • [message] 
.. STOP • .. 
.. END-PROC • [name] 

LIST OF DECIDERS LIST OF PREPOSITIONAL OPERANDS 

CODE 

.EQ. 
• NOT • 
.LTEQ. 
·LT. 
·GT. 
.GTEQ. 

MEANING 

= Equal 
~ Not Equal 
~ Less Than or Equal To 
< Less Than 
> Greater Than 
~ Greater· Than or Equal To 

LEGEND 

(1) Use is optional 
(1)· Optional if varied throughout table 

CODE 

.FROM • 
·THRU • 
• BY • 
·WITHIN • 

(2) Limited to 5 .alphanumeric characters 
(3) Not used in switch table design 
(4) Used in switch table design 
(5) See list of aCiders 
(6) See list of prepositional operands 
(7) Required if return made by RESUME or GOTO 
(8) Reserves B-reglster for data unit throughout 

program 

OBJECT PRESCRIBES 

Starting Point 
Terminal Point 
Index Increment 
Table or Sub-Table Parameters 

OBJECT FORMS PERM1TTED 

Data Name, Alg. Exp., Constant, Index 
Data Name, Alg. Exp., Constant, Index 
Data Name, Alg. Exp., Constant, Index 
Table otSub-Table Name 



LABEL 

[ label] 

[ label] 

BASE 
ENTRANCE 
DEBUG 
TABLE POOL 

[ label] 
[ label] 

[SIR label] 

[ label] 

[ label] 
[L1 ID. Ins No] 

[LI ID] 

[label] 

SUPPORT OPERATIONS 

COMPILER-CONTROL OPERATIONS .. .. .. .. .. .. 
OPERATOR OPERANDS 

C-CONTROL • [programmer's name] • [date] 
AN/USQ - 20 (or AN/USQ - 17) 
P-TRACE • !procedure namej • [procedure namej •• 
P-IGNORE • procedure name • procedure name • • 
DEBUG-AIDS 
OUTPUTS • [output no.] • [output no.] •••• 

.. CHAN-SET 

.. [input/output assignment] 

.. ALLOCATION 

.. [absolute address] 

.. [primary procedure name or SIR label] 

.. [absolute address] 

.. [absolute address] 

.. [numeric allocation value, label, tag] 

.. DELETE 

.. INDR-ALLOC 

.. [6 digit number, k and y ] 

.. REL-ALLOC 

.. [increment alloc. value] 

• • 
• • 

COMMENTS 

General Header for Compiler Control Operators 
Specifies for which computer object program is to be compiled 
Specifies procedures whose linking operations are to be traced 
Specifies procedures (of a procedure chain) not to be compiled 
Informs compiler that Debugging Aids are desired 
Informs compiler which outputs are desired in object program 

Operator heading communications channel aSSignments 
Specifies desired communication channel assignments 

Operator heading normal allocation instructions 

Specifies Initial Address for compiler allocation of L4 object program 
Generates manual entrance at object program's base address 
Specifies initial address for Debugging Package when not placed at 76000 
Specifies initial POOL address for table allocation 

Direct allocation instruction format 
Deletes indicated label from compliers allocation tables 

Operator heading indirect allocation instructions 
Specifies memory cell (k-designator and address) containing initial address of subroutine 

Operator heading relative allocation instructions 
Specifies increment to a given base address (place new base in B7 while loading) 

DEBUGGING OPERATIONS 

.. DEF-AREA • [area name] • [initial area tag, label, address] • [no. of wordS] 

.. CORE-IMAGE • [area name] • [initial image tag, label, address] • KEY 1 (or 2, 3)(1) 

.. DRUM-IMAGE • [area name] • [initial image tag, label, address] • KEY 1 (or 2, 3)(1) 

.. TEST-IMAGE • [area name] • • • • KEY 1 (or 2, 3)(1) 

.. DUMP-REG • KEY 1 (or 2, 3)(1) 

.. DUMP-AREA • [area name] • • • • KEY 1 (or 2, 3)(1) 

PROGRAM CORRECTION OPERATIONS 

(1) Use is optional 

.. CORRECT - LI • 
J6 

.. [insert operation] 

[programmer's name] • [date] Operator heading list of program corrections 
Specifies LI-ID with insert number for insert position 
Indicates insert to be made 

II 
.. DELETE (or Replacement Operation) 

LIBRARY UPDATING OPERATIONS 

.. LIBRARY 

.. INS-DD • [label]. [programmer's name] • [date] 

.. RPL-DD • [label] • [programmer's name] • [date] 

.. DEL-DD • [label] • [programmer's name] • [date] 

.. INS-PROC • [label] , [key] • [programmer's name] • [date] 

.. RPL-PROC • [label] , [key] • [programmer's name] • [date] 

.. DEL-PROC • [label], [key]. [porgrammer's name] • [date] 

Specifies LI -ID for correction pOSition 
Indicates correction to be made 

[label] 

LIBRARY LISTING OPERATIONS 

.. LIBRARY 

.. LIST-PROC. [label], [key J 

.. LIST-DIR 

.. LIST-DIR. [directory number] •••• 

.. LIST-DD • LIBRARY 

.. LIST-PROC • LIBRARY 

.. LIST-DD • [label] 

.. LIST-DD • HISTORY 


